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4.3.5
ServingGWFunction
4.3.5.1
Definition

This IOC represents Serving Gateway functionality. For more information about the Serving Gateway, see 3GPP TS 23.401 [9]. For more informationa about the PDN Gateway-C and PDN Gateway-U, see 3GPP TS 23.214.
4.3.5.2
Attributes
	Attribute Name
	Support Qualifier
	isReadable 
	isWritable
	isInvariant
	isNotifyable

	pLMNIdList
	M
	M
	-
	-
	M

	tACList
	M
	M
	-
	-
	M


4.3.5a
ServingGWFunction control plane function
4.3.5a.1
Definition

This IOC represents Serving Gateway control plane functionality. For more informationa about the PDN Gateway-C and PDN Gateway-U, see 3GPP TS 23.214.

4.3.5a.2
Attributes 
	Attribute Name
	Support Qualifier
	isReadable 
	isWritable
	isInvariant
	isNotifyable

	pLMNIdList
	M
	M
	-
	-
	M

	tACList
	M
	M
	-
	-
	M


4.3.5b
ServingGWFunction user plane function
4.3.5b.1
Definition

This IOC represents Serving Gateway control plane functionality. For more informationa about the PDN Gateway-C and PDN Gateway-U, see 3GPP TS 23.214.
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