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1
Decision/action requested

Approve the proposed text.
2
References
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3GPP TS 32.546 V0.0.0
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S5-181572
3
Rationale

This contribution proposes to add the definitions of the interfaces of AlarmClearance services in draft TS 28.546.
4
Detailed proposal

	1st modified section


2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
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5.X
TBD
5.X.a

clearAlarms

5.X.a.1
Definition
The authorized consumer invokes this operation to clear one or more AlarmInformation instances in AlarmList. For example, this operation can be used to support the manual clearing of the ADMC (automatic detection and manual clearing, see also 3GPP TS 32.111-1 [X]) alarms.
5.X.a.2
Input Parameters
	Parameter Name
	Support Qualifier
	Information Type / Legal Values
	Comment

	alarmInformation ReferenceList
	M
	List of AlarmInformation.alarmId
	It carries one or more identifiers identifying AlarmInformation instances in the AlarmList. 

	clearUserId
	M
	 AlarmInformation.clearUserId 
	It identities the user clearing the alarm.

	clearSystemId
	O
	 AlarmInformation.clearSystemId
	It identifies the authorized consumer. It may be absent implying thatconsumer does not wish this information be known to the service provider.


5.X.a.3
Output Parameters
	Parameter Name
	Support Qualifier
	Matching Information / 

Information Type / Legal Values
	Comment

	badAlarmInformation ReferenceList
	M
	List of pair of AlarmInformation.alarmId and the failure reason.
	If all alarms are cleared, it contains no information.

If some alarms are cleared, then it contains identifications of AlarmInformation that are not present in AlarmList or that are present in AlarmList but remain unchanged, in contrast to consumer's request. 

	status
	M
	ENUM(
OperationSucceeded,
OperationFailed,
OperationPartiallySucceeded)
	If all alarms are cleared, then status = OperationSucceeded. 

If some alarms are cleared, then status = OperationPartiallySucceeded.

If operation is failed, then status = OperationFailed.


5.X.a.4
Exceptions and Constraints
	Exception Name
	Definition

	Operation_failed
	Condition: Operation is failed
Returned Information: The output parameter status

Exit state: Entry State
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