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1
Decision/action requested

Discuss and approve the text proposal.
2
References

[1] 3GPP TS 28.532: "Telecommunication management; Management and orchestration of networks and network slicing; Provisioning; Stage 2 and stage 3. v0.2.0".

[2] 3GPP TS 28.531: "Telecommunication management; Management and orchestration of networks and network slicing; Provisioning; Stage 1. v0.4.0".

3
Rationale

Subclause 7.3 in TS 28.532 [1] describes the procedure of Network Slice Subnet Instance Allocation. During NSSI allocation, VNF instantiation procedure or VNF Scaling procedure is referenced when the constituent of NSSI is a virtualized NF instance.  
Since an NF instance can be shared by some NSSIs. The requirements for NF provisioning are slightly different with that the NF instance is dedicated for only one NSSI.
For example, if the NF instance is dedicated for only one NSSI, it is enough that the NSSMF records the NF instance is a constituent of the NSSI. When the NF instance is shared by more than one NSSIs, the NF management function should maintain the information releated to NF instance shared by those NSSIs. Since NF management function can get the VNF and VNFC information from NFV MANO during the provisioning procedure for the virtualized NF instance, NF management functionmay have the information that which VNFC is dedicated for one NSSI, as well as that which VNFC is shared by other NSSIs. These information are helpful for root cause analysis when an NSSI alarm are caused by lack of virtulized resources or fault in NFVI. The fault management function and performance management function of network slice subnet can consume the NF provisitoning service for these information. 
This contribution proposes to add corresponding requirements for NF provisioning service in TS 28.531 [2].

4
Detailed proposal
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5.2.3
Requirements for NF provisioning service

REQ-INS_NF-FUN-1
The NF provisioning service producer shall have the capability allowing its authorized consumer to request creation of an instance of 3GPP NF.
REQ-INS_NF-FUN-2
The NF provisioning service producer shall have the capability to fulfill the consumer’s request to create an instance of 3GPP NF.

REQ-INS_NF-FUN-X
The NF provisioning service producer shall have the capability to provide the VNF and VNFC related information of the NF instance.

REQ-INS_NF-FUN-Y
The NF provisioning service producer shall have the capability to provide the VNF and VNFC information of the NF instance related to a specific NSSI to its authorized consumer. 
REQ-INS_NF-FUN-Z  The NF provisioning service producer shall have the capability to provide to its authorized consumer the information related to a VNFC that is dedicated for a NSSI.
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