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1
Decision/action requested

Approve the addition of the proposed text.
2
References

[1]
3GPP TS 28.532 v0.6.0 “Management of 5G networks and network slicing; Concepts, use cases and requirements”
3
Rationale

Propose the steps for (de) activation of an NSI.
4
Detailed proposal

7.X Procedure for NSI activation 

Figure 7.x 1 presents the procedure for activating an allocated NSI
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Figure 7.x-1 Activation procedure for NSI 

Pre-Condition: The NSI has been allocated

1)
Network Slice Management Service Provider (NSMS_Provider) receives an ActivateNsiRequest from NS MS Consumer (NSMS_Consumer) with network slice identifier (created during the allocation procedure).
Editor's Note: the exact content of the ActivateNsiRequest is FFS. 
2)
Based on the network slice identifier provided, the NSMS_Provider fetches the NSI constituents allocated during the allocation procedure. The NSMS_Provider may also verify that the NSMS-Consumer is actually allowed to activate this NSI. 
3) For each NSI constituent the NSMS_Provider requests the NSSMS_Provider for the NSSI activation

3a) Each NSMS_Provider runs the activation procedure for NSSI

Editor’s Note: the reference for NSSI activation procedure will be added when the corresponding procedure is defined.
4) Each NSSI provider provides the result of the NSSI activation request of step 3a.

5a-1) If all NSSI are successfully activated, the NSMS_Provider may activate other NSI level services such as PM, FM, TM for the NSI and appropriately populate the respective databases or data structures.

Editor’s Note: the reference for NSI level activation procedure will be added when the corresponding procedure is defined.
5b) The NSMS_Provider reports successful activation to the NSMS_Consumer

5a-2) If the activation of any of the NSSI fails, the NSMS_provider alerts the NSMS_Consumer of the failure and the detected reason. 
7.Y Procedure for NSI Deactivation

Figure 7.(x+1) 1 presents the procedure for de-activating a activated NSI. 
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Figure 7.y-1 De-activation procedure for NSI

Pre-Condition: The NSI has been activated and is in operation

1)
Network Slice Management Service Provider (NSMS_Provider) receives a de-ActivateNSIRequest from NS MS Consumer (NSMS_Consumer) with network slice identifier (created during the allocation procedure).
Editor's Note: the exact content of the deactivateNsiRequest is FFS. 
2)
Based on the network slice identifier provided, the NSMS_Provider fetches the NSI constituents allocated during the allocation procedure. The NSMS_Provider may also verify that the NSMS-Consumer is actually allowed to deactivate this NSI. 
3) For each NSI constituent the NSMS_Provider requests the NSSMS_Provider for the NSSI deactivation

3a) Each NSMS_Provider runs the deactivation procedure for NSSI

Editor’s Note: the reference for NSSI deactivation procedure will be added when the corresponding procedure is defined.
4) Each NSSI provider provides the result of the NSSI de-activation request of step 3a.

5) If all NSSI are deactivated, the NSMS_Provider may deactivate other NSI level services such as PM, FM, TM for the NSI and the respective databases or data structures.

Editor’s Note: the reference for NSI level deactivation procedure will be added when the corresponding procedure is defined.
6) The NSMS_Provider reports deactivation result to the NSMS_Consumer

