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1
Decision/action requested

The group is asked to discuss the proposal.
2
Rationale
This pCR is to add an example of procedure for NSI measurement job termination.
3
Proposal

	1st Modified Section


Annex X (normative): 
Procedures for performance management services 
X.7
NSI measurement job termination
This Figure X.7 illustrates an example of procedure for stopping a measurement job for NSI(s).
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Figure X.7 Example of procedure for NSI measurement job termination
1a.
The authorized consumer invokes the StopMeasurementJob operation (see clause 5.1.2) to NSI measurement job management service producer to request creation of a measurement job for NSI(s).
1b.
The NSI measurement job management service producer returns the result of StopMeasurementJob operation (see clause 5.1.2) to the consumer.
2.
The NSI measurement job management service producer checks if the measurement job(s) for the constituent NSSI(s) and/or NF(s) need to be stopped.

3.
For each measurement job for the constituent NSSI(s) needs to be stopped, the NSI measurement job management service producer acts as consumer of the NSSI measurement job management service, and requests the corresponding NSSI measurement job management service producer to terminate the measurement job for the constitent NSSI(s) (according to the NSSI measurement job termination procedure as illustrated in annex X.6).

4.
For each measurement job for the constituent NF(s) needs to be stopped, the NSI measurement job management service producer acts as consumer of NF measurement job management service, and requests the corresponding NF measurement job management service producer to terminate the measurement job for the NF(s) (according to the NF measurement job termination procedure as illustrated in annex X.5).

Editor’s Note: management service names in this procedure need to be revisited.
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