3GPP TSG SA WG5 (Telecom Management) Meeting #119Ad-Hoc
S5-184050
26-28 June 2018, Stockholm (Sweden)
revision of S5-18xabc
Source:
Nokia, Nokia Shanghai Bell
Title:
pCR TS 28.543 Update the attribute’s properties' setting
Document for:
Approval

Agenda Item:
4.2.3
1
Decision/action requested

The group is requested to agree to the proposed changes.
2
References

[1]
S5-183025
Minutes of Network Resource Model (NRM) for 5G networks and network slicing
[2]
3GPP TS 28.543 V1.0.0 Management and orchestration of networks and network slicing; 5GC Network Resource Model (NRM); Stage 2 and stage 3

3
Rationale

According to the following action recorded in the 5GNRM rapporteur’s report of SA#119 meeting (tdoc S5-183025[1]), this document implements the sttribute’s property’s seting changed on TS 28.543.
4
Action items
	Item
	Description
	Release
	Owner
	Status 
	Target 

	1
	Update the attribute’s property’s setting (“T” and “F”) according to agreed output of S5-183430
	Rel-15
	repporteur 
	open
	SA#119ah


Based on the tdoc S5-183063, this document proposes to replace attribute properties’s setting with values “T”(True) or “F”(False) in TS 28.543, instead of “M” and “-“).
4
Detailed proposal

	1st modified section


4.3
Class definitions

4.3.1
AMFFunction
4.3.1.1
Definition

This IOC represents the AMF functionality in 5GC. For more information about the AMF, see 3GPP TS 23.501 [3].  

4.3.1.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	pLMNIdList
	M
	T
	T
	F
	T

	aMFIdentifier
	M
	T
	T
	F
	T

	sBIFQDN
	M
	T
	T
	F
	T

	sBIServiceList
	M
	T
	F
	F
	T

	weightFactor
	M
	T
	T
	F
	T

	nSSAI
	CM
	T
	F
	F
	T


4.3.1.3
Attribute constraints

	Name
	Definition

	nSSAI CM Support Qualifier
	The condition is “network slicing feature is supported”.


4.3.2
SMFFunction
4.3.2.1
Definition

This IOC represents the SMF function in 5GC. For more information about the SMF, see 3GPP TS 23.501 [3].  

4.3.2.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	pLMNIdList
	M
	T
	T
	F
	T

	tAClist
	M
	T
	T
	F
	T

	sBIFQDN
	M
	T
	T
	F
	T

	sBIServiceList
	M
	T
	F
	F
	T

	nSSAI
	CM
	T
	T
	F
	T


4.3.2.3
Attribute constraints

	Name
	Definition

	nSSAI CM Support Qualifier
	The condition is “network slicing feature is supported”.


4.3.3
UPFFunction
4.3.3.1
Definition

This IOC represents the UPF function in 5GC. For more information about the UPF, see 3GPP TS 23.501 [3].  

4.3.3.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	pLMNIdList
	M
	T
	T
	F
	T

	tAClist
	M
	T
	T
	F
	T

	nSSAI
	CM
	T
	T
	F
	T


4.3.3.3
Attribute constraints

	Name
	Definition

	nSSAI CM Support Qualifier
	The condition is “network slicing feature is supported”.


4.3.4
N3IWFFunction
4.3.4.1
Definition

This IOC represents the N3IWF function which is used to enable non-3GPP access networks connected to the 5GC. For more information about the N3IWF, see 3GPP TS 23.501 [3].  

4.3.4.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	pLMNIdList
	M
	T
	T
	F
	T


4.3.5
PCFFunction
4.3.5.1
Definition

This IOC represents the PCF function in 5GC. For more information about the PCF, see 3GPP TS 23.501 [3].  

4.3.5.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	pLMNIdList
	M
	T
	T
	F
	T

	sBIFQDN
	M
	T
	T
	F
	T

	sBIServiceList
	M
	T
	F
	F
	T

	nSSAI
	CM
	T
	T
	F
	T


4.3.5.3
Attribute constraints

	Name
	Definition

	nSSAI CM Support Qualifier
	The condition is “network slicing feature is supported”.


4.3.6
AUSFFunction
4.3.6.1
Definition

This IOC represents the AUSF function in 5GC. For more information about the AUSF, see 3GPP TS 23.501 [3].

4.3.6.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	pLMNIdList
	M
	T
	T
	F
	T

	sBIFQDN
	M
	T
	T
	F
	T

	sBIServiceList
	M
	T
	F
	F
	T

	nSSAI
	CM
	T
	T
	F
	T


4.3.6.3
Attribute constraints

	Name
	Definition

	nSSAI CM Support Qualifier
	The condition is “network slicing feature is supported”.


4.3.7
UDMFunction
4.3.7.1
Definition

This IOC represents the UDM function in 5GC. For more information about the UDM, see 3GPP TS 23.501 [3].  

4.3.7.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	pLMNIdList
	M
	T
	T
	F
	T

	sBIFQDN
	M
	T
	T
	F
	T

	sBIServiceList
	M
	T
	F
	F
	T

	nSSAI
	CM
	T
	T
	F
	T


4.3.7.3
Attribute constraints

	Name
	Definition

	nSSAI CM Support Qualifier
	The condition is “network slicing feature is supported”.


4.3.8
UDRFunction
4.3.8.1
Definition

This IOC represents the UDR function in 5GC. For more information about the UDR, see 3GPP TS 23.501 [3].  

4.3.8.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	pLMNIdList
	M
	T
	T
	F
	T

	sBIFQDN
	M
	T
	T
	F
	T

	sBIServiceList
	M
	T
	F
	F
	T

	nSSAI
	CM
	T
	T
	F
	T


4.3.8.3
Attribute constraints

	Name
	Definition

	nSSAI CM Support Qualifier
	The condition is “network slicing feature is supported”.


4.3.9
UDSFFunction
4.3.9.1
Definition

This IOC represents the UDSF function which can be interacted with any other 5GC NF defined in 3GPP TS 23.501 [3]. For more information about the UDSF, see 3GPP TS 23.501 [3].  

4.3.9.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	pLMNIdList
	M
	T
	T
	F
	T

	sBIFQDN
	M
	T
	T
	F
	T

	sBIServiceList
	M
	T
	F
	F
	T

	nSSAI
	CM
	T
	T
	F
	T


4.3.9.3
Attribute constraints

	Name
	Definition

	nSSAI CM Support Qualifier
	The condition is “network slicing feature is supported”.


4.3.10
NRFFunction
4.3.10.1
Definition

This IOC represents the NRF function in 5GC. For more information about the NRF, see 3GPP TS 23.501 [3].  

4.3.10.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	pLMNIdList
	M
	T
	T
	F
	T

	sBIFQDN
	M
	T
	T
	F
	T

	nSSAI
	CM
	T
	T
	F
	T

	nFProfileList
	CM
	T
	T
	F
	T

	nSIIdList
	CM
	T
	T
	F
	T


4.3.10.3
Attribute constraints

	Name
	Definition

	nSSAI CM Support Qualifier
	The condition is “network slicing feature is supported”.

	nfProfileList CM Support Qualifier
	The condition is “NF profile is registered and deregistered by management system”.

	nSIId CM Support Qualifier
	The condition is “network slicing feature is supported”.


4.3.11
NSSFFunction
4.3.11.1
Definition

This IOC represents the NSSF function in 5GC. For more information about the NSSF, see 3GPP TS 23.501 [3].  

4.3.11.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	pLMNIdList
	M
	T
	T
	F
	T

	sBIFQDN
	M
	T
	T
	F
	T

	nSSAI
	M
	T
	T
	F
	T

	nSIIdList
	M
	T
	T
	F
	T


4.3.12
AFFunction
4.3.12.1
Definition

This IOC is defined for only purpose to describe the IOCs representing its interaction interface with 5GC (i.e. EP_Rx and EP_N5). It has no any attributes defined.

4.3.13
DNFunction
4.3.13.1
Definition

This IOC is defined for only purpose to describe the IOCs representing Data Network (DN) interaction interface with 5GC (i.e. EP_N6). It has no any attributes defined.

4.3.14
SMSFFunction
4.3.14.1
Definition

This IOC represents the SMSF function defined in 3GPP TS 23.501 [3]. 

4.3.14.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	pLMNIdList
	M
	T
	T
	F
	T

	sBIFQDN
	M
	T
	T
	F
	T

	sBIServiceList
	M
	T
	F
	F
	T


4.3.15
LMFFunction
4.3.15.1
Definition

This IOC represents the LMF function defined in 3GPP TS 23.501 [3]. 

4.3.15.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	pLMNIdList
	M
	T
	T
	F
	T


4.3.16
NGEIRFunction
4.3.16.1
Definition

This IOC represents the 5G-EIR function in 5GC. For more information about the 5G-EIR, see 3GPP TS 23.501 [3].  

4.3.16.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	pLMNIdList
	M
	T
	T
	F
	T

	sBIFQDN
	M
	T
	T
	F
	T

	sBIServiceList
	M
	T
	F
	F
	T

	nSSAI
	CM
	T
	T
	F
	T


4.3.16.3
Attribute constraints

	Name
	Definition

	nSSAI CM Support Qualifier
	The condition is “network slicing feature is supported”.


4.3.17
SEPPFunction
4.3.17.1
Definition

This IOC represents the SEPP function which support message filtering and policing on inter-PLMN control plane interface. For more information about the SEPP, see 3GPP TS 23.501 [3].  

4.3.17.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	pLMNIdList
	M
	T
	T
	F
	T


4.3.18
NWDAFFunction
4.3.18.1
Definition

This IOC represents the NWDAF function in 5GC. For more information about the NWDAF, see 3GPP TS 23.501 [3].  

4.3.18.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	pLMNIdList
	M
	T
	T
	F
	T

	sBIFQDN
	M
	T
	T
	F
	T

	sBIServiceList
	M
	T
	F
	F
	T

	nSSAI
	CM
	T
	T
	F
	T


4.3.18.3
Attribute constraints

	Name
	Definition

	nSSAI CM Support Qualifier
	The condition is “network slicing feature is supported”.


4.3.19
EP_N2
4.3.19.1
Definition

This IOC represents the N2 interface between (R)AN and AMF, which is defined in 3GPP TS 23.501[3].

4.3.19.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	localAddress
	M
	T
	T
	F
	T

	remoteAddress
	M
	T
	T
	F
	T


4.3.20
EP_N3
4.3.20.1
Definition

This IOC represents the N3 interface between (R)AN and UPF, which is defined in 3GPP TS 23.501[3].

4.3.20.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	localAddress
	M
	T
	T
	F
	T


4.3.21
EP_N4
4.3.21.1
Definition

This IOC represents the N4 interface between SMF and UPF, which is defined in 3GPP TS 23.501[3].

4.3.21.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	localAddress
	M
	T
	T
	F
	T

	remoteAddress
	M
	T
	T
	F
	T


4.3.22
EP_N5
4.3.22.1
Definition

This IOC represents the N5 interface between PCF and AF, which is defined in 3GPP TS 23.501[3].

4.3.22.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	localAddress
	M
	T
	T
	F
	T

	remoteAddress
	M
	T
	T
	F
	T


4.3.23
EP_N6
4.3.23.1
Definition

This IOC represents the N6 interface between UPF and DN, which is defined in 3GPP TS 23.501[3].

4.3.23.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	localAddress
	M
	T
	T
	F
	T

	remoteAddress
	O
	T
	T
	F
	T


4.3.24
EP_N7
4.3.24.1
Definition

This IOC represents the N7 interface between SMF and PCF, which is defined in 3GPP TS 23.501[3].

4.3.24.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	localAddress
	M
	T
	T
	F
	T

	remoteAddress
	M
	T
	T
	F
	T


4.3.25
EP_N8
4.3.25.1
Definition

This IOC represents the N8 interface between AMF and UDM, which is defined in 3GPP TS 23.501[3].

4.3.25.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	localAddress
	M
	T
	T
	F
	T

	remoteAddress
	M
	T
	T
	F
	T


4.3.26
EP_N9
4.3.26.1
Definition

This IOC represents the N7 interface between two UPFs, which is defined in 3GPP TS 23.501[3].

4.3.26.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	localAddress
	M
	T
	T
	F
	T


4.3.27
EP_N10
4.3.27.1
Definition

This IOC represents the N10 interface between SMF and UDM, which is defined in 3GPP TS 23.501[3].

4.3.27.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	localAddress
	M
	T
	T
	F
	T

	remoteAddress
	M
	T
	T
	F
	T


4.3.28
EP_N11
4.3.28.1
Definition

This IOC represents the N11 interface between AMF and SMF, which is defined in 3GPP TS 23.501[3].

4.3.28.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	localAddress
	M
	T
	T
	F
	T

	remoteAddress
	M
	T
	T
	F
	T


4.3.29
EP_N12
4.3.29.1
Definition

This IOC represents the N12 interface between AMF and AUSF, which is defined in 3GPP TS 23.501[3].

4.3.29.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	localAddress
	M
	T
	T
	F
	T

	remoteAddress
	M
	T
	T
	F
	T


4.3.30
EP_N13
4.3.30.1
Definition

This IOC represents the N13 interface between AUSF and UDM, which is defined in 3GPP TS 23.501[3].

4.3.30.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	localAddress
	M
	T
	T
	F
	T

	remoteAddress
	M
	T
	T
	F
	T


4.3.31
EP_N14
4.3.31.1
Definition

This IOC represents the N14 interface between two AMFs, which is defined in 3GPP TS 23.501[3].

4.3.31.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	localAddress
	M
	T
	T
	F
	T

	remoteAddress
	M
	T
	T
	F
	T


4.3.32
EP_N15
4.3.32.1
Definition

This IOC represents the N15 interface between AMF and PCF, which is defined in 3GPP TS 23.501[3].

4.3.32.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	localAddress
	M
	T
	T
	F
	T

	remoteAddress
	M
	T
	T
	F
	T


4.3.33
EP_N16
4.3.33.1
Definition

This IOC represents the N16 interface between two SMFs, which is defined in 3GPP TS 23.501[3].

4.3.33.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	localAddress
	M
	T
	T
	F
	T

	remoteAddress
	M
	T
	T
	F
	T


4.3.34
EP_N17
4.3.34.1
Definition

This IOC represents the N17 interface between AMF and 5G-EIR, which is defined in 3GPP TS 23.501[3].

4.3.34.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	localAddress
	M
	T
	T
	F
	T

	remoteAddress
	M
	T
	T
	F
	T


4.3.35
EP_N20
4.3.35.1
Definition

This IOC represents the N20 interface between AMF and SMSF, which is defined in 3GPP TS 23.501[3].

4.3.35.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	localAddress
	M
	T
	T
	F
	T

	remoteAddress
	M
	T
	T
	F
	T


4.3.36
EP_N21
4.3.36.1
Definition

This IOC represents the N21 interface between SMSF and UDM, which is defined in 3GPP TS 23.501[3].

4.3.36.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	localAddress
	M
	T
	T
	F
	T

	remoteAddress
	M
	T
	T
	F
	T


4.3.37
EP_N22
4.3.37.1
Definition

This IOC represents the N22 interface between AMF and NSSF, which is defined in 3GPP TS 23.501[3].

4.3.37.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	localAddress
	M
	T
	T
	F
	T

	remoteAddress
	M
	T
	T
	F
	T


4.3.38
EP_N26
4.3.38.1
Definition

This IOC represents the N26 interface between AMF and MME, which is defined in 3GPP TS 23.501[3].

4.3.38.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	localAddress
	M
	T
	T
	F
	T

	remoteAddress
	M
	T
	T
	F
	T


4.3.39
EP_SBI_X
4.3.39.1
Definition

This IOC represents the service-based interfaces from any 5GC NF towards UDSF, UDR, NEF, NRF and NWDAF, as these NFs can be interacted with any other 5GC NF, see detail in 3GPP TS 23.501[3].

4.3.39.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	localAddress
	M
	T
	T
	F
	T

	remoteAddress
	M
	T
	T
	F
	T

	sBIserviceList
	M
	T
	T
	F
	T


4.3.40
EP_SBI_IPX
4.3.40.1
Definition

This IOC represents the inter-connection interface from any 5GC control plane NF to SEPP, see detail in 3GPP TS 23.501[3].

4.3.40.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	localAddress
	M
	T
	T
	F
	T

	remoteAddress
	M
	T
	T
	F
	T

	sBIserviceList
	M
	T
	T
	F
	T


4.3.41
EP_S5C
4.3.41.1
Definition

This IOC represents the S5-C interface between SGW and SMF/PGW-C, which is defined in 3GPP TS 23.501[3].

4.3.41.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	localAddress
	M
	T
	T
	F
	T

	remoteAddress
	M
	T
	T
	F
	T


4.3.42
EP_S5U
4.3.42.1
Definition

This IOC represents the S5-U interface between SGW and UPF/PGW-U, which is defined in 3GPP TS 23.501[3].

4.3.42.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	localAddress
	M
	T
	T
	F
	T


4.3.43
EP_Rx
4.3.43.1
Definition

This IOC represents the Rx interface between PCF and AF, which is defined in 3GPP TS 23.501[3].

4.3.43.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	localAddress
	M
	T
	T
	F
	T

	remoteAddress
	M
	T
	T
	F
	T


4.3.44
EP_MAP_SMSC
4.3.44.1
Definition

This IOC represents the MAP interface between SMSF and MSC-IWMSC/GMSC, which is defined in 3GPP TS 23.040 [9].

4.3.44.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	localAddress
	M
	T
	T
	F
	T

	remoteAddress
	M
	T
	T
	F
	T


4.3.44.3
Attribute constraints

	Name
	Definition

	localAddress CM Support Qualifier
	The condition is “MAP over SIGTRAN is supported”.

	remoteAddress CM Support Qualifier
	The condition is “MAP over SIGTRAN is supported”.


4.3.45
EP_NLS
4.3.45.1
Definition

This IOC represents the NLs interface between AMF and LMF, which is defined in 3GPP TS 23.501[3].

4.3.45.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	localAddress
	M
	T
	T
	F
	T

	remoteAddress
	M
	T
	T
	F
	T


4.3.46
EP_NLG
4.3.46.1
Definition

This IOC represents the NLg interface between AMF and GMLC, which is defined in 3GPP TS 23.501[3].

4.3.46.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	localAddress
	M
	T
	T
	F
	T

	remoteAddress
	M
	T
	T
	F
	T


4.3.47
AMFSet
4.3.47.1
Definition

This IOC represents the AMF Set which consists of some AMFs that serve a given area and Network Slice. For more information about the AMF Set, see 3GPP TS 23.501 [3].  

4.3.47.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	pLMNIdList
	M
	T
	T
	F
	T

	tAClist
	M
	T
	T
	F
	T

	aMFSetId
	M
	T
	T
	F
	T

	nSSAI
	CM
	T
	T
	F
	T

	Attribute related to role
	
	
	
	
	

	AMFRegion
	M
	T
	T
	F
	T

	AMFSetMemberList
	M
	T
	T
	F
	T


4.3.47.3
Attribute constraints

	Name
	Definition

	nSSAI CM Support Qualifier
	The condition is “network slicing feature is supported”.


4.3.48
AMFRegion
4.3.48.1
Definition

This IOC represents the AMF Region which consists one or multiple AMF Sets. For more information about the AMF Region, see 3GPP TS 23.501 [3].  

4.3.48.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	pLMNIdList
	M
	T
	T
	F
	T

	tAClist
	M
	T
	T
	F
	T

	aMFRegionId
	M
	T
	T
	F
	T

	nSSAI
	CM
	T
	T
	F
	T

	Attribute related to role
	
	
	
	
	

	AMFSet
	M
	T
	T
	F
	T


4.3.48.3
Attribute constraints

	Name
	Definition

	nSSAI CM Support Qualifier
	The condition is “network slicing feature is supported”.


4.3.49
ExternalAMFFunction
4.3.49.1
Definition

This IOC represents an external AMF functionality used in EN-DC. For more information about the AMF, see 3GPP TS 23.501 [3].  

4.3.49.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	Id
	M
	T
	F
	F
	T

	pLMNIdList
	M
	T
	T
	F
	T

	aMFIdentifier
	M
	T
	T
	F
	T


4.3.49.3
Attribute constraints

None.

4.3.49.4
Notifications

The common notifications defined in subclause 4.5 are valid for this IOC, without exceptions or additions.

	End of 1st modified section


