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	First change


6.2.2
Nchf_ConvergedCharging_Create service operation

Service operation name: Nchf_ConvergedCharging_Create

Description: Provides charging capabilities before service delivery, offers charging with and without quota management, as well as charging information record generation. Provides means for the NF Consumer to create the context of charging session information. Makes an implicit subscribe to events that requires re-authorization from CHF.

The charging request initial, may be used to request quota authorisation for service delivery and may open a CDR in the CHF, based to the information provided by the NF Consumer.

Known NF Consumers: SMF.

Inputs, Required: served party, UE identity, either identification of the service or rating group.

Inputs, Optional: Requested service units, destination address, provider, location information, time and date.

Outputs, Required: Success or Failure.

Outputs, Optional: Granted service units, validity time, triggers

6.2.3
Nchf_ConvergedCharging_Update service operation

Service operation name: Nchf_ConvergedCharging_Update

Description: Provides charging capabilities during service delivery, offers usage reporting and quota management, as well as charging information record generation.

The charging update request, is used to report usage and may request further quota authorisation, if the trigger conditions occurs, this operation may cause update of the CDR or production of an interim CDR in the CHF.

Known NF Consumers: SMF.

Inputs, Required: Subscriber Identifier, reporting reason.

Inputs, Optional: requested service units, used service units.
Outputs, Required: Success or Failure.
Outputs, Optional: Granted service units, Validity Time, triggers

6.2.4
Nchf_ConvergedCharging_Delete service operation

Service operation name: Nchf_ ConvergedCharging _Delete

Description: Provides charging capabilities after service delivery, offers usage reporting and charging information record generation. Provides means for the NF Consumer to delete the resource of charging session information.

The charging delete request is used to report usage and close the CDR in the CHF if it has been opened. 

Known NF Consumers: SMF.

Inputs, Required: Subscriber Identifier, reporting reason.
Inputs, Optional: Used service units.
Outputs, Required: Success or Failure.
Outputs, Optional: None.

6.2.5
Nchf_ConvergedCharging_Notify service operation

Service operation name: Nchf_ConvergedCharging_Notify

Description: Provides notification to NF consumers of the subscribed events, i.e. any event that would lead to that the NF would need to send an Nchf_ConvergedCharging_Update reporting the current usage or to send an Nchf_ConvergedCharging_Delete to terminate the charging service.

Notify NF consumers of the subscribed events and requests an Update to be sent with the status of the service delivery.

Notify NF consumers of the subscribed events and requests a Delete to be sent to terminate the charging service.
Known NF Consumers: SMF.

Inputs, Required: Subscriber Identifier, notification type.

Inputs, Optional: rating group, service id.

Outputs, Required: Success or Failure.
Outputs, Optional: None
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