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1
Decision/action requested

Discuss and approve the text proposal.
2
References
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3
Rationale
In Clause 6 Interface for provisioning of network and network slicing, only prvovisioning MS which include createMOI, deleteMOI, getMOIAttributes and modifyMOIAttributes are defined, the necessary provisioning data report MS which include subscribe and notification is missing, so it proposes to add provisioning data report MS.
4
Detailed proposal

It proposes to make the following changes in TS 28.531 [1]
	First Changes


6
Interfaces for provisioning of networks and network slicing
6.1
Management services for network slice provisioning

The management services for network slice provisioning are listed in table 6.1-1.
Table 6.1-1: Management services for network slice provisioning 
	MS Name
	MS Component Type A
(operations and notifications)
	MS Component Type B
(information model)
	Note

	Provisioning for NSI
	Following operations and notifications defined in clause 5 of TS 28.xyz [X]:
· createMOI operation
· deleteMOI operation
· getMOIAttributes operation
· modifyMOIAttributes operation

	NSI information model defined in clause 6.3 of TS 28.541 [6]




	This management service enables it's consumer to request allocating, deallocating, or modifying an NSI.

The typical service consumers are operators. The typical scenario is "Network Slices as NOP internals" model.

	Provisioning data report for NSI
	Following operations and notifications defined in clause 5 of TS 28.xyz [X]:
· notifyProvisioning
	NSI information model defined in clause 6.3 of TS 28.541 [6]

	This management service enables it's consumer to obtain notifications about NSI Information model data.
The typical service consumers are operators. The typical scenario is "Network Slices as NOP internals" model

	Provisioning exposure for NSI
	Following operations and notifications defined in clause 5 of TS 28.xyz [X]:
· createMOI operation
· deleteMOI operation
· getMOIAttributes operation
· modifyMOIAttributes operation

	NSI information model defined in clause 6.3 of TS 28.541 [6]




	This management service enables it's consumer to request allocating, deallocating or modifying an NSI.

The typical service consumers are vertical industry. The typical scenario is NSaaS model.

	Provisioning data report exposure for NSI
	Following operations and notifications defined in clause 5 of TS 28.xyz [X]:
· notifyProvisioning


	NSI information model defined in clause 6.3 of TS 28.541 [6]

	This management service enables it's consumer to obtain notifications about NSI Information model data.

The typical service consumers are vertical industry. The typical scenario is NSaaS model.


6.2
Management services for network slice subnet provisioning

The management services for network slice subnet provisioning are listed in table 6.2-1.
Table 6.2-1: Components of NSS provisioning MS

	MS Name
	MS Component of type A (Operations and notifications)
	MS Component of type B (information model)

	Provisioning for NSSI
	Following operations and notifications defined in clause 5 of TS 28.xyz [X]:
· createMOI operation

· modifyMOIAttributes operation

· getMOIAttributes operation

· deleteMOI operation


	NSSI information model defined in clause 6.3 of TS 28.541 [6]





	Provisioning data report for NSSI
	Following operations and notifications defined in clause 5 of TS 28.xyz [X]:
· notifyProvisioning
	NSSI information model defined in clause 6.3 of TS 28.541 [6]



6.3
Management services for network function provisioning

The management services for network function provisioning are listed in table 6.3-1.
Table 6.3-1: Components of NF provisioning MS

	MS Name
	MS Component of type A (Operations and notifications)
	MS Component of type B (information model)

	Provisioning for NF
	Following operations and notifications defined in clause 5 of TS 28.xyz [X]:
· createMOI operation

· modifyMOIAttributes operation

· getMOIAttributes operation

· deleteMOI operation


	NF(s)/ME(s) information model defined in TS 28.541 [6]





	Provisioning data report for NF
	Following operations and notifications defined in clause 5 of TS 28.xyz [X]:
· notifyProvisioning
	NF(s)/ME(s) information model defined in TS 28.541 [6]



6.4
Provisioning service for sub-network

The components of provisioning service for sub-networks are listed in table 6.4-1.
Table 6.4-1: Components of provisioning service for sub-network

	Management service
	MS component type A
(Operations and notifications])
	MS component type B
(information model)

	Provisioning for sub-networks
	Following operations and notifications defined in clause 5 of TS 28.xyz [X]:
· createMOI operation

· modifyMOIAttributes operation

· getMOIAttributes operation

· deleteMOI operation

	IOC(s) of sub-network, as defined in TS 28.541 [6]


	Provisioning data report for sub-networks
	Following operations and notifications defined in clause 5 of TS 28.xyz [X]:
· notifyProvisioning
	IOC(s) of sub-network, as defined in TS 28.541 [6]



	Second Changes
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