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1	Decision/action requested
The group is asked to discuss and approve the contribution.
2	References
[bookmark: OLE_LINK14][a]	TS 28.541 v1.2.1: “Management and orchestration of 5G networks; Network Resource Model (NRM); Stage 2 and 3 (Release 15)”.

3	Rationale
This pCR proposes to add attributes in NRM for network slice capacity planning.

4	Detailed proposal
It is proposed to make the following changes to TR 28.541.


	1st modified section


 
[bookmark: _Toc514856181][bookmark: _Toc516886635][bookmark: _Toc516912107][bookmark: _Toc517935333][bookmark: _Toc517957096][bookmark: _Toc517957550][bookmark: _Toc517958002][bookmark: _Toc518416350][bookmark: _Toc518594565][bookmark: _Toc518595063][bookmark: _Toc518624295][bookmark: _Toc518661995][bookmark: _Toc518804801]6.3.3	ServiceProfile
[bookmark: _Toc517957097][bookmark: _Toc517957551][bookmark: _Toc517958003][bookmark: _Toc518416351][bookmark: _Toc518594566][bookmark: _Toc518595064][bookmark: _Toc518624296][bookmark: _Toc518661996][bookmark: _Toc518804802]6.3.3.1	Definition
This <<DataType>> represents the properties of network slice related requirement should be supported by the network slice instance in 5G network.
[bookmark: _Toc514856182][bookmark: _Toc516886636][bookmark: _Toc516912108][bookmark: _Toc517935334][bookmark: _Toc517957098][bookmark: _Toc517957552][bookmark: _Toc517958004][bookmark: _Toc518416352][bookmark: _Toc518594567][bookmark: _Toc518595065][bookmark: _Toc518624297][bookmark: _Toc518661997][bookmark: _Toc518804803]6.3.3.2	Attributes
	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	serviceProfileId
	M
	T
	F
	T
	T

	nSSAI
	M
	T
	T
	F
	T

	pLMNId
	M
	T
	T
	F
	T

	perfReq
	M
	T
	T
	F
	T

	maxNumberofUEs
	O
	T
	T
	F
	T

	coverageAreaTAList
	O
	T
	T
	F
	T

	latency
	O
	T
	T
	F
	T

	uEMobilityLevel
	O
	T
	T
	F
	T

	resourceSharingLevel
	O
	T
	T
	F
	T

	netCapacityPlanningReq
	O
	T
	T
	F
	T


[bookmark: _Toc517957099][bookmark: _Toc517957553][bookmark: _Toc517958005][bookmark: _Toc518416353][bookmark: _Toc518594568][bookmark: _Toc518595066][bookmark: _Toc518624298][bookmark: _Toc518661998][bookmark: _Toc518804804]6.3.3.3	Attribute constraints
None.
[bookmark: _Toc517957100][bookmark: _Toc517957554][bookmark: _Toc517958006][bookmark: _Toc518416354][bookmark: _Toc518594569][bookmark: _Toc518595067][bookmark: _Toc518624299][bookmark: _Toc518804805]6.3.3.4	Notifications
Not applicable.
[bookmark: _Toc514856183][bookmark: _Toc516886637][bookmark: _Toc516912109][bookmark: _Toc517935335][bookmark: _Toc517957101][bookmark: _Toc517957555][bookmark: _Toc517958007][bookmark: _Toc518416355][bookmark: _Toc518594570][bookmark: _Toc518595068][bookmark: _Toc518624300][bookmark: _Toc518661999][bookmark: _Toc518804806]6.3.4	SliceProfile
[bookmark: _Toc517957102][bookmark: _Toc517957556][bookmark: _Toc517958008][bookmark: _Toc518416356][bookmark: _Toc518594571][bookmark: _Toc518595069][bookmark: _Toc518624301][bookmark: _Toc518662000][bookmark: _Toc518804807]6.3.4.1	Definition
This <<DataType>> represents the properties of network slice subnet related requirement should be supported by the network slice subnet instance in 5G network.
[bookmark: _Toc514856184][bookmark: _Toc516886638][bookmark: _Toc516912110][bookmark: _Toc517935336][bookmark: _Toc517957103][bookmark: _Toc517957557][bookmark: _Toc517958009][bookmark: _Toc518416357][bookmark: _Toc518594572][bookmark: _Toc518595070][bookmark: _Toc518624302][bookmark: _Toc518662001][bookmark: _Toc518804808]6.3.4.2	Attributes
	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	sliceProfileId
	M
	T
	F
	T
	T

	nSSAI
	M
	T
	T
	F
	T

	pLMNId
	M
	T
	T
	F
	T

	perfReq
	M
	T
	T
	F
	T

	maxNumberofUEs
	O
	T
	T
	F
	T

	coverageAreaTAList
	O
	T
	T
	F
	T

	latency
	O
	T
	T
	F
	T

	uEMobilityLevel
	O
	T
	T
	F
	T

	resourceSharingLevel
	O
	T
	T
	F
	T

	
	
	
	
	
	


[bookmark: _Toc517957104][bookmark: _Toc517957558][bookmark: _Toc517958010][bookmark: _Toc518416358][bookmark: _Toc518594573][bookmark: _Toc518595071][bookmark: _Toc518624303][bookmark: _Toc518662002][bookmark: _Toc518804809]6.3.4.3	Attribute constraints
None.
[bookmark: _Toc517957105][bookmark: _Toc517957559][bookmark: _Toc517958011][bookmark: _Toc518416359][bookmark: _Toc518594574][bookmark: _Toc518595072][bookmark: _Toc518624304][bookmark: _Toc518804810]6.3.4.4	Notifications
 Not applicable

	2nd modified section


 
[bookmark: _Toc514856185][bookmark: _Toc516886639][bookmark: _Toc516912111][bookmark: _Toc517935337][bookmark: _Toc517957106][bookmark: _Toc517957560][bookmark: _Toc517958012][bookmark: _Toc518416360][bookmark: _Toc518594575][bookmark: _Toc518595073][bookmark: _Toc518624305][bookmark: _Toc518662003][bookmark: _Toc518804811]6.4	Attribute definition
[bookmark: _Toc505679411][bookmark: _Toc514856186][bookmark: _Toc516886640][bookmark: _Toc516912112][bookmark: _Toc517935338][bookmark: _Toc517957107][bookmark: _Toc517957561][bookmark: _Toc517958013][bookmark: _Toc518416361][bookmark: _Toc518594576][bookmark: _Toc518595074][bookmark: _Toc518624306][bookmark: _Toc518662004][bookmark: _Toc518804812]6.4.1	Attribute properties
	Attribute Name
	Documentation and Allowed Values
	Properties

	netCapacityPlanningReq
	This parameter specifies the requirements of network level resource capacity planning requirements. 

It is a structure containing the following elements:
-	list of netSliceCapPlanRequirements

allowedValues:
-	list of netCapacityPlanningReq is a list of entries where an entry identifies the network level slice capacity planning requirements. An entry has the following attributes:

targetNSSIForCapPlan(list): a list of target NSSI IDs which are the subject of capacity planning calculation,

maxNumOfNSSIAllowed (integer): a maximum number of target NSSIs allowed for capacity planning calculation, 

capPlanObjectiveType(integer): the objective type of capacity planning calculation (e.g., network resource utilization maximization, latency minimization, etc.), 

capPlanObjectives(integer): capacity planning objective expressed in numbers (e.g., 90% network resource utilization, 50msec latency among NFs within a NSSI), 


	type: <<dataType>>
multiplicity: *
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	
	








	














	End of modified sections




