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6.6.5
1 3GPP Work Plan status

Percentage of completion: 10% to ?%
Estimated completion date: SA#83 – 03/2019
Other information (WID update, Rapporteur change, etc): None
2 Technical Progress status

Summary of progress:  

1. The group discussed the following contributions:

a. pCR 28.803 edge computing deployment scenarios. 
b. pCR 28.803 use cases for p2p management deployment scenarios
c. pCR 28.803 add use case for E2E OSS deployment scenario.  
3 Minutes

The session was held at Q1 on Thursday October 11.
	Tdoc
	Title
	Source
	Note

	S5‑186237
	pCR 28.803 edge computing deployment scenarios
	Intel
	Nokia:
It is not clear what peer-to-peer deployment is.

Intel: peer-to-peer deployment is used in the context that there is no higher layer e2e OSS.

E///: 

What is AS, Access Stratum? It needs to have the AS definition.

Intel: AS is Application Server, as described in TR 23.725, and is already included in the diagram in TR 28.803.  

Huawei:

NFV MANO is not 3GPP management system

The Mm1/Mm2 interface between non-3GPP management system and OSS is still under discussion. 

Revised to S5‑186447

	S5‑186239
	pCR 28.803 use cases for p2p management deployment scenarios
	Intel
	Nokia:

In REQ-ECM_CON-z, how can 3GPP management system configure the UPF to insert an uplink classifier to divert the traffic?

UPF cannot divert the traffic.
Is AS referring to AF in SA2 spec? 

Intel: The SMF may insert an uplink classifier in UPF to divert some user plane traffic from UE, as specified in SA2 TS. AS is not AF. AS 
E///:
NR cells, small cells may not have enough power to run the edge computing applications.
The deployment is done during the network planning.

Intel: The edge computing application is not running on the RAN node. They are run on the application server.

Huawei: In this pCR, 3GPP management system is responsible for dividing the e2e QoS into 3GPP network QoS and non-3GPP network QoS. It can be done by e2e OSS too.

Intel: it is covered in the next use case.   

Revised to S5‑186448

	S5‑186240
	pCR 28.803 add use case for E2E OSS deployment scenario
	Intel
	Nokia:

In the requirement, How can 3GPP management system deploy UPF?
Intel: UPF is a 3GPP defined NF, and can be deployed as a VNF. AS is not defined in 3GPP, it is the application that UE can communicate to run the edge computing application.

E///:

Is the application hosted on NR cells?

Is the deployment done during the network planning?

Huawei:

UPF is defined in SA2 TS.

How can 3GPP management system allow e2e OSS to deploy UPF? 

Revised to S5‑186449
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