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	1st modified section


4.2.1
Relationships

This clause depicts the set of IOCs that encapsulate information relevant for this service. This clause provides the overview of the relationships of relevant classes in UML. Subsequent clauses provide more detailed specification of various aspects of these classes.

The figures below show the containment/naming hierarchy and the associations of the information object classes defined in the present document.

NOTE:
The listed cardinality numbers represent transient as well as steady-state numbers, and reflect all managed object creation and deletion scenarios in all figures.            

Each IOC is identified with a Distinguished Name (DN) according to 3GPP TS 32.300 [4] that expresses its containment hierarchy. As an example, the DN of an IOC representing a MME (3GPP TS 23.401 [9]) could have a format like:

SubNetwork=China, MeContext =MEC-Gbg-1, ManagedElement =MME-Gbg-1, MMEFunction=MME-1. 
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Figure 4.2.1-1: EPC NRM Containment/Naming Relationships
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Figure 4.2.1-2: EPC NRM Containment/Naming and Association_1
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Figure 4.2.1-3: EPC NRM Containment/Naming and Association_2    
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Figure 4.2.1-4: EPC NRM Containment/Naming and Association3
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Figure 4.2.1-5 MME Pool Object Model of EPC NRM
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Figure 4.2.1-6: EPC NRM Containment/Naming and Association 3

	2nd modified section


4.3.2
MMEFunction
4.3.2.1
Definition

This IOC represents MME functionality. For more information about the MME, see 3GPP TS 23.401 [9].

4.3.2.2
Attributes
	Attribute Name
	Support Qualifier
	isReadable 
	isWritable
	isInvariant
	isNotifyable

	pLMNIdList
	M
	M
	-
	-
	M

	mMEC
	M
	M
	-
	-
	M

	Attribute related to role
	
	
	
	
	

	mMEPool
	M
	M
	-
	-
	M


4.3.2.3
Attribute constraints

None.

4.3.2.4
Notifications

The common notifications defined in subclause 4.5 are valid for this IOC, without exceptions or additions.
	3rd modified section


4.3.4
PGWFunction
4.3.4.1
Definition

This IOC represents PDN Gateway functionality. For more information about the PDN Gateway, see 3GPP TS 23.401 [9].
4.3.4.2
Attributes
	Attribute Name
	Support Qualifier
	isReadable 
	isWritable
	isInvariant
	isNotifyable

	pLMNIdList
	M
	T
	T
	F
	T

	tACList
	O
	T
	T
	F
	T


4.3.4.3
Attribute constraints

None.
4.3.4.4
Notifications

The common notifications defined in subclause 4.5 are valid for this IOC, without exceptions or additions.

4.3.5
ServingGWFunction
4.3.5.1
Definition

This IOC represents Serving Gateway functionality. For more information about the Serving Gateway, see 3GPP TS 23.401 [9].

4.3.5.2
Attributes
	Attribute Name
	Support Qualifier
	isReadable 
	isWritable
	isInvariant
	isNotifyable

	pLMNIdList
	M
	M
	-
	-
	M

	tACList
	M
	M
	-
	-
	M


4.3.5.3
Attribute constraints

None.

4.3.5.4
Notifications

The common notifications defined in subclause 4.5 are valid for this IOC, without exceptions or additions.
	4th modified section


4.3.24
MBMSGWFunction

4.3.24.1
Definition

This IOC represents MBMS GW functionality. For more information about the MBMS GW, see 3GPP TS 36.300 [16].
4.3.24.2
Attributes
	Attribute Name
	Support Qualifier
	isReadable 
	isWritable
	isInvariant
	isNotifyable

	id
	M
	M
	-
	-
	M


4.3.5.3
Attribute constraints

None.

4.3.5.4
Notifications

The common notifications defined in subclause 4.5 are valid for this IOC, without exceptions or additions.
	End of modified section
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