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1
Decision/action requested

Discuss and approve the text proposal.
2
References

3
Rationale

In clause 6.2 of TS 28.552 the virtualised resource usage measurement in single network slice instance has been defined for 5G network and network slicing. This measurement will be generated with the resource usage of each virtualised NF related to the network slice instance.

The performance management procedures related to virtualised resource in TS 28.521 should be referenced in the NF measurement job creation and termination in TS 28.550.
4
Detailed proposal

	1st change to TS 28.550
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	2nd modified section


B.1
NF measurement job creation

The Figure B.1-1 illustrates an example of procedure for creating a measurement job for NF(s).
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Figure B.1-1: Example of procedure for NF measurement job creation

1a.
The authorized consumer invokes the CreateMeasurementJob operation (see clause 6.1.1) to NF measurement job control service producer to request creation of a measurement job for NF(s).
2.
The NF measurement job control service producer checks if new measurement type(s) need to be collected from the NF(s) to be measured.

3.
For each NF to be measured, if new measurements type(s) need to be collected,


3a.
the NF measurement job control service producer requests NF to collect the performance data;


3b.
the NF measurement job control service producer receives the acknowledgement of the request from NF.
If virtualised resource measurement of NF(s) need to be collected, see clause 4.3 in TS 28.521 [xx].
1b.
The NF measurement job control service producer returns the result of CreateMeasurementJob operation (see clause 6.1.1) to the consumer.

If the NF measurement job is successfully created, the NF measurement job control service producer will collect the performance data from the NF(s) accordingly, and make the measurement results available to the NF performance data reporting service producer for each reporting period.


NOTE: The name of service in f) needs to align with the TS (e.g., 28.550) defining the management service.
	3rd modified section


B.5
NF measurement job termination

This Figure B.5-1 illustrates an example of procedure for stopping a measurement job for NF(s).
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Figure B.5-1: Example of procedure for NF measurement job termination

1a.
The authorized consumer invokes the StopMeasurementJob operation (see clause 6.1.2) to NF measurement job control service producer to request termination of a measurement job for NF(s).

1b.
The NF measurement job control service producer returns the result of StopMeasurementJob operation (see clause 6.1.2) to the consumer.

2.
The NF measurement job control service producer checks if the measurement collection activity needs to be stopped at the NF(s).

3.
For each NF being measured, if the measurement collection activity needs to be stopped at the NF(s),



3a.
the NF measurement job control service producer requests NF to stop collectting the performance data;



3b.
the NF measurement job control service producer receives the acknowledgement of the request from NF.
If virtualised resource measurement of NF(s) need to be stopped, see clause 4.6 in TS 28.521 [xx].

NOTE: The name of service in f) needs to align with the TS (e.g., 28.550) defining the management service.
	End
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