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	Other comments:
	


	First change


6.1.6.2.1.1
Type ChargingDataRequest
Table 6.1.6.2.1.1-1: Definition of type ChargingDataRequest
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	subscriberIdentifier
	SubscriberIdentifier
	OM
	0..1
	Identifier of the subscriber that uses the requested service.
	Request message

	nfConsumerIdentification
	NFConsumerIdentification
	M
	1
	This is a grouped field which contains a set of information identifying the NF consumer of the charging service.
	Request message

	invocationTimeStamp
	DateTime

refer 3GPP TS 29.571 [371]
	M
	1
	The time at which the request is send
	Request message

	invocationSequenceNumber
	Uint32
	M
	1
	This field contains the sequence number of the charging service invocation by the NF consumer.
	Request message

	notifyUri
	Uri

refer 3GPP TS 29.571 [371]
	OC
	0..1
	Identifies the recipient of Notifications sent by the CHF.

It’s only present in create request message.
	Request message

	multipleUnitUsage
	array(MultipleUnitUsage)
	OC
	0..N
	This field contains the parameters for the quota management request and/or usage reporting. 
	Request message

	triggers
	array(Trigger)
	OC
	0..N
	This field identifies the event(s) triggering the request.
	


	Next change


6.1.6.2.1.x
Type SubscriberIdentifier
Table 6.1.6.2.1.x-1: Definition of type SubscriberIdentifier
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	subscriberIdentityType
	SubscriberIdentityType
	M
	1
	Type of subscriber identity
	

	supi
	Supi
	Oc
	0..1
	Supi when subscriber type is supi
	


	Next change


6.1.6.3.y
Enumeration: SubscriberIdentityType
Table 6.1.6.3.y-1: Enumeration SubscriberIdentityType
	Enumeration value
	Description
	Applicability

	SUPI
	This value is used when the subscriber identity is of SUPI type.  
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