
3GPP TSG-SA5 Meeting #121 
S5-186096
Kochi,India, 8-12 October 2018













Revision of S5-18xxxx
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	32.299
	CR
	0816
	rev
	-
	Current version:
	15.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Solve Editor's Note on Access Network charging Identifier

	
	

	Source to WG:
	Nokia, Nokia Shanghai Bell

	Source to TSG:
	S5

	
	

	Work item code:
	5GS_Ph1_IMSCH
	
	Date:
	2018-09-27

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	When IMS over 5GS was introduced, it was not concluded which charging identifier should be reported from 5G Core to IMS for correlation between IMS session and PDU session.  

	
	

	Summary of change:
	Use 3GPP Charging Id for "Access Network charging Identifier" for IMS over 5GS

	
	

	Consequences if not approved:
	Errors on billing due to missing correlation with access for IMS session.  

	
	

	Clauses affected:
	7.2.180

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	

	affected:
	
	X
	 Test specifications
	TS 32.260 CR#0394

	(show related CRs)
	X
	
	 O&M Specifications
	TS 32.298 CR#0677

	
	

	Other comments:
	


	First change


7.2.180
SDP-Media-Component AVP

The SDP-Media-Component AVP (AVP code 843) is of type Grouped and contains information about media used for a IMS session.

It has the following ABNF grammar:

SDP-Media-Component ::=
< AVP Header: 843 >

[ SDP-Media-Name ]
* [ SDP-Media-Description ]

[ Local-GW-Inserted-Indication ] 

[ IP-Realm-Default-Indication ]

[ Transcoder-Inserted-Indication ]

[ Media-Initiator-Flag ] 

[ Media-Initiator-Party ]

[ 3GPP-Charging-Id ]

[ Access-Network-Charging-Identifier-Value ]

[ SDP-Type ]

NOTE:
When populating the SDP-Media-Component, either the 3GPP-Charging-ID or the Access-Network-Charging-Identifier-Value should be present but not both. The 3GPP-Charging-ID is expected to be used for 3GPP defined IP-CANS (e.g. GPRS, EPC, 5GS) while the Access-Network-Charging-Identifier-Value is used for non-3GPP defined IP-CANs. 
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