Page 1



3GPP TSG-SA5 Meeting #121 
S5-186137
Kochi,India, 8-12 October 2018













Revision of S5-18xxxx
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	28.541
	CR
	0014
	rev
	-
	Current version:
	15.0.1
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	
	Radio Access Network
	X
	Core Network
	X


	

	Title:

	Correct the term sNSSAIList and nRTAC

	
	

	Source to WG:
	Huawei

	Source to TSG:
	S5

	
	

	Work item code:
	TEI15,NETSLICE-5GNRM
	
	Date:
	2018-09-25

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	Some part of the specification is not using correct terms “sNSSAIList” and “nRTAC”.

	
	

	Summary of change:
	The term nSSAIList is changed to sNSSAIList, the term tAC is changed to nRTAC.

	
	

	Consequences if not approved:
	This specification will use wrong term

	
	

	Clauses affected:
	Clause 5.3.51, Clause 5.3.52 , Clause C.4.3, .Clause D.3.2, Clause D.4.3, Clause F.4.3, Clause G.3.2, Clause G.4.3, Clause H.4.2, Clause H.4.3.14, Clause H.4.3.19,Clause I.4.3,Clause J.3.2. Clause J.4.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


	First change


5.3.51
AMFSet
5.3.51.1
Definition

This IOC represents the AMF Set which consists of some AMFs that serve a given area and Network Slice. For more information about the AMF Set, see 3GPP TS 23.501 [2]. 
5.3.51.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	pLMNIdList
	M
	T
	T
	F
	T

	nRTAClist
	M
	T
	T
	F
	T

	aMFSetId
	M
	T
	T
	F
	T

	sNSSAIList
	CM
	T
	T
	F
	T

	Attribute related to role
	
	
	
	
	

	aMFRegion
	M
	T
	T
	F
	T

	aMFSetMemberList
	M
	T
	T
	F
	T


5.3.51.3
Attribute constraints

	Name
	Definition

	sNSSAIList Support Qualifier
	Condition: Network slicing feature is supported.


5.3.51.4
Notifications

The common notifications defined in subclause 5.5 are valid for this IOC, without exceptions or additions.
5.3.52
AMFRegion
5.3.52.1
Definition

This IOC represents the AMF Region which consists one or multiple AMF Sets. For more information about the AMF Region, see 3GPP TS 23.501 [2]. 
5.3.52.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	pLMNIdList
	M
	T
	T
	F
	T

	nRTAClist
	M
	T
	T
	F
	T

	aMFRegionId
	M
	T
	T
	F
	T

	sNSSAIList
	CM
	T
	T
	F
	T

	Attribute related to role
	
	
	
	
	

	aMFSet
	M
	T
	T
	F
	T


5.3.52.3
Attribute constraints

	Name
	Definition

	sNSSAIList Support Qualifier
	Condition: Network slicing feature is supported.


5.3.52.4
Notifications

The common notifications defined in subclause 5.5 are valid for this IOC, without exceptions or additions.
	Next change


C.4.3
XML schema "nRNrm.xsd"

<?xml version="1.0" encoding="UTF-8"?>

<!--

  3GPP TS 28.541 NR Network Resource Model

  XML schema definition

  nrNrm.xsd

-->

<schema xmlns="http://www.w3.org/2001/XMLSchema" 

xmlns:xn="http://www.3gpp.org/ftp/specs/archive/28_series/28.623#genericNrm" 

xmlns:nn="http://www.3gpp.org/ftp/specs/archive/28_series/28.541#nrNrm" 

xmlns:en="http://www.3gpp.org/ftp/specs/archive/28_series/28.659#eutranNrm" 

xmlns:epc="http://www.3gpp.org/ftp/specs/archive/28_series/28.709#epcNrm" 

xmlns:sm="http://www.3gpp.org/ftp/specs/archive/28_series/28.626#stateManagementIRP" 

xmlns:ngc="http://www.3gpp.org/ftp/specs/archive/28_series/28.541#ngcNrm"

xmlns:sp="http://www.3gpp.org/ftp/specs/archive/28_series/28.629#sonPolicyNrm"

targetNamespace="http://www.3gpp.org/ftp/specs/archive/28_series/28.541#nrNrm" elementFormDefault="qualified">


<import namespace="http://www.3gpp.org/ftp/specs/archive/28_series/28.623#genericNrm"/>

  <import namespace="http://www.3gpp.org/ftp/specs/archive/28_series/28.709#epcNrm"/>

  <import namespace="http://www.3gpp.org/ftp/specs/archive/28_series/28.626#stateManagementIRP"/>

<import namespace="http://www.3gpp.org/ftp/specs/archive/28_series/28.541#ngcNrm"/>

<import namespace="http://www.3gpp.org/ftp/specs/archive/28_series/28.629#sonPolicyNrm"/>

  <simpleType name="GnbId">

    <restriction base="unsignedLong">

      <maxInclusive value="4294967295"/>

    </restriction>

  </simpleType>

  <simpleType name="Nci">

    <restriction base="unsignedLong">

      <maxInclusive value="68719476735"/>

    </restriction>

  </simpleType>  

  <complexType name="Ncgi">

    <sequence>

      <element name="plmnId" type="en:PLMNId" minOccurs="0"/>

      <element name="Nci" type="nn:Nci" minOccurs="0"/>

    </sequence>

  </complexType>

  <simpleType name="Pci">

    <restriction base="unsignedShort">

      <maxInclusive value="503"/>

      <!-- Minimum value is 0, maximum value is 3x167+2=503 -->

    </restriction>

  </simpleType>

  <simpleType name="NrTac">

    <restriction base="unsignedLong">

      <maxInclusive value="16777215"/>

      <!—5G TAC is 3-octets length -->

    </restriction>

  </simpleType>

  <simpleType name="GnbDuId">

    <restriction base="unsignedLong">

      <maxInclusive value="68719476735"/>

      <!-- Minimum value is 0, maximum value is 2^36-1=68719476735 -->

    </restriction>

  </simpleType>

  <simpleType name="GnbName">

    <restriction base="string">

      <minLength value="1"/>

      <maxLength value="150"/>

    </restriction>

  </simpleType>

  <simpleType name="CyclicPrefix">

    <restriction base="integer">

      <enumeration value="15"/>

      <enumeration value="30"/>

      <enumeration value="60"/>

      <enumeration value="120"/>

    </restriction>

  </simpleType>

  <complexType name="IpEndPoint">

    <sequence>

      <element name="ipv4Address" type="string"/>

      <element name="ipv6Address" type="string"/>

      <element name="ipv6Prefix" type="string"/>

      <element name="port" type="integer"/>

      <element name="vlanId" type="integer"/>

    </sequence>

  </complexType>

  <element name="GNBDUFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes">

              <complexType>

                <all>

                  <element name="userLabel" type="string"/>

                  <element name="vnfParametersList" type="xn:vnfParametersListType" minOccurs="0"/>

                  <element name="peeParametersList" type="xn:peeParametersListType" minOccurs="0"/>

                  <element name="gnbId" type="nn:GnbId"/>

                  <element name="gnbDUId" type="nn:GnbDuId"/>

                  <element name="gnbDuName" type="nn:GnbName" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="nn:NRCellDU"/>

              <element ref="nn:EP_F1C"/>

              <element ref="nn:EP_F1U"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="GNBCUCPFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes">

              <complexType>

                <all>

                  <element name="userLabel" type="string"/>

                  <element name="vnfParametersList" type="xn:vnfParametersListType" minOccurs="0"/>

                  <element name="peeParametersList" type="xn:peeParametersListType" minOccurs="0"/>

                  <element name="gnbId" type="nn:GnbId" />

                  <element name="gnbCuName" type=" nn:GnbName" minOccurs="0"/>

                  <element name="pLMNIdList" type="en:PLMNIdList" />

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="nn:NRCellCU"/>

              <element ref="nn:EP_F1C"/>

              <element ref="nn:EP_E1"/>

              <element ref="nn:EP_XnC"/>

              <element ref="nn:EP_X2C"/>

              <element ref="nn:EP_NgC"/>

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="GNBCUUPFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes">

              <complexType>

                <all>

                  <element name="userLabel" type="string"/>

                  <element name="vnfParametersList" type="xn:vnfParametersListType" minOccurs="0"/>

                  <element name="peeParametersList" type="xn:peeParametersListType" minOccurs="0"/>

                  <element name="pLMNIdList" type="en:PLMNIdList"/>

                  <element name="gNBId" type="nn:GnbId"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="nn:EP_E1"/>

              <element ref="nn:EP_F1U"/>

              <element ref="nn:EP_XnU"/>

              <element ref="nn:EP_NgU"/>

              <element ref="nn:EP_X2U"/>

              <element ref="nn:EP_S1U"/>

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="NRCellCU">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes">

              <complexType>

                <all>

                  <element name="userLabel" type="string"/>

                  <element name="vnfParametersList" type="xn:vnfParametersListType" minOccurs="0"/>

                  <element name="nCGI" type="nn:Ncgi"/>

                  <element name="pLMNIdList" type="en:PLMNIdList"/>

                  <element name="sNSSAIList" type="ngc:SNssaiList" minOccurs="0"/>

                  <element name="rRMPolicy" type="string" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

            <choice minOccurs="0" maxOccurs="1">

              <element ref="sp:EnergySavingProperties"/>

              <element ref="sp:ESPolicies"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="NRCellDU">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes">

              <complexType>

                <all>

                  <element name="userLabel" type="string"/>

                  <element name="vnfParametersList" type="xn:vnfParametersListType" minOccurs="0"/>

                  <element name="nCGI" type="nn:Ncgi" minOccurs="0"/>

                  <element name="operationalState" type="sm:operationalStateType" minOccurs="0"/>

                  <element name="administrativeState" type="sm:administrativeStateType" 

                                minOccurs="0"/>

                  <element name="availabilityStatus" type="sm:availabilityStatusType" 

                                minOccurs="0"/>

                  <element name="pLMNIdList" type="en:PLMNIdList"/>

                  <element name="sNSSAIList" type="ngc:SNssaiList" minOccurs="0"/>

                  <element name="nRpci" type="nn:Pci" />

                 
<element name="nRTac" type="nn:NrTac" /> 

                  <element name="bSChannelBw" type="integer"/>

                  <element name="fDDCarrierDL" type="integer"/>

                  <element name="fDDCarrierUL" type="integer"/>

                  <element name="cyclicPrefixDL" type="nn:CyclicPrefix"/>

                  <element name="cyclicPrefixUL" type="nn:CyclicPrefix"/>

                  <element name="fDDBwpCommonCarrierFreqDL" type="integer" minOccurs="0"/>

                  <element name="fDDBwpCommonCarrierFreqUL" type="integer" minOccurs="0"/>

                  <element name="fDDBwpCommonChannelBwDL" type="integer" minOccurs="0"/>

                  <element name="fDDBwpCommonChannelBwUL" type="integer" minOccurs="0"/>

                  <element name="tDDBwpCommonCarrierFreq" type="integer" minOccurs="0"/>

                  <element name="tDDBwpCommonChannelBw" type="integer" minOccurs="0"/>

                  <element name="fDDBwpDedicatedCarrierFreqDL" type="integer" minOccurs="0"/>

                  <element name="fDDBwpDedicatedCarrierFreqUL" type="integer" minOccurs="0"/>

                  <element name="fDDBwpDedicatedChannelBwDL" type="integer" minOccurs="0"/>

                  <element name="fDDBwpDedicatedChannelBwUL" type="integer" minOccurs="0"/>

                  <element name="tDDBwpDedicatedCarrierFreq" type="integer" minOccurs="0"/>

                  <element name="tDDBwpDedicatedChannelBw" type="integer" minOccurs="0"/>

                  <element name="rRMPolicy" type="string"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

              <element name="nRSectorCarrier" type="xn:dn" minOccurs="0"/>

            </choice>

            <choice minOccurs="0" maxOccurs="1">

              <element ref="sp:EnergySavingProperties"/>

              <element ref="sp:ESPolicies"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="NRSectorCarrier">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes">

              <complexType>

                <all>

                  <element name="userLabel" type="string"/>

                  <element name="vnfParametersList" type="xn:vnfParametersListType" minOccurs="0"/>

                  <element name="configuredMaxTxPower" type="integer"/>

                  <element name="pointAArfcnDLFDD" type="integer" minOccurs="0"/>

                  <element name="pointAArfcnULFDD" type="integer" minOccurs="0"/>

                  <element name="pointAArfcnTDD" type="integer" minOccurs="0"/>

                  <element name="fDDBwpTxStartDL" type="integer" minOccurs="0"/>

                  <element name="fDDBwpTxStartUL" type="integer" minOccurs="0"/>

                  <element name="fDDBwpTxBwDL" type="integer" minOccurs="0"/>

                  <element name="fDDBwpTxBwUL" type="integer" minOccurs="0"/>

                  <element name="tDDBwpTxStart" type="integer" minOccurs="0"/>

                  <element name="tDDBwpTxBw" type="integer" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

              <element name="sectorEquipmentFunction" type="xn:dn" minOccurs="0"/>

            </choice>

            <choice minOccurs="0" maxOccurs="1">

              <element ref="sp:EnergySavingProperties"/>

              <element ref="sp:ESPolicies"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="EP_E1">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                  <element name="remoteAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="EP_XnC">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                  <element name="remoteAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="EP_XnU">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                  <element name="remoteAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="EP_NgC">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                  <element name="remoteAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

    <element name="EP_NgU">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                  <element name="remoteAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="EP_F1C">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                  <element name="remoteAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="EP_F1U">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                  <element name="remoteAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="EP_S1U">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="EP_X2C">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                  <element name="remoteAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="EP_X2U">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

</schema>

	Next change


D.3.2
Attributes mapping

Mapping from the attributes of IOCs defined in the information model to SS equivalent definitions are listed in the following table.

	Object Attributes
	 JSON definitions' Name
	JSON Type

	NRCellDU.administrativeState
	administrativeState
	AdministrativeState

	configuredMaxTxPower
	
	ConfiguredMaxTxPower

	fDDCenterFrequencyUL
	fddCenterFrequencyUL
	FddCenterFrequencyUL

	fDDCenterFrequencyDL
	fddCenterFrequencyDL
	FddCenterFrequencyDL

	fDDBandwidthUL
	fddBandwidthUL
	FddBandwidthUL

	fDDBandwidthDL
	fddBandwidthDL
	FddBandwidthDL

	localAddress 
	localAddress 
	IpEndPoint 

	remoteAddress
	remoteAddress
	IpEndPoint

	gNBId
	gnbId
	GnbId

	gNB​DUId
	gnbDuId
	Gnb​DUId

	gNBCUName
	gnbCuName
	gNBName

	gNBDUName
	gnbDuName
	gNBName

	nCGI
	nCgi
	NCgi

	nRPCI
	nrPci
	NrPCI

	nRTac
	nrTac
	NrTac

	sNSSAIList
	sNssaiList
	SNssaiList

	pointAArfcnULFDD
	pointAArfcnULFDD
	PointAArfcnULFDD

	pointAArfcnDLFDD
	pointAArfcnDLFDD
	PointAArfcnDLFDD

	pointAArfcnTDD
	pointAArfcnTDD
	PointAArfcnTDD

	rRMPolicy
	rrmPolicy
	RrmPolicy


	Next change


D.4.3
JSON schema "nrNrm.json"

 {


"$schema": "http://json-schema.org/draft-05/schema#"


"id": "http://3gpp.org/28541/nrNrm.json",


"description": "JSON based solution set definitions for NR NRM",


"_referenced_schema":"http://3gpp.org/28623/genericNrm.json",


"_referenced_schema":"http://3gpp.org/28626/stateManagementNrm.json",


"_referenced_schema":"http://3gpp.org/28659/eutranNrm.json",


"_referenced_schema":"http://3gpp.org/28541/ngcNrm.json",


"definitions": {



"gnbDuFunction": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"vnfParametersList": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/vnfParametersListType"





},





"peeParametersList": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/peeParametersListType"





},




"gnbDuId": {






"$ref": "#/definitions/GnbDuId"





},





"gnbDuName": {






"$ref": "#/definitions/GnbName"





},





"gnbId": {






"$ref": "#/definitions/GnbId"





}




},




"required": [





"userLabel",





"gnbDuId",





"gnbId"




]



}



"gnbCuCpFunction": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"vnfParametersList": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/vnfParametersListType"





},





"peeParametersList": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/peeParametersListType"





"gnbId": {






"$ref": "#/definitions/GnbId"





},





"gnbCuName": {






"$ref": "#/definitions/GnbName"





},





"plmnIdList": {






"$ref": "http://3gpp.org/28659/eutranNrm.json#definitions/PlmnIdList"





}




},




"required": [





"userLabel",





"gnbId",





"plmnIdList"




]



}



"gnbCuUpFunction": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"vnfParametersList": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/vnfParametersListType"





},





"peeParametersList": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/peeParametersListType"





"gnbId": {






"$ref": "#/definitions/GnbId"





},





"plmnIdList": {






"$ref": "http://3gpp.org/28659/eutranNrm.json#definitions/PlmnIdList"





}




},




"required": [





"userLabel",





"gnbId",





"plmnIdList"




]



}



"nrCellCu": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"vnfParametersList": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/vnfParametersListType"





},





"nCgi": {






"$ref": "#/definitions/NCgi"





}





"plmnIdList": {






"$ref": "http://3gpp.org/28659/eutranNrm.json#definitions/PlmnIdList"





}





"sNssaiList": {






"$ref": "#/definitions/SNssaiList"





}





"rrmPolicy": {






"$ref": "#/definitions/RrmPolicy"





}




},




"required": [





"userLabel",





"nCGI",





"plmnIdList"




]



}



"nrCellDu": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"vnfParametersList": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/vnfParametersListType"





},





"administrativeState": {






"$ref": "http://3gpp.org/28626/stateManagementNrm.json#definitions/AdministrativeState"





},





"operationalState": {






"$ref": "http://3gpp.org/28626/stateManagementNrm.json#definitions/OperationalState"





},





"availabilityStatus": {






"$ref": "http://3gpp.org/28626/stateManagementNrm.json#definitions/AvailabilityStatus"





},





"cellState": {






"$ref": "#/definitions/CellState"





},





"nCgi": {






"$ref": "#/definitions/NCgi"





}





"plmnIdList": {






"$ref": "http://3gpp.org/28659/eutranNrm.json#definitions/PlmnIdList"





}





"sNssaiList": {






"$ref": "#/definitions/SNssaiList"





}





"nrPci": {






"$ref": "#/definitions/NrPci"





}





"nrTac": {






"$ref": "#/definitions/NrTac"





}





"bSChannelBw": {






"type": "integer"





},





"fDDCarrierDL": {






"type": "integer"





},





"fDDCarrierUL": {






"type": "integer"





},





"cyclicPrefixDL": {






"$ref": "#/definitions/CyclicPrefix"





},





"cyclicPrefixUL": {






"$ref": "#/definitions/CyclicPrefix"





},





"fDDBwpCommonCarrierFreqDL": {






"type": "integer"





},





"fDDBwpCommonCarrierFreqUL": {






"type": "integer"





},





"fDDBwpCommonChannelBwDL": {






"type": "integer"





},





"fDDBwpCommonChannelBwUL": {






"type": "integer"





},





"tDDBwpCommonCarrierFreq": {






"type": "integer"





},





"tDDBwpCommonChannelBw": {






"type": "integer"





},





"fDDBwpDedicatedCarrierFreqDL": {






"type": "integer"





},





"fDDBwpDedicatedCarrierFreqUL": {






"type": "integer"





},





"fDDBwpDedicatedChannelBwDL": {






"type": "integer"





},





"fDDBwpDedicatedChannelBwUL": {






"type": "integer"





},





"tDDBwpDedicatedCarrierFreq": {






"type": "integer"





},





"tDDBwpDedicatedChannelBw": {






"type": "integer"





},





"rRMPolicy": {






"type": "string"





}




},




"required": [





"userLabel",





"nCgi",





"plmnIdList"





"nrPci",





"nrTac"





"bSChannelBw", 





"fDDCarrierDL", 





"fDDCarrierUL",





"tDDCarrier", 





"subcarrierSpacingDL",





"subcarrierSpacingUL",





"cyclicPrefixDL",





"cyclicPrefixUL",




]



}



"nrSectorCarrier": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"vnfParametersList": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/vnfParametersListType"





},





"configuredMaxTxPower": {






"type": "integer"





},





"pointAArfcnDLFDD": {






"type": "integer"





},





"pointAArfcnULFDD": {






"type": "integer"





},





"pointAArfcnTDD": {






"type": "integer"





},





"fDDBwpTxStartDL": {






"type": "integer"





},





"fDDBwpTxStartUL": {






"type": "integer"





},





"fDDBwpTxBwDL": {






"type": "integer"





},





"fDDBwpTxBwUL": {






"type": "integer"





},





"tDDBwpTxStart": {






"type": "integer"





},





"tDDBwpTxBw": {






"type": "integer"





}




},




"required": [





"userLabel",





"configuredMaxTxPower"




]



}



"eP_E1": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"type": "string"





},





"localAddress": {






"$ref": "#/definitions/IpEndPoint "





},





"remoteAddress": {






"$ref": "#/definitions/IpEndPoint "





}




},



}



"eP_XnC": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"type": "string"





},





"localAddress": {






"$ref": "#/definitions/IpEndPoint "





},





"remoteAddress": {






"$ref": "#/definitions/IpEndPoint "





}




},



}



"eP_XnU": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"type": "string"





},





"localAddress": {






"$ref": "#/definitions/IpEndPoint "





},





"remoteAddress": {






"$ref": "#/definitions/IpEndPoint "





}




},



}



"eP_NgC": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"type": "string"





},





"localAddress": {






"$ref": "#/definitions/IpEndPoint "





},





"remoteAddress": {






"$ref": "#/definitions/IpEndPoint "





}




},



}



"eP_NgU": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"type": "string"





},





"localAddress": {






"$ref": "#/definitions/IpEndPoint "





},





"remoteAddress": {






"$ref": "#/definitions/IpEndPoint "





}




},



}



"eP_F1C": {




"type": "object",




"properties": {






"userLabel": {






"type": "string"





},





"farEndEntity": {






"type": "string"





},




"localAddress": {






"$ref": "#/definitions/IpEndPoint "





},





"remoteAddress": {






"$ref": "#/definitions/IpEndPoint "





}




},



}



"eP_F1U": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"type": "string"





},





"localAddress": {






"$ref": "#/definitions/IpEndPoint "





},





"remoteAddress": {






"$ref": "#/definitions/IpEndPoint "





}




},



}





"eP_S1U": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"type": "string"





},





"localAddress": {






"$ref": "#/definitions/IpEndPoint "





}




},



}



"eP_X2C": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"type": "string"





},





"localAddress": {






"$ref": "#/definitions/IpEndPoint "





},





"remoteAddress": {






"$ref": "#/definitions/IpEndPoint "





}




},



}



"eP_X2U": {




"type": "object",




"properties": {






"userLabel": {






"type": "string"





},





"farEndEntity": {






"type": "string"





},




"localAddress": {






"$ref": "#/definitions/IpEndPoint "





}




},



}





"GnbId": {




"type": "string",




"description": "gNBId identifies a gNB within a PLMN."



}



"GnbName": {




"type": "string",




"maxLength": "150"



}



"GnbDuId": {




"type": "number",




"description": "GnbDuId represents the gNB-DU ID defined in TS 38.473.",




"minimum": 0,




"maximum": 68719476735



}



"NCgi": {




"type": "object",




"description": "NCgi uniquely identifies a NR cell globally.",




"properties": {





"plmnId": {






"$ref": "http://3gpp.org/28659/eutranNrm.json#definitions/PlmnId"





},


      

"nCI": {






"$ref": "#/definitions/NrCellId"





}




}



},



"SNssaiList": {




"type": "array",




"item": {





"$ref": "#/definitions/Snssai"




}



},



"RrmPolicy": {




"type": "string",




"description": "RrmPolicy represents RRM policy which includes guidance for split of radio resources between multiple slices the cell supports. The RRM policy is implementation dependent.",



}



"IpEndPoint": {




"type": "object",




"properties": {





"ipv4Address": {






"type": "string"





},





"ipv6Address": {






"type": "string"





},





"ipv6Prefix": {






"type": "string"





},





"transport": {






"type": "string"





},





"port": {






"type": "integer"





}





"vlanId": {






"type": "integer"





}




}



},



"NrPci": {




"type": "integer",




"maximum": "503"



},



"NrTac": {




"type": "integer",




"maximum": "16777215"



},



"NrCellId": {




"type": "integer",




"maximum": "68719476735"



},



"Snssai": {




"type": "object",




"properties": {





"sst": {






"$ref": "http://3gpp.org/28541/ngcNrm.json#definitions/Sst"





},





"sd": {






"type": "string"





}




}



},


}

}

	Next change


F.4.3
XML schema "ngcNrm.xsd"

<?xml version="1.0" encoding="UTF-8"?>

<!--

  3GPP TS 28.541 5GC Network Resource Model

  XML schema definition

  ngcNrm.xsd

-->

<schema

  targetNamespace="http://www.3gpp.org/ftp/specs/archive/28_series/28.541#ngcNrm"

  elementFormDefault="qualified"

  attributeFormDefault="unqualified"

  xmlns="http://www.w3.org/2001/XMLSchema"

  xmlns:xn="http://www.3gpp.org/ftp/specs/archive/28_series/28.623#genericNrm"

xmlns:nn="http://www.3gpp.org/ftp/specs/archive/28_series/28.541#nrNrm"     xmlns:en="http://www.3gpp.org/ftp/specs/archive/28_series/28.659#eutranNrm"

xmlns:ngc="http://www.3gpp.org/ftp/specs/archive/28_series/28.541#ngcNrm"

>

  <import namespace="http://www.3gpp.org/ftp/specs/archive/28_series/28.623#genericNrm"/>

<import namespace="http://www.3gpp.org/ftp/specs/archive/28_series/28.659#eutranNrm"/>

<import namespace="http://www.3gpp.org/ftp/specs/archive/28_series/28.541#nrNrm"/>

  <!--NGC NRM IM class associated XML elements -->

  <complexType name="aMFIdentifier">

    <sequence>

      <element name="amfRegionId" type="ngc:AmfRegionId"/>

      <element name="amfSetId" type="ngc:AmfSetId"/>

      <element name="amfPointer" type="ngc:AmfPointer"/>

    </sequence>

  </complexType>

    <simpleType name="AmfRegionId">

    <restriction base="integer">

      <maxInclusive value="255"/>

      <!-- The AMF Region ID is 8-bitslength, defined in 23.003 -->

    </restriction>

  </simpleType>

  <simpleType name="AmfSetId">

    <restriction base="integer">

      <maxInclusive value="1023"/>

      <!-- The AMF Region ID is 10-bits length, defined in 23.003 -->

    </restriction>

  </simpleType>

  <simpleType name="AmfPointer">

    <restriction base="integer">

      <maxInclusive value="63"/>

      <!-- The AMF Pointer is 6-bits length, defined in 23.003 -->

    </restriction>

  </simpleType>  

  <complexType name="NrTACList">

    <sequence>

      <element name="tac" type="nn:NrTac" minOccurs="0" maxOccurs="unbounded"/>

    </sequence>

  </complexType>

  <complexType name="NFProfileList">

    <sequence>

      <element name="nfProfile" type="ngc:NfProfile"/>

    </sequence>

  </complexType>

  <complexType name="NfProfile">

    <sequence>

      <element name="nfInstanceId" type="string"/>

      
<!-- nfInstanceId is uuid of NF instance -->

      <element name="nfType" type="ngc:NfType"/>

      <element name="nfStatus" type="ngc:NfStatus"/>

      <element name="plmn" type="en:PLMNId"/>

      <element name="nfType" type="ngc:NfType"/>

      <element name="sNssais" type="ngc: SNssaiList"/>

      <element name="fqdn" type="string"/>

      <element name="interPlmnFqdn" type="string"/>

      <element name="fqdn" type="string"/>

      <element name="ipv4Addresses" type="string"/>

      <element name="ipv6Addresses" type="string"/>

      <element name="ipv6Prefixes" type="string"/>

      <element name="capacity" type="string"/>

      <element name="udrInfo" type="ngc:UdrInfo"/>

      <element name="amfInfo" type="ngc:AmfInfo"/>

      <element name="smfInfo" type="ngc:SmfInfo"/>

      <element name="upfInfo" type="ngc:UpfInfo"/>

      <element name="nfServices" type="ngc:NfServices"/>

    </sequence>

  </complexType>

  <complexType name="NfServices">

    <sequence>

      <element name="serviceInstanceId" type="string"/>

      <element name="serviceName" type="string"/>

      <element name="version" type="string"/>

      <element name="schema" type="string"/>

      <element name="fqdn" type="string"/>

      <element name="interPlmnFqdn" type="string"/>




<element name="ipEndPoints" type="ngc:IpEndpoints"/>




<element name="apiPrefix" type="string"/>

      <element name="defaultNotificationSubscriptions" type="ngc:DefaultNotificationSubscriptions"/>




<element name="allowedPlmns" type="en:PLMNIdList"/>




<element name="allowedNfTypes" type="ngc:NFTypeList"/>

      <element name="allowedNssais" type="ngc:SNssaiList"/>




<element name="capacity" type="string"/>




<element name="supportedFeatures" type="string"/>

    </sequence>

  </complexType>

  <simpleType name="NfType">

    <restriction base="string">

      <!-- NF name is defined in TS 23.501 -->

      <enumeration value="NRF"/>

      <enumeration value="UDM"/>

      <enumeration value="AMF"/>

      <enumeration value="SMF"/>

      <enumeration value="AUSF"/>

      <enumeration value="NEF"/>

      <enumeration value="PCF"/>

      <enumeration value="SMSF"/>

      <enumeration value="NSSF"/>

      <enumeration value="UDR"/>

      <enumeration value="LMF"/>

      <enumeration value="GMLC"/>

      <enumeration value="5GEIR"/>

      <enumeration value="SEPP"/>

      <enumeration value="UPF"/>

      <enumeration value="N3IWF"/>

      <enumeration value="AF"/>

      <enumeration value="UDSF"/>

      <enumeration value="DN"/>

    </restriction>

  </simpleType>

  <complexType name="NFTypeList">

    <sequence>

      <element name="NFType" type="ngc:NfType"/>

    </sequence>

  </complexType>

  <complexType name="IpEndpoints">

    <sequence>

      <element name="ipEndPoint" type="nn:IpEndPoint"/>

    </sequence>

  </complexType>

  <complexType name="UdrInfo">

    <sequence>

      <element name="supiRange" type="ngc:SupiRange"/>

    </sequence>

  </complexType>

  <complexType name="SupiRange">

    <sequence>

      <element name="start" type="string"/>

      <element name="end" type="string"/>

      <element name="pattern" type="string"/>

    </sequence>

  </complexType>

  <complexType name="AmfInfo">

    <sequence>

      <element name="amfSetId" type="ngc:AmfSetId"/>

    </sequence>

  </complexType>

  <complexType name="SmfInfo">

    <sequence>

      <element name="dnn" type="string"/>

    </sequence>

  </complexType>

  <complexType name="UpfInfo">

    <sequence>

      <element name="snssaiUpfInfo" type="ngc:SnssaiUpfInfo"/>

    </sequence>

  </complexType>

  <complexType name="SnssaiUpfInfo">

    <sequence>

      <element name="sNssai" type="ngc:SNssai"/>

      <element name="dnnUpfInfoList" type="ngc:DnnUpfInfoList"/>

    </sequence>

  </complexType>

  <complexType name="DnnUpfInfoList">

    <sequence>

      <element name="dnn" type="string"/>

    </sequence>

  </complexType>

  <complexType name="DefaultNotificationSubscription">

    <sequence>

      <element name="notificationType" type="ngc:NotificationType"/>

      <element name="callbackUri" type="string"/>

      <element name="n1MessageClass" type="string"/>

      <element name="n2InformationClass" type="string"/>

    </sequence>

  </complexType>

  <simpleType name="NotificationType">

    <restriction base="string">

      <enumeration value="N1_MESSAGES"/>

      <enumeration value="N2_INFORMATION"/>

      <enumeration value="LOCATION_NOTIFICATION"/>

    </restriction>

  </simpleType>

  <simpleType name="TransportProtocol">

    <restriction base="string">

      <enumeration value="TCP"/>

    </restriction>

  </simpleType>

  <simpleType name="NfStatus">

    <restriction base="string">

      <enumeration value="REGISTERED"/>

      <enumeration value="SUSPENDED"/>

    </restriction>

  </simpleType>

  <complexType name="NfRegistrationData">

    <sequence>

      <element name="heartBeatTimer" type="integer"/>

      <element name="nfProfile" type="ngc:NfProfile"/>

    </sequence>

  </complexType>  

  <complexType name="NSILdList">

    <sequence>

      <element name="nSIId" type="string"/>

        <!-- NSI Id is defined in TS 29.531 -->

    </sequence>

  </complexType>  

  <complexType name="sNssaiList">

    <sequence>

      <element name="sNssai" type="ngc:SNssai"/>

    </sequence>

  </complexType>  

  <complexType name="SNssai">

    <sequence>

      <element name="sst" type="ngc:Sst" minOccurs="0"/>

      <element name="sd" type="ngc:Sd"/>

    </sequence>

  </complexType>

  <simpleType name="Sst">

    <restriction base="integer">

      <maxInclusive value="255"/>

      <!-- SST is 1-octets length and defined in TS 23.003 -->

    </restriction>

  </simpleType>  

  <simpleType name="Sd">

    <restriction base="integer">

      <maxInclusive value="65535"/>

      <!-- SST is 2-octets length and defined in TS 23.003 -->

    </restriction>

  </simpleType>  

  <complexType name="SBIServiceList">

    <sequence>

      <element name="nfServices" type="ngc:NfServices"/>

    </sequence>

  </complexType>  

  <simpleType name="WeightFactor">

    <restriction base="integer">

    </restriction>

  </simpleType> 

  <element name="AMFFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes">

              <complexType>

                <all>

          


<element name="userLabel" type="string"/>

                  <element name="vnfParametersList" type="xn:vnfParametersListType" minOccurs="0"/>

                  <element name="pLMNIdList" type="en:PLMNIdList"/>

                  <element name="aMFIdentifier" type="ngc:aMFIdentifier"/>

                  <element name="sBIFqdn" type="string"/>

                  <element name="sBISerivceList" type="ngc:SBIServiceList"/>

                  <element name="weightFactor" type="ngc:WeightFactor"/>

                  <element name="sNssaiList" type="ngc:SNssaiList" minOccurs="0"/>

                  <element name="aMFSet" type="xn:dn" minOccurs="0"/>                                    

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="ngc:EP_N2"/>

              <element ref="ngc:EP_N8"/>

              <element ref="ngc:EP_N11"/>

              <element ref="ngc:EP_N12"/>

              <element ref="ngc:EP_N14"/>

              <element ref="ngc:EP_N15"/>

              <element ref="ngc:EP_N17"/>

              <element ref="ngc:EP_N22"/>

              <element ref="ngc:EP_N26"/>

              <element ref="ngc:EP_N20"/>

              <element ref="ngc:EP_NLS"/>

              <element ref="ngc:EP_NLG"/>

              <element ref="ngc:EP_SBI_X"/>              

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="SMFFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes">

              <complexType>

                <all>

          


<element name="userLabel" type="string"/>

                  <element name="vnfParametersList" type="xn:vnfParametersListType" minOccurs="0"/>

                  <element name="pLMNIdList" type="en:PLMNIdList"/>

                  <element name="nRtACList" type="ngc:NrTACList"/>

                  <element name="sBIFqdn" type="string"/>

                  <element name="sBISerivceList" type="ngc:SBIServiceList"/>

                  <element name="sNssaiList" type="ngc:SNssaiList" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="ngc:EP_N4"/>

              <element ref="ngc:EP_N10"/>

              <element ref="ngc:EP_N11"/>

              <element ref="ngc:EP_N7"/>

              <element ref="ngc:EP_N16"/>

              <element ref="ngc:EP_S5C"/>

              <element ref="ngc:EP_SBI_X"/>

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="UPFFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes">

              <complexType>

                <all>

          


<element name="userLabel" type="string"/>

                  <element name="vnfParametersList" type="xn:vnfParametersListType" minOccurs="0"/>

                  <element name="pLMNIdList" type="en:PLMNIdList"/>

                  <element name="nRtACList" type="ngc:NrTACList"/>

                  <element name="sNssaiList" type="ngc:SNssaiList" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="ngc:EP_N4"/>

              <element ref="ngc:EP_N3"/>

              <element ref="ngc:EP_N9"/>

              <element ref="ngc:EP_S5U"/>

              <element ref="ngc:EP_SBI_X"/>

              <element ref="ngc:EP_N6"/>

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="N3IWFFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes">

              <complexType>

                <all>

          


<element name="userLabel" type="string"/>

                  <element name="vnfParametersList" type="xn:vnfParametersListType" minOccurs="0"/>

                  <element name="pLMNIdList" type="en:PLMNIdList"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="ngc:EP_N2"/>

              <element ref="ngc:EP_N3"/>

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="PCFFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes">

              <complexType>

                <all>

          


<element name="userLabel" type="string"/>

                  <element name="vnfParametersList" type="xn:vnfParametersListType" minOccurs="0"/>

                  <element name="pLMNIdList" type="en:PLMNIdList" />

                  <element name="sBIFqdn" type="string" />

                  <element name="sBISerivceList" type="ngc:SBIServiceList"/>

                  <element name="sNssaiList" type="ngc:SNssaiList" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="ngc:EP_N7"/>

              <element ref="ngc:EP_N15"/>

              <element ref="ngc:EP_N16"/>

              <element ref="ngc:EP_N5"/>

              <element ref="ngc:EP_Rx"/>

              <element ref="ngc:EP_SBI_X"/>

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="AUSFFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes">

              <complexType>

                <all>

          


<element name="userLabel" type="string"/>

                  <element name="vnfParametersList" type="xn:vnfParametersListType" minOccurs="0"/>

                  <element name="pLMNIdList" type="en:PLMNIdList"/>

                  <element name="sBIFqdn" type="string"/>

                  <element name="sBISerivceList" type="ngc:SBIServiceList"/>                  

                  <element name="sNssai" type="ngc:SNssaiList" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="ngc:EP_N12"/>

              <element ref="ngc:EP_N13"/>

              <element ref="ngc:EP_SBI_X"/>

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="UDMFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes">

              <complexType>

                <all>

          


<element name="userLabel" type="string"/>

                  <element name="vnfParametersList" type="xn:vnfParametersListType" minOccurs="0"/>

                  <element name="pLMNIdList" type="en:PLMNIdList"/>

                  <element name="sBIFqdn" type="string"/>

                  <element name="sBISerivceList" type="ngc:SBIServiceList"/>                  

                  <element name="sNssaiList" type="ngc:SNssaiList" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="ngc:EP_N8"/>

              <element ref="ngc:EP_N10"/>

              <element ref="ngc:EP_N13"/>              

              <element ref="ngc:EP_SBI_X"/>

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="UDRFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes">

              <complexType>

                <all>

          

<element name="userLabel" type="string"/>

                  <element name="vnfParametersList" type="xn:vnfParametersListType" minOccurs="0"/>

                  <element name="pLMNIdList" type="en:PLMNIdList"/>

                  <element name="sBIFqdn" type="string"/>

                  <element name="sBISerivceList" type="ngc:SBIServiceList"/>                  

                  <element name="sNssaiList" type="ngc:SNssaiList" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="ngc:EP_SBI_X"/>

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>  

  <element name="UDSFFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes">

              <complexType>

                <all>

          


<element name="userLabel" type="string"/>

                  <element name="vnfParametersList" type="xn:vnfParametersListType" minOccurs="0"/>

                  <element name="pLMNIdList" type="en:PLMNIdList"/>

                  <element name="sBIFqdn" type="string"/>

                  <element name="sBISerivceList" type="ngc:SBIServiceList"/>                  

                  <element name="sNssaiList" type="ngc:SNssaiList" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="ngc:EP_SBI_X"/>

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>  

  <element name="NRFFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes">

              <complexType>

                <all>

          

<element name="userLabel" type="string"/>

                  <element name="vnfParametersList" type="xn:vnfParametersListType" minOccurs="0"/>

                  <element name="pLMNIdList" type="en:PLMNIdList"/>

                  <element name="sBIFqdn" type="string"/>

                  <element name="nSIIdList" type="ngc:NSIIdList" minOccurs="0"/>                  

                  <element name="nFProfileList" type="ngc:NFProfileList" minOccurs="0"/>                  

                  <element name="sNssaiList" type="ngc:SNssaiList" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="ngc:EP_N27"/>            

              <element ref="ngc:EP_SBI_X"/>

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element> 

  <element name="NSSFFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes">

              <complexType>

                <all>

          


<element name="userLabel" type="string"/>

                  <element name="vnfParametersList" type="xn:vnfParametersListType" minOccurs="0"/>

                  <element name="pLMNIdList" type="en:PLMNIdList"/>

                  <element name="sBIFqdn" type="string"/>

                  <element name="nSIIdList" type="ngc:NSIIdList"/>                  

                  <element name="sNssaiList" type="ngc: SNssaiList" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="ngc:EP_N27"/> 

              <element ref="ngc:EP_N31"/>                          

              <element ref="ngc:EP_SBI_X"/>

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>   

  <element name="SMSFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes">

              <complexType>

                <all>

          


<element name="userLabel" type="string"/>

                  <element name="vnfParametersList" type="xn:vnfParametersListType" minOccurs="0"/>

                  <element name="pLMNIdList" type="en:PLMNIdList"/>

                  <element name="sBIFqdn" type="string"/>

                  <element name="sBISerivceList" type="ngc:SBIServiceList"/>                  

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="ngc:EP_N20"/> 

              <element ref="ngc:EP_N21"/>                          

              <element ref="ngc:EP_MAP_SMSC"/>

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="LMFFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes">

              <complexType>

                <all>

          


<element name="userLabel" type="string"/>

                  <element name="vnfParametersList" type="xn:vnfParametersListType" minOccurs="0"/>

                  <element name="pLMNIdList" type="en:PLMNIdList"/>


              </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="ngc:EP_NLS"/> 

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>    

  <element name="NGEIRFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes">

              <complexType>

                <all>

          


<element name="userLabel" type="string"/>

                  <element name="vnfParametersList" type="xn:vnfParametersListType" minOccurs="0"/>

                  <element name="pLMNIdList" type="en:PLMNIdList"/>

                  <element name="sBIFqdn" type="string"/>

                  <element name="sBISerivceList" type="ngc:SBIServiceList"/>                  

                  <element name="sNssaiList" type="ngc:SNssaiList" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="ngc:EP_N17"/> 

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>    

  <element name="SEPPFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes">

              <complexType>

                <all>

          


<element name="userLabel" type="string"/>

                  <element name="vnfParametersList" type="xn:vnfParametersListType" minOccurs="0"/>

                  <element name="pLMNIdList" type="en:PLMNIdList"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="ngc:EP_N32"/> 

              <element ref="ngc:EP_SBI_IPX"/>                          

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>    

  <element name="NWDAFFunction" substitutionGroup="xn:ManagedElementOptionallyContainedNrmClass">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes">

              <complexType>

                <all>

          


<element name="userLabel" type="string"/>

                  <element name="vnfParametersList" type="xn:vnfParametersListType" minOccurs="0"/>

                  <element name="pLMNIdList" type="en:PLMNIdList"/>

                  <element name="sBIFqdn" type="string"/>

                  <element name="sBISerivceList" type="ngc:SBIServiceList"/>                  

                  <element name="sNssaiList" type="ngc:SNssaiList" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="ngc:EP_SBI_X"/>

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>  

  <element name="EP_N2">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                  <element name="remoteAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="EP_N3">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="EP_N4">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                  <element name="remoteAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="EP_N5">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                  <element name="remoteAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>  

  <element name="EP_N6">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                  <element name="remoteAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="EP_N7">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                  <element name="remoteAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="EP_N8">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                  <element name="remoteAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="EP_N9">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>  

  <element name="EP_N10">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                  <element name="remoteAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>  

  <element name="EP_N11">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                  <element name="remoteAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>  

  <element name="EP_N12">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                  <element name="remoteAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>  

  <element name="EP_N13">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                  <element name="remoteAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>  

  <element name="EP_N14">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                  <element name="remoteAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>  

  <element name="EP_N15">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                  <element name="remoteAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>  

  <element name="EP_N16">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                  <element name="remoteAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>  

  <element name="EP_N17">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                  <element name="remoteAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>  

  <element name="EP_N20">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                  <element name="remoteAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>  

  <element name="EP_N21">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                  <element name="remoteAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element> 

  <element name="EP_N22">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                  <element name="remoteAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>  

  <element name="EP_N26">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                  <element name="remoteAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>  

    <element name="EP_N27">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                  <element name="remoteAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>  

    <element name="EP_N31">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                  <element name="remoteAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>  

    <element name="EP_N32">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                  <element name="remoteAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>  

  <element name="EP_SBI_X">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                  <element name="remoteAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="EP_SBI_IPX">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                  <element name="remoteAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>  

  <element name="EP_S5C">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                  <element name="remoteAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>  

  <element name="EP_S5U">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>  

  <element name="EP_Rx">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                  <element name="remoteAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>  

  <element name="EP_MAP_SMSC">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                  <element name="remoteAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element> 

  <element name="EP_NLS">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                  <element name="remoteAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>  

  <element name="EP_NLG">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes" minOccurs="0">

              <complexType>

                <all>

                  <!-- Inherited attributes from EP_RP -->

                  <element name="farEndEntity" type="xn:dn" minOccurs="0"/>

                  <element name="userLabel" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from EP_RP -->

                  <element name="localAddress" type="nn:IpEndPoint" minOccurs="0"/>

                  <element name="remoteAddress" type="nn:IpEndPoint" minOccurs="0"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="xn:VsDataContainer"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>  

</schema>

	Next change


G.3.2
Attributes mapping

Mapping from the attributes of IOCs defined in the information model to SS equivalent definitions are listed in the following table.

	Object Attributes
	 JSON definitions' Name
	JSON Type

	aMFIdentifier
	aMFId
	AmfId

	aMFSetId
	aMFSetId
	AmfSetId

	aMFRegionId
	aMFRegionId
	AmfRegionId

	localAddress 
	localAddress 
	nrNrm:IPEndPoint

	remoteAddress
	remoteAddress
	nrNrm:IPEndPoint

	nfProfileList
	nfProfileList
	NfProfileList

	nSIIdList
	nSIIdList
	NsiIdList

	sNSSAIList
	sNSSAIList
	nrNrm:sNssaiList

	pLMNIdList
	pLMNIdList
	nrNrm:PlmnIdList

	sBIFQDN
	sBIFQDN
	SBIFqdn

	sBIServiceList
	sBIServiceList
	SBIServiceList

	nRTacList
	nrTacList
	NrTacList

	weightFactor
	weightFactor
	WeightFactor


	Next change


G.4.3
JSON schema "ngcNrm.json"
{


"$schema": "http://json-schema.org/draft-05/schema#"


"id": "http://3gpp.org/28541/ngcNrm.json",


"description": "JSON based solution set definitions for 5GC",


"_referenced_schema":"http://3gpp.org/28623/genericNrm.json",


"_referenced_schema":"http://3gpp.org/28626/stateManagementNrm.json",


"_referenced_schema":"http://3gpp.org/28659/eutranNrm.json",


"_referenced_schema":"http://3gpp.org/28541/nrNrm.json",


"definitions": {



"amfFunction": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"vnfParametersList": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/vnfParametersListType"





},





"plmnIdList": {






"$ref": "http://3gpp.org/28659/eutranNrm.json#definitions/PlmnIdList"





},





"amfIdentifier": {






"$ref": "#/definitions/AmfId"





},





"sBIFqdn": {






"type": "string"





},





"sBISerivceList": {






"$ref": "#/definitions/SBIServiceList"





},







"weightFactor": {






"$ref": "#/definitions/WeightFactor"





},





"sNssaiList": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/sNssaiList"





},





"amfSet": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/dn"





}




},




"required": [





"userLabel",





"pLMNIdList",





"amfIdentifier",





"sBIFqdn",





"sBIServiceList"





"weightFactor"




]



}



"smfFunction": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"vnfParametersList": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/vnfParametersListType"





},





"plmnIdList": {






"$ref": "http://3gpp.org/28659/eutranNrm.json#definitions/PlmnIdList"





},





"nrTacList": {






"$ref": "#/definitions/NrTacList"





},





"sBIFqdn": {






"type": "string"





},





"sBISerivceList": {






"$ref": "#/definitions/SBIServiceList"





},







"sNssaiList": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/SNssaiList"





}




},




"required": [





"userLabel",





"pLMNIdList",





"nrTacList",





"sBIFqdn",





"sBIServiceList"




]



}



"upfFunction": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"vnfParametersList": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/vnfParametersListType"





},





"plmnIdList": {






"$ref": "http://3gpp.org/28659/eutranNrm.json#definitions/PlmnIdList"





},





"nrTtacList": {






"$ref": "#/definitions/NrTacList"





},





"nssai": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/Nssai"





}




},




"required": [





"userLabel",





"pLMNIdList",





"nrTacList"




]



}



"n3iwfFunction": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"vnfParametersList": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/vnfParametersListType"





},





"plmnIdList": {






"$ref": "http://3gpp.org/28659/eutranNrm.json#definitions/PlmnIdList"





}




},




"required": [





"userLabel",





"pLMNIdList"




]



}



"pcfFunction": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"vnfParametersList": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/vnfParametersListType"





},





"plmnIdList": {






"$ref": "http://3gpp.org/28659/eutranNrm.json#definitions/PlmnIdList"





},





"sBIFqdn": {






"type": "string"





},





"sBISerivceList": {






"$ref": "#/definitions/SBIServiceList"





},







"sNssaiList": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/SNssaiList"





}




},




"required": [





"userLabel",





"pLMNIdList",





"sBIFqdn",





"sBIServiceList"




]



}



"ausfFunction": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"vnfParametersList": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/vnfParametersListType"





},





"plmnIdList": {






"$ref": "http://3gpp.org/28659/eutranNrm.json#definitions/PlmnIdList"





},





"sBIFqdn": {






"type": "string"





},





"sBISerivceList": {






"$ref": "#/definitions/SBIServiceList"





},







"sNssaiList": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/SNssaiList"





}




},




"required": [





"userLabel",





"pLMNIdList",





"sBIFqdn",





"sBIServiceList"




]



}



"udmFunction": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"vnfParametersList": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/vnfParametersListType"





},





"plmnIdList": {






"$ref": "http://3gpp.org/28659/eutranNrm.json#definitions/PlmnIdList"





},





"sBIFqdn": {






"type": "string"





},





"sBISerivceList": {






"$ref": "#/definitions/SBIServiceList"





},







"sNssai": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/SNssaiList"





}




},




"required": [





"userLabel",





"pLMNIdList",





"sBIFqdn",





"sBIServiceList"




]



}



"udrFunction": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"vnfParametersList": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/vnfParametersListType"





},





"plmnIdList": {






"$ref": "http://3gpp.org/28659/eutranNrm.json#definitions/PlmnIdList"





},





"sBIFqdn": {






"type": "string"





},





"sBISerivceList": {






"$ref": "#/definitions/SBIServiceList"





},







"sNssaiList": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/SNssaiList"





}




},




"required": [





"userLabel",





"pLMNIdList",





"sBIFqdn",





"sBIServiceList"




]



}



"udsfFunction": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"vnfParametersList": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/vnfParametersListType"





},





"plmnIdList": {






"$ref": "http://3gpp.org/28659/eutranNrm.json#definitions/PlmnIdList"





},





"sBIFqdn": {






"type": "string"





},





"sBISerivceList": {






"$ref": "#/definitions/SBIServiceList"





},







"sNssaiList": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/SNssaiList"





}




},




"required": [





"userLabel",





"pLMNIdList",





"sBIFqdn",





"sBIServiceList"




]



}



"nrfFunction": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"vnfParametersList": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/vnfParametersListType"





},





"plmnIdList": {






"$ref": "http://3gpp.org/28659/eutranNrm.json#definitions/PlmnIdList"





},





"sBIFqdn": {






"type": "string"





},





"nSIIdList": {






"$ref": "#/definitions/NSIIdList"





},







"nFProfileList": {






"$ref": "#/definitions/NFProfileList"





}









"sNssaiList": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/SNssaiList"





}




},




"required": [





"userLabel",





"pLMNIdList",





"sBIFqdn"




]





}



"nssfFunction": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"vnfParametersList": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/vnfParametersListType"





},





"plmnIdList": {






"$ref": "http://3gpp.org/28659/eutranNrm.json#definitions/PlmnIdList"





},





"sBIFqdn": {






"type": "string"





},





"nSIIdList": {






"$ref": "#/definitions/NSIIdList"





},







"nFProfileList": {






"$ref": "#/definitions/NFProfileList"





}









"sNssaiList": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/SNssaiList"





}




},




"required": [





"userLabel",





"pLMNIdList",





"sBIFqdn"




]





}



"smsfFunction": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"vnfParametersList": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/vnfParametersListType"





},





"plmnIdList": {






"$ref": "http://3gpp.org/28659/eutranNrm.json#definitions/PlmnIdList"





},





"sBIFqdn": {






"type": "string"





},





"sBISerivceList": {






"$ref": "#/definitions/SBIServiceList"





}






},




"required": [





"userLabel",





"pLMNIdList",





"sBIFqdn",





"sBIServiceList"




]



}



"lmfFunction": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"vnfParametersList": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/vnfParametersListType"





},





"plmnIdList": {






"$ref": "http://3gpp.org/28659/eutranNrm.json#definitions/PlmnIdList"





}




},




"required": [





"userLabel",





"pLMNIdList"




]



}



"ngeirFunction": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"vnfParametersList": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/vnfParametersListType"





},





"plmnIdList": {






"$ref": "http://3gpp.org/28659/eutranNrm.json#definitions/PlmnIdList"





},





"sBIFqdn": {






"type": "string"





},





"sBISerivceList": {






"$ref": "#/definitions/SBIServiceList"





},







"sNssaiList": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/SNssaiList"





}




},




"required": [





"userLabel",





"pLMNIdList",





"sBIFqdn",





"sBIServiceList"




]



}



"seppFunction": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"vnfParametersList": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/vnfParametersListType"





},





"plmnIdList": {






"$ref": "http://3gpp.org/28659/eutranNrm.json#definitions/PlmnIdList"





}




},




"required": [





"userLabel",





"pLMNIdList",




]



}



"nwdafFunction": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"vnfParametersList": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/vnfParametersListType"





},





"plmnIdList": {






"$ref": "http://3gpp.org/28659/eutranNrm.json#definitions/PlmnIdList"





},





"sBIFqdn": {






"type": "string"





},





"sBISerivceList": {






"$ref": "#/definitions/SBIServiceList"





},







"sNssaiList": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/SNssaiList"





}




},




"required": [





"userLabel",





"pLMNIdList",





"sBIFqdn",





"sBIServiceList"




]



}



"eP_N2": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/dn"





},





"localAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





},





"remoteAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





}




}



}



"eP_N3": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/dn"





},





"localAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





}




}



}



"eP_N4": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/dn"





},





"localAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





},





"remoteAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





}




}



}



"eP_N5": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/dn"





},





"localAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





},





"remoteAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





}




}



}



"eP_N6": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/dn"





},





"localAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





},





"remoteAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





}




}



}



"eP_N7": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/dn"





},





"localAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





},





"remoteAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





}




}



}



"eP_N8": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/dn"





},





"localAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





},





"remoteAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





}




}



}



"eP_N9": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/dn"





},





"localAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





}




}



}



"eP_N10": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/dn"





},





"localAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





},





"remoteAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





}




}



}



"eP_N11": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/dn"





},





"localAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





},





"remoteAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





}




}



}



"eP_N12": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/dn"





},





"localAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





},





"remoteAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





}




}



}



"eP_N13": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/dn"





},





"localAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





},





"remoteAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





}




}



}



"eP_N14": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/dn"





},





"localAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





},





"remoteAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





}




}



}



"eP_N15": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/dn"





},





"localAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





},





"remoteAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





}




}



}



"eP_N16": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/dn"





},





"localAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





},





"remoteAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





}




}



}



"eP_N17": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/dn"





},





"localAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





},





"remoteAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





}




}



}



"eP_N20": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/dn"





},





"localAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





},





"remoteAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





}




}



}



"eP_N21": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/dn"





},





"localAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





},





"remoteAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





}




}



}



"eP_N22": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/dn"





},





"localAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





},





"remoteAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





}




}



}



"eP_N26": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/dn"





},





"localAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





},





"remoteAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





}




}



}



"eP_SBI_X": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/dn"





},





"localAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





},





"remoteAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





}




}



}



"eP_SBI_IPX": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/dn"





},





"localAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





},





"remoteAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





}




}



}



"eP_S5C": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/dn"





},





"localAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





},





"remoteAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





}




}



}



"eP_S5U": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/dn"





},





"localAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





}




}



}



"eP_Rx": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/dn"





},





"localAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





},





"remoteAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





}




}



}



"eP_MAP_SMSC": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/dn"





},





"localAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





},





"remoteAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





}




}



}



"eP_NLS": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/dn"





},





"localAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





},





"remoteAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





}




}



}



"eP_NLG": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/dn"





},





"localAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





},





"remoteAddress": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/IPEndPoint"





}




}



}



"amfSet": {




"type": "object",




"properties": {





"plmnIdList": {






"$ref": "http://3gpp.org/28659/eutranNrm.json#definitions/PlmnIdList"





},





"nrTacList": {






"$ref": "#/definitions/NrTacList"





},





"amfSetId": {






"$ref": "#/definitions/AmfSetId"





},





"nssai": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/Nssai"





}




},




"required": [





"pLMNIdList",





"nrTacList",





"aMFSetId"




]



}



"amfRegion": {




"type": "object",




"properties": {





"plmnIdList": {






"$ref": "http://3gpp.org/28659/eutranNrm.json#definitions/PlmnIdList"





},





"nrTacList": {






"$ref": "#/definitions/NrTacList"





},





"amfRegionId": {






"$ref": "#/definitions/AmfRegionId"





},





"nssai": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/Nssai"





}




},




"required": [





"pLMNIdList",





"nRTacList",





"aMFRegionId"




]



}


"description": "attribute definitions",



"AMFIdentifier": {

    
"type": "object",




"description": "AMFIdentifier comprise of amfRegionId, amfSetId and amfPointer",




"properties": {





"amfRegionId": {






"$ref": "#/definitions/AmfRegionId"





},





"amfSetId": {






"$ref": "#/definitions/AmfSetId"





},





"amfPointer": {






"$ref": "#/definitions/AmfPointer"





}




}



},



"AmfRegionId": {




"type": "integer",




"description": "AmfRegionId is defined in TS 23.003",




"maximum": "255"



},



"AmfSetId": {




"type": "string",




"description": "AmfSetId is defined in TS 23.003",




"maximum": "1023"



},



"AmfPointer": {

      
    "type": "integer",




"description": "AmfPointer is defined in TS 23.003",




"maximum": "63"



},

    "amfSetMemberList": {




"type": "array",




"description": "List of DNs of AMF",




"items": {





"type": "string",





"description": "Identification of managed function."

      

}



},



"nFProfileList": {




"type": "array",




"description": "List of NF profile",




"items": {





"$ref": "#/definitions/NFProfile"




}



}



"NFProfile": {




"type": "object",




"description": "NF profile stored in NRF, defined in TS 29.510",




"properties": {





"nFInstanceId": {






"type": "string",






"description": "uuid of NF instance"





}





"nFType": {






"$ref": "#/definitions/NFType"





},

 



"nFStatus": {






"$ref": "#/definitions/NFStatus"





},





"plmn": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/PlmnId"





},





"sNssais": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/Snssai"





}


      

"fqdn": {






"$ref": "#/definitions/Fqdn"





},





"interPlmnFqdn": {






"$ref": "#/definitions/Fqdn"





},





"ipv4Addresses": {






"type": "array",






"item": {







"$ref": "#/definitions/Ipv4Addr"






}





},





"ipv6Addresses": {






"type": "array",






"item": {







"$ref": "#/definitions/Ipv6Addr"






}





},





"ipv6Prefixes": {





"type": "array",






"item": {







"$ref": "#/definitions/Ipv6Prefix"






}





},





"capacity": {






"$ref": "#/definitions/Capacity"





},





"udrInfo": {






"$ref": "#/definitions/UdrInfo"





},





"amfInfo": {






"$ref": "#/definitions/amfInfo"





},





"smfInfo": {






"$ref": "#/definitions/SmfInfo"





},





"upfInfo": {






"$ref": "#/definitions/UpfInfo"





},





"nfServices": {






"type": "array",






"item": {







"$ref": "#/definitions/NFService"






}





}




}



},



"NFService": {




"type": "object",




"description": "NF Service is defined in TS 29.510",




"properties": {





"serviceInstanceId": {






"type": "string",





},





"serviceName": {

      

"type": "string",





},





"version": {

      

"type": "string",





},





"schema": {






"type": "string",





},





"fqdn": {






"$ref": "#/definitions/Fqdn"





},





"interPlmnFqdn": {






"$ref": "#/definitions/Fqdn"





},





"ipEndPoints": {






"type": "array",






"item": {







"$ref": "#/definitions/IpEndPoint"






}





},





"apiPrfix": {






"type": "string",





},





"defaultNotificationSubscriptions": {






"type": "array",






"item": {







"$ref": "#/definitions/DefaultNotificationSubscriptions"






}





},





"allowedPlmns": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/PlmnId"





},





"allowedNfTypes": {






"type": "array",






"item": {







"$ref": "#/definitions/NFType"






}





},





"allowedNssais": {






"type": "array",






"item": {







"$ref": "#/definitions/Snssai"






}





},





"capacity": {






"$ref": "#/definitions/Capacity"





},





"supportedFeatures": {






"$ref": "#/definitions/SupportedFeatures"





}




}



},



"NFType": {




"type": "string",




"description": " NF name defined in TS 23.501",




"enum": [





"NRF",





"UDM",





"AMF",





"SMF",





"AUSF",





"NEF",





"PCF",





"SMSF",





"NSSF",





"UDR",





"LMF",





"GMLC",





"5G_EIR",





"SEPP",





"UPF",





"N3IWF",





"AF",





"UDSF",





"DN"




]



},



"Fqdn": {




"type": "string"



},



"IpEndPoint": {




"type": "object",




"properties": {





"ipv4Address": {






"$ref": "#/definitions/Ipv4Addr"





},





"ipv6Address": {






"$ref": "#/definitions/Ipv6Addr"





},





"ipv6Prefix": {






"$ref": "#/definitions/Ipv6Prefix"





},





"transport": {






"$ref": "#/definitions/TransportProtocol"





},





"port": {






"type": "integer"





}




}



},



"UdrInfo": {




"type": "object",




"properties": {





"supiRanges": {






"type": "array",






"items": {







"$ref": "#/definitions/SupiRange"






}





}




}



},



"SupiRange": {

    
"type": "object",




"properties": {


    
"start": {






"type": "string"





},





"end": {






"type": "string"





},





"pattern": {






"type": "string"





}




}



},



"AmfInfo": {




"type": "object",




"properties": {





"amfSetId": {






"$ref": "#/definitions/AmfSetId"





}




}



},



"SmfInfo": {




"type": "object",




"properties": {





"dnnList": {






"type": "array",






"items": {







"$ref": "#/definitions/Dnn"






}





}




}



},



"UpfInfo": {




"type": "object",




"properties": {





"sNssaiUpfInfoList": {






"type": "array",






"items": {







"$ref": "#/definitions/SnssaiUpfInfoItem"






}





}




}



},



"SnssaiUpfInfoItem": {




"type": "object",




"properties": {





"sNssai": {






"$ref": "#/definitions/Snssai"





}





"dnnUpfInfoList": {






"type": "array",






"items": {







"$ref": "#/definitions/DnnUpfInfoListInfo"






}





}




}



},



"DnnUpfInfoItem": {




"type": "object",




"properties": {





"dnn": {






"$ref": "#/definitions/Dnn"





}




}



},



"DefaultNotificationSubscription": {




"type": "object",




"properties": {





"notificationType": {






"$ref": "#/definitions/NotificationType"





},





"callbackUri": {






"$ref": "#/definitions/Uri"





},





"n1MessageClass": {






"$ref": "#/definitions/N1MessageClass"





}





"n2InformationClass": {






"$ref": "#/definitions/n2InformationClass"





}




}



},



"NotificationType": {




"type": "string",




"description": "any of enumrated value",




"enum": [





"N1_MESSAGES",





"N2_INFORMATION",





"LOCATION_NOTIFICATION"




]



},



"TranportProtocol": {




"type": "string",




"description": "any of enumrated value",




"enum": [





"TCP"




]



},



"NFStatus": {




"type": "string",




"description": "any of enumrated value",




"enum": [





"REGISTERED",





"SUSPENDED"




]



},



"NFRegistrationData": {




"type": "object",




"properties": {





"heartBeatTimer": {






"type": "integer"





},





"nfProfile": {






"$ref": "#/definitions/NFProfile"





}




}



},



"nSIIdList": {




"type": "array",




"items": {





"nSIId": {






"$ref": "#/definitions/NSIId"





}




}



},



"NSIId": {




"type": "string",




"description": "NSI Id is defined in TS 29.531"



},



"NrCellId": {




"type": "string",



},



"Sst": {

 


"type": "integer",




"maximum": "255"



},



"sbiFqdn": {




"$ref": "#/definitions/Fqdn"



},



"sBIServiceList": {




"type": "array",




"item": {





"$ref": "#/definitions/NFService"




}



},



"nrTacList": {




"type": "array",




"item": {





"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/NrTac"




}



},



"weightFactor": {




"type": "integer"



}


}

}

	Next change


H.4.2
Graphical representation

module: ngc

    +--rw SubNetwork

       +--ro objectClass               string

       +--ro objectInstance            nrm-type:t_dn

       +--ro id                        nrm-type:t_dn

       +--ro dnPrefix                  string

       +--rw userLabel                 string

       +--rw userDefinedNetworkType    string

       +--ro setOfMcc*                 nrm-type:t_mcc

       +--rw ManagedElement

          +--ro objectClass               string

          +--ro objectInstance            nrm-type:t_dn

          +--ro id                        nrm-type:t_dn

          +--ro vendorName                string

          +--rw userDefinedState          string

          +--ro swVersion                 string

          +--ro dnPrefix                  string

          +--rw userLabel                 string

          +--ro locationName              string

          +--ro managedBy*                nrm-type:t_dn

          +--ro managedElementTypeList*   string

          +--rw AMFFunction

          |  +--ro objectClass          string

          |  +--ro objectInstance       nrm-type:t_dn

          |  +--ro id                   nrm-type:t_dn

          |  +--rw userLabel           string

          |  +--rw vnfParametersList

          |  |  +--rw vnfInstanceId    string

          |  |  +--rw vnfdId          string

          |  |  +--rw flavourId       string

          |  |  +--rw autoScalable    boolean

          |  +--rw peeParametersList

          |  |  +--rw siteIdentification    string

          |  |  +--rw siteLatitude         decimal64

          |  |  +--rw siteLongitude        decimal64

          |  |  +--rw siteDescription       string

          |  |  +--rw equipmentType         enumeration

          |  |  +--rw environmentType       enumeration

          |  |  +--rw powerInterface        enumeration

          |  +--rw pLMNId* [MCC MNC]

          |  |  +--rw MCC    t_mcc

          |  |  +--rw MNC    t_mnc

          |  +--rw aMFIdentifier

          |  |  +--rw AMF-Region-id   t_aMF-Region-id

          |  |  +--rw AMF-Set-id      t_aMF-Set-id

          |  |  +--rw AMF-Pointer     t_aMF-Pointer

          |  +--rw sBIFQDN              inet:domain-name

          |  +--ro sBIService*          string

          |  +--rw weightFactor         uint8

          |  +--rw s-NSSAI*             nrm-type:t_s-NSSAI

          |  +--rw EP_N2

          |  |  +--ro objectClass       string

          |  |  +--ro objectInstance    nrm-type:t_dn

          |  |  +--rw id                nrm-type:t_dn

          |  |  +--rw userLabel        string

          |  |  +--rw farEndEntity     nrm-type:t_dn

          |  |  +--rw localAddress

          |  |  |  +--rw ip_address   inet:ip-address

          |  |  |  +--rw vlan_id      uint16

          |  |  +--rw remoteAddress    inet:ip-address

          |  +--rw EP_N8

          |  |  +--ro objectClass       string

          |  |  +--ro objectInstance    nrm-type:t_dn

          |  |  +--rw id                nrm-type:t_dn

          |  |  +--rw userLabel        string

          |  |  +--rw farEndEntity     nrm-type:t_dn

          |  |  +--rw localAddress

          |  |  |  +--rw ip_address   inet:ip-address

          |  |  |  +--rw vlan_id      uint16

          |  |  +--rw remoteAddress    inet:ip-address

          |  +--rw EP_N11

          |  |  +--ro objectClass       string

          |  |  +--ro objectInstance    nrm-type:t_dn

          |  |  +--rw id                nrm-type:t_dn

          |  |  +--rw userLabel        string

          |  |  +--rw farEndEntity     nrm-type:t_dn

          |  |  +--rw localAddress

          |  |  |  +--rw ip_address   inet:ip-address

          |  |  |  +--rw vlan_id      uint16

          |  |  +--rw remoteAddress    inet:ip-address

          |  +--rw EP_N12

          |  |  +--ro objectClass       string

          |  |  +--ro objectInstance    nrm-type:t_dn

          |  |  +--rw id                nrm-type:t_dn

          |  |  +--rw userLabel        string

          |  |  +--rw farEndEntity     nrm-type:t_dn

          |  |  +--rw localAddress

          |  |  |  +--rw ip_address   inet:ip-address

          |  |  |  +--rw vlan_id      uint16

          |  |  +--rw remoteAddress    inet:ip-address

          |  +--rw EP_N14

          |  |  +--ro objectClass       string

          |  |  +--ro objectInstance    nrm-type:t_dn

          |  |  +--rw id                nrm-type:t_dn

          |  |  +--rw userLabel        string

          |  |  +--rw farEndEntity     nrm-type:t_dn

          |  |  +--rw localAddress

          |  |  |  +--rw ip_address   inet:ip-address

          |  |  |  +--rw vlan_id      uint16

          |  |  +--rw remoteAddress    inet:ip-address

          |  +--rw EP_N15

          |  |  +--ro objectClass       string

          |  |  +--ro objectInstance    nrm-type:t_dn

          |  |  +--rw id                nrm-type:t_dn

          |  |  +--rw userLabel        string

          |  |  +--rw farEndEntity     nrm-type:t_dn

          |  |  +--rw localAddress

          |  |  |  +--rw ip_address   inet:ip-address

          |  |  |  +--rw vlan_id      uint16

          |  |  +--rw remoteAddress    inet:ip-address

          |  +--rw EP_N17

          |  |  +--ro objectClass       string

          |  |  +--ro objectInstance    nrm-type:t_dn

          |  |  +--rw id                nrm-type:t_dn

          |  |  +--rw userLabel        string

          |  |  +--rw farEndEntity     nrm-type:t_dn

          |  |  +--rw localAddress

          |  |  |  +--rw ip_address   inet:ip-address

          |  |  |  +--rw vlan_id      uint16

          |  |  +--rw remoteAddress    inet:ip-address

          |  +--rw EP_N20

          |  |  +--ro objectClass       string

          |  |  +--ro objectInstance    nrm-type:t_dn

          |  |  +--rw id                nrm-type:t_dn

          |  |  +--rw userLabel        string

          |  |  +--rw farEndEntity     nrm-type:t_dn

          |  |  +--rw localAddress

          |  |  |  +--rw ip_address   inet:ip-address

          |  |  |  +--rw vlan_id      uint16

          |  |  +--rw remoteAddress    inet:ip-address

          |  +--rw EP_N22

          |  |  +--ro objectClass       string

          |  |  +--ro objectInstance    nrm-type:t_dn

          |  |  +--rw id                nrm-type:t_dn

          |  |  +--rw userLabel        string

          |  |  +--rw farEndEntity     nrm-type:t_dn

          |  |  +--rw localAddress

          |  |  |  +--rw ip_address   inet:ip-address

          |  |  |  +--rw vlan_id      uint16

          |  |  +--rw remoteAddress    inet:ip-address

          |  +--rw EP_N26

          |  |  +--ro objectClass       string

          |  |  +--ro objectInstance    nrm-type:t_dn

          |  |  +--rw id                nrm-type:t_dn

          |  |  +--rw userLabel        string

          |  |  +--rw farEndEntity     nrm-type:t_dn

          |  |  +--rw localAddress

          |  |  |  +--rw ip_address   inet:ip-address

          |  |  |  +--rw vlan_id      uint16

          |  |  +--rw remoteAddress    inet:ip-address

          |  +--rw EP_NLS

          |  |  +--ro objectClass       string

          |  |  +--ro objectInstance    nrm-type:t_dn

          |  |  +--rw id                nrm-type:t_dn

          |  |  +--rw userLabel        string

          |  |  +--rw farEndEntity     nrm-type:t_dn

          |  |  +--rw localAddress

          |  |  |  +--rw ip_address   inet:ip-address

          |  |  |  +--rw vlan_id      uint16

          |  |  +--rw remoteAddress    inet:ip-address

          |  +--rw EP_NLG

          |  |  +--ro objectClass       string

          |  |  +--ro objectInstance    nrm-type:t_dn

          |  |  +--rw id                nrm-type:t_dn

          |  |  +--rw userLabel        string

          |  |  +--rw farEndEntity     nrm-type:t_dn

          |  |  +--rw localAddress

          |  |  |  +--rw ip_address   inet:ip-address

          |  |  |  +--rw vlan_id      uint16

          |  |  +--rw remoteAddress    inet:ip-address

          |  +--rw EP_SBI_X* [id]

          |     +--ro objectClass       string

          |     +--ro objectInstance    nrm-type:t_dn

          |     +--rw id                nrm-type:t_dn

          |     +--rw userLabel        string

          |     +--rw farEndEntity     nrm-type:t_dn

          |     +--rw localAddress

          |     |  +--rw ip_address   inet:ip-address

          |     |  +--rw vlan_id      uint16

          |     +--rw remoteAddress    inet:ip-address

          |     +--ro sBIService*       string

          +--rw SMFFunction

          |  +--ro objectClass          string

          |  +--ro objectInstance       nrm-type:t_dn

          |  +--ro id                   nrm-type:t_dn

          |  +--rw userLabel           string

          |  +--rw vnfParametersList

          |  |  +--rw vnfInstanceId    string

          |  |  +--rw vnfdId          string

          |  |  +--rw flavourId       string

          |  |  +--rw autoScalable    boolean

          |  +--rw peeParametersList

          |  |  +--rw siteIdentification    string

          |  |  +--rw siteLatitude         decimal64

          |  |  +--rw siteLongitude        decimal64

          |  |  +--rw siteDescription       string

          |  |  +--rw equipmentType         enumeration

          |  |  +--rw environmentType       enumeration

          |  |  +--rw powerInterface        enumeration

          |  +--rw pLMNId* [MCC MNC]

          |  |  +--rw MCC    t_mcc

          |  |  +--rw MNC    t_mnc

          |  +--rw sBIFQDN              inet:domain-name

          |  +--ro sBIService*          string

          |  +--ro nRTAC*                 nrm-type:t_tAC

          |  +--rw s-NSSAI*             nrm-type:t_s-NSSAI

          |  +--rw EP_N4

          |  |  +--ro objectClass       string

          |  |  +--ro objectInstance    nrm-type:t_dn

          |  |  +--rw id                nrm-type:t_dn

          |  |  +--rw userLabel        string

          |  |  +--rw farEndEntity     nrm-type:t_dn

          |  |  +--rw localAddress

          |  |  |  +--rw ip_address   inet:ip-address

          |  |  |  +--rw vlan_id      uint16

          |  |  +--rw remoteAddress    inet:ip-address

          |  +--rw EP_N7

          |  |  +--ro objectClass       string

          |  |  +--ro objectInstance    nrm-type:t_dn

          |  |  +--rw id                nrm-type:t_dn

          |  |  +--rw userLabel        string

          |  |  +--rw farEndEntity     nrm-type:t_dn

          |  |  +--rw localAddress

          |  |  |  +--rw ip_address   inet:ip-address

          |  |  |  +--rw vlan_id      uint16

          |  |  +--rw remoteAddress    inet:ip-address

          |  +--rw EP_N10

          |  |  +--ro objectClass       string

          |  |  +--ro objectInstance    nrm-type:t_dn

          |  |  +--rw id                nrm-type:t_dn

          |  |  +--rw userLabel        string

          |  |  +--rw farEndEntity     nrm-type:t_dn

          |  |  +--rw localAddress

          |  |  |  +--rw ip_address   inet:ip-address

          |  |  |  +--rw vlan_id      uint16

          |  |  +--rw remoteAddress    inet:ip-address

          |  +--rw EP_N11

          |  |  +--ro objectClass       string

          |  |  +--ro objectInstance    nrm-type:t_dn

          |  |  +--rw id                nrm-type:t_dn

          |  |  +--rw userLabel        string

          |  |  +--rw farEndEntity     nrm-type:t_dn

          |  |  +--rw localAddress

          |  |  |  +--rw ip_address   inet:ip-address

          |  |  |  +--rw vlan_id      uint16

          |  |  +--rw remoteAddress    inet:ip-address

          |  +--rw EP_N16

          |  |  +--ro objectClass       string

          |  |  +--ro objectInstance    nrm-type:t_dn

          |  |  +--rw id                nrm-type:t_dn

          |  |  +--rw userLabel        string

          |  |  +--rw farEndEntity     nrm-type:t_dn

          |  |  +--rw localAddress

          |  |  |  +--rw ip_address   inet:ip-address

          |  |  |  +--rw vlan_id      uint16

          |  |  +--rw remoteAddress    inet:ip-address

          |  +--rw EP_S5C

          |  |  +--ro objectClass       string

          |  |  +--ro objectInstance    nrm-type:t_dn

          |  |  +--rw id                nrm-type:t_dn

          |  |  +--rw userLabel        string

          |  |  +--rw farEndEntity     nrm-type:t_dn

          |  |  +--rw localAddress

          |  |  |  +--rw ip_address   inet:ip-address

          |  |  |  +--rw vlan_id      uint16

          |  |  +--rw remoteAddress    inet:ip-address

          |  +--rw EP_SBI_X* [id]

          |     +--ro objectClass       string

          |     +--ro objectInstance    nrm-type:t_dn

          |     +--rw id                nrm-type:t_dn

          |     +--rw userLabel        string

          |     +--rw farEndEntity     nrm-type:t_dn

          |     +--rw localAddress

          |     |  +--rw ip_address   inet:ip-address

          |     |  +--rw vlan_id      uint16

          |     +--rw remoteAddress    inet:ip-address

          |     +--ro sBIService*       string

          +--rw UPFFunction

          |  +--ro objectClass          string

          |  +--ro objectInstance       nrm-type:t_dn

          |  +--ro id                   nrm-type:t_dn

          |  +--rw userLabel           string

          |  +--rw vnfParametersList

          |  |  +--rw vnfInstanceId    string

          |  |  +--rw vnfdId          string

          |  |  +--rw flavourId       string

          |  |  +--rw autoScalable    boolean

          |  +--rw peeParametersList

          |  |  +--rw siteIdentification    string

          |  |  +--rw siteLatitude         decimal64

          |  |  +--rw siteLongitude        decimal64

          |  |  +--rw siteDescription       string

          |  |  +--rw equipmentType         enumeration

          |  |  +--rw environmentType       enumeration

          |  |  +--rw powerInterface        enumeration

          |  +--rw pLMNId* [MCC MNC]

          |  |  +--rw MCC    t_mcc

          |  |  +--rw MNC    t_mnc

          |  +--ro nRTAC*                 nrm-type:t_tAC

          |  +--rw s-NSSAI*             nrm-type:t_s-NSSAI

          |  +--rw EP_N3

          |  |  +--ro objectClass       string

          |  |  +--ro objectInstance    nrm-type:t_dn

          |  |  +--rw id                nrm-type:t_dn

          |  |  +--rw userLabel        string

          |  |  +--rw farEndEntity     nrm-type:t_dn

          |  |  +--rw localAddress

          |  |  |  +--rw ip_address   inet:ip-address

          |  |  |  +--rw vlan_id      uint16

          |  |  +--rw remoteAddress    inet:ip-address

          |  +--rw EP_N4

          |  |  +--ro objectClass       string

          |  |  +--ro objectInstance    nrm-type:t_dn

          |  |  +--rw id                nrm-type:t_dn

          |  |  +--rw userLabel        string

          |  |  +--rw farEndEntity     nrm-type:t_dn

          |  |  +--rw localAddress

          |  |  |  +--rw ip_address   inet:ip-address

          |  |  |  +--rw vlan_id      uint16

          |  |  +--rw remoteAddress    inet:ip-address

          |  +--rw EP_N9

          |  |  +--ro objectClass       string

          |  |  +--ro objectInstance    nrm-type:t_dn

          |  |  +--rw id                nrm-type:t_dn

          |  |  +--rw userLabel        string

          |  |  +--rw farEndEntity     nrm-type:t_dn

          |  |  +--rw localAddress

          |  |  |  +--rw ip_address   inet:ip-address

          |  |  |  +--rw vlan_id      uint16

          |  |  +--rw remoteAddress    inet:ip-address

          |  +--rw EP_N6

          |  |  +--ro objectClass       string

          |  |  +--ro objectInstance    nrm-type:t_dn

          |  |  +--rw id                nrm-type:t_dn

          |  |  +--rw userLabel        string

          |  |  +--rw farEndEntity     nrm-type:t_dn

          |  |  +--rw localAddress

          |  |  |  +--rw ip_address   inet:ip-address

          |  |  |  +--rw vlan_id      uint16

          |  |  +--rw remoteAddress    inet:ip-address

          |  +--rw EP_S5U

          |     +--ro objectClass       string

          |     +--ro objectInstance    nrm-type:t_dn

          |     +--rw id                nrm-type:t_dn

          |     +--rw userLabel        string

          |     +--rw farEndEntity     nrm-type:t_dn

          |     +--rw localAddress

          |     |  +--rw ip_address   inet:ip-address

          |     |  +--rw vlan_id      uint16

          |     +--rw remoteAddress    inet:ip-address

          +--rw N3IWFFunction

          |  +--ro objectClass          string

          |  +--ro objectInstance       nrm-type:t_dn

          |  +--ro id                   nrm-type:t_dn

          |  +--rw userLabel           string

          |  +--rw vnfParametersList

          |  |  +--rw vnfInstanceId    string

          |  |  +--rw vnfdId          string

          |  |  +--rw flavourId       string

          |  |  +--rw autoScalable    boolean

          |  +--rw peeParametersList

          |  |  +--rw siteIdentification    string

          |  |  +--rw siteLatitude         decimal64

          |  |  +--rw siteLongitude        decimal64

          |  |  +--rw siteDescription       string

          |  |  +--rw equipmentType         enumeration

          |  |  +--rw environmentType       enumeration

          |  |  +--rw powerInterface        enumeration

          |  +--rw pLMNId* [MCC MNC]

          |  |  +--rw MCC    t_mcc

          |  |  +--rw MNC    t_mnc

          |  +--rw EP_N2

          |  |  +--ro objectClass       string

          |  |  +--ro objectInstance    nrm-type:t_dn

          |  |  +--rw id                nrm-type:t_dn

          |  |  +--rw userLabel        string

          |  |  +--rw farEndEntity     nrm-type:t_dn

          |  |  +--rw localAddress

          |  |  |  +--rw ip_address   inet:ip-address

          |  |  |  +--rw vlan_id      uint16

          |  |  +--rw remoteAddress    inet:ip-address

          |  +--rw EP_N3

          |     +--ro objectClass       string

          |     +--ro objectInstance    nrm-type:t_dn

          |     +--rw id                nrm-type:t_dn

          |     +--rw userLabel        string

          |     +--rw farEndEntity     nrm-type:t_dn

          |     +--rw localAddress

          |     |  +--rw ip_address   inet:ip-address

          |     |  +--rw vlan_id      uint16

          |     +--rw remoteAddress    inet:ip-address

          +--rw PCFFunction

          |  +--ro objectClass          string

          |  +--ro objectInstance       nrm-type:t_dn

          |  +--ro id                   nrm-type:t_dn

          |  +--rw userLabel           string

          |  +--rw vnfParametersList

          |  |  +--rw vnfInstanceId    string

          |  |  +--rw vnfdId          string

          |  |  +--rw flavourId       string

          |  |  +--rw autoScalable    boolean

          |  +--rw peeParametersList

          |  |  +--rw siteIdentification    string

          |  |  +--rw siteLatitude         decimal64

          |  |  +--rw siteLongitude        decimal64

          |  |  +--rw siteDescription       string

          |  |  +--rw equipmentType         enumeration

          |  |  +--rw environmentType       enumeration

          |  |  +--rw powerInterface        enumeration

          |  +--rw pLMNId* [MCC MNC]

          |  |  +--rw MCC    t_mcc

          |  |  +--rw MNC    t_mnc

          |  +--rw sBIFQDN              inet:domain-name

          |  +--ro sBIService*          string

          |  +--rw s-NSSAI*             nrm-type:t_s-NSSAI

          |  +--rw EP_N5

          |  |  +--ro objectClass       string

          |  |  +--ro objectInstance    nrm-type:t_dn

          |  |  +--rw id                nrm-type:t_dn

          |  |  +--rw userLabel        string

          |  |  +--rw farEndEntity     nrm-type:t_dn

          |  |  +--rw localAddress

          |  |  |  +--rw ip_address   inet:ip-address

          |  |  |  +--rw vlan_id      uint16

          |  |  +--rw remoteAddress    inet:ip-address

          |  +--rw EP_N7

          |  |  +--ro objectClass       string

          |  |  +--ro objectInstance    nrm-type:t_dn

          |  |  +--rw id                nrm-type:t_dn

          |  |  +--rw userLabel        string

          |  |  +--rw farEndEntity     nrm-type:t_dn

          |  |  +--rw localAddress

          |  |  |  +--rw ip_address   inet:ip-address

          |  |  |  +--rw vlan_id      uint16

          |  |  +--rw remoteAddress    inet:ip-address

          |  +--rw EP_N15

          |  |  +--ro objectClass       string

          |  |  +--ro objectInstance    nrm-type:t_dn

          |  |  +--rw id                nrm-type:t_dn

          |  |  +--rw userLabel        string

          |  |  +--rw farEndEntity     nrm-type:t_dn

          |  |  +--rw localAddress

          |  |  |  +--rw ip_address   inet:ip-address

          |  |  |  +--rw vlan_id      uint16

          |  |  +--rw remoteAddress    inet:ip-address

          |  +--rw EP_N16

          |  |  +--ro objectClass       string

          |  |  +--ro objectInstance    nrm-type:t_dn

          |  |  +--rw id                nrm-type:t_dn

          |  |  +--rw userLabel        string

          |  |  +--rw farEndEntity     nrm-type:t_dn

          |  |  +--rw localAddress

          |  |  |  +--rw ip_address   inet:ip-address

          |  |  |  +--rw vlan_id      uint16

          |  |  +--rw remoteAddress    inet:ip-address

          |  +--rw EP_Rx

          |  |  +--ro objectClass       string

          |  |  +--ro objectInstance    nrm-type:t_dn

          |  |  +--rw id                nrm-type:t_dn

          |  |  +--rw userLabel        string

          |  |  +--rw farEndEntity     nrm-type:t_dn

          |  |  +--rw localAddress

          |  |  |  +--rw ip_address   inet:ip-address

          |  |  |  +--rw vlan_id      uint16

          |  |  +--rw remoteAddress    inet:ip-address

          |  +--rw EP_SBI_X* [id]

          |     +--ro objectClass       string

          |     +--ro objectInstance    nrm-type:t_dn

          |     +--rw id                nrm-type:t_dn

          |     +--rw userLabel        string

          |     +--rw farEndEntity     nrm-type:t_dn

          |     +--rw localAddress

          |     |  +--rw ip_address   inet:ip-address

          |     |  +--rw vlan_id      uint16

          |     +--rw remoteAddress    inet:ip-address

          |     +--ro sBIService*       string

          +--rw AUSFFunction

          |  +--ro objectClass          string

          |  +--ro objectInstance       nrm-type:t_dn

          |  +--ro id                   nrm-type:t_dn

          |  +--rw userLabel           string

          |  +--rw vnfParametersList

          |  |  +--rw vnfInstanceId    string

          |  |  +--rw vnfdId          string

          |  |  +--rw flavourId       string

          |  |  +--rw autoScalable    boolean

          |  +--rw peeParametersList

          |  |  +--rw siteIdentification    string

          |  |  +--rw siteLatitude         decimal64

          |  |  +--rw siteLongitude        decimal64

          |  |  +--rw siteDescription       string

          |  |  +--rw equipmentType         enumeration

          |  |  +--rw environmentType       enumeration

          |  |  +--rw powerInterface        enumeration

          |  +--rw pLMNId* [MCC MNC]

          |  |  +--rw MCC    t_mcc

          |  |  +--rw MNC    t_mnc

          |  +--rw sBIFQDN              inet:domain-name

          |  +--ro sBIService*          string

          |  +--rw s-NSSAI*             nrm-type:t_s-NSSAI

          |  +--rw EP_N12

          |  |  +--ro objectClass       string

          |  |  +--ro objectInstance    nrm-type:t_dn

          |  |  +--rw id                nrm-type:t_dn

          |  |  +--rw userLabel        string

          |  |  +--rw farEndEntity     nrm-type:t_dn

          |  |  +--rw localAddress

          |  |  |  +--rw ip_address   inet:ip-address

          |  |  |  +--rw vlan_id      uint16

          |  |  +--rw remoteAddress    inet:ip-address

          |  +--rw EP_N13

          |  |  +--ro objectClass       string

          |  |  +--ro objectInstance    nrm-type:t_dn

          |  |  +--rw id                nrm-type:t_dn

          |  |  +--rw userLabel        string

          |  |  +--rw farEndEntity     nrm-type:t_dn

          |  |  +--rw localAddress

          |  |  |  +--rw ip_address   inet:ip-address

          |  |  |  +--rw vlan_id      uint16

          |  |  +--rw remoteAddress    inet:ip-address

          |  +--rw EP_SBI_X* [id]

          |     +--ro objectClass       string

          |     +--ro objectInstance    nrm-type:t_dn

          |     +--rw id                nrm-type:t_dn

          |     +--rw userLabel        string

          |     +--rw farEndEntity     nrm-type:t_dn

          |     +--rw localAddress

          |     |  +--rw ip_address   inet:ip-address

          |     |  +--rw vlan_id      uint16

          |     +--rw remoteAddress    inet:ip-address

          |     +--ro sBIService*       string

          +--rw UDMFunction

          |  +--ro objectClass          string

          |  +--ro objectInstance       nrm-type:t_dn

          |  +--ro id                   nrm-type:t_dn

          |  +--rw userLabel           string

          |  +--rw vnfParametersList

          |  |  +--rw vnfInstanceId    string

          |  |  +--rw vnfdId          string

          |  |  +--rw flavourId       string

          |  |  +--rw autoScalable    boolean

          |  +--rw peeParametersList

          |  |  +--rw siteIdentification    string

          |  |  +--rw siteLatitude         decimal64

          |  |  +--rw siteLongitude        decimal64

          |  |  +--rw siteDescription       string

          |  |  +--rw equipmentType         enumeration

          |  |  +--rw environmentType       enumeration

          |  |  +--rw powerInterface        enumeration

          |  +--rw pLMNId* [MCC MNC]

          |  |  +--rw MCC    t_mcc

          |  |  +--rw MNC    t_mnc

          |  +--rw sBIFQDN              inet:domain-name

          |  +--ro sBIService*          string

          |  +--rw s-NSSAI*             nrm-type:t_s-NSSAI

          |  +--rw EP_N8

          |  |  +--ro objectClass       string

          |  |  +--ro objectInstance    nrm-type:t_dn

          |  |  +--rw id                nrm-type:t_dn

          |  |  +--rw userLabel        string

          |  |  +--rw farEndEntity     nrm-type:t_dn

          |  |  +--rw localAddress

          |  |  |  +--rw ip_address   inet:ip-address

          |  |  |  +--rw vlan_id      uint16

          |  |  +--rw remoteAddress    inet:ip-address

          |  +--rw EP_N10

          |  |  +--ro objectClass       string

          |  |  +--ro objectInstance    nrm-type:t_dn

          |  |  +--rw id                nrm-type:t_dn

          |  |  +--rw userLabel        string

          |  |  +--rw farEndEntity     nrm-type:t_dn

          |  |  +--rw localAddress

          |  |  |  +--rw ip_address   inet:ip-address

          |  |  |  +--rw vlan_id      uint16

          |  |  +--rw remoteAddress    inet:ip-address

          |  +--rw EP_N13

          |  |  +--ro objectClass       string

          |  |  +--ro objectInstance    nrm-type:t_dn

          |  |  +--rw id                nrm-type:t_dn

          |  |  +--rw userLabel        string

          |  |  +--rw farEndEntity     nrm-type:t_dn

          |  |  +--rw localAddress

          |  |  |  +--rw ip_address   inet:ip-address

          |  |  |  +--rw vlan_id      uint16

          |  |  +--rw remoteAddress    inet:ip-address

          |  +--rw EP_SBI_X* [id]

          |     +--ro objectClass       string

          |     +--ro objectInstance    nrm-type:t_dn

          |     +--rw id                nrm-type:t_dn

          |     +--rw userLabel        string

          |     +--rw farEndEntity     nrm-type:t_dn

          |     +--rw localAddress

          |     |  +--rw ip_address   inet:ip-address

          |     |  +--rw vlan_id      uint16

          |     +--rw remoteAddress    inet:ip-address

          |     +--ro sBIService*       string

          +--rw UDRFunction

          |  +--ro objectClass          string

          |  +--ro objectInstance       nrm-type:t_dn

          |  +--ro id                   nrm-type:t_dn

          |  +--rw userLabel           string

          |  +--rw vnfParametersList

          |  |  +--rw vnfInstanceId    string

          |  |  +--rw vnfdId          string

          |  |  +--rw flavourId       string

          |  |  +--rw autoScalable    boolean

          |  +--rw peeParametersList

          |  |  +--rw siteIdentification    string

          |  |  +--rw siteLatitude         decimal64

          |  |  +--rw siteLongitude        decimal64

          |  |  +--rw siteDescription       string

          |  |  +--rw equipmentType         enumeration

          |  |  +--rw environmentType       enumeration

          |  |  +--rw powerInterface        enumeration

          |  +--rw pLMNId* [MCC MNC]

          |  |  +--rw MCC    t_mcc

          |  |  +--rw MNC    t_mnc

          |  +--rw sBIFQDN              inet:domain-name

          |  +--ro sBIService*          string

          |  +--rw s-NSSAI*             nrm-type:t_s-NSSAI

          |  +--rw EP_SBI_X* [id]

          |     +--ro objectClass       string

          |     +--ro objectInstance    nrm-type:t_dn

          |     +--rw id                nrm-type:t_dn

          |     +--rw userLabel        string

          |     +--rw farEndEntity     nrm-type:t_dn

          |     +--rw localAddress

          |     |  +--rw ip_address   inet:ip-address

          |     |  +--rw vlan_id      uint16

          |     +--rw remoteAddress    inet:ip-address

          |     +--ro sBIService*       string

          +--rw UDSFFunction

          |  +--ro objectClass          string

          |  +--ro objectInstance       nrm-type:t_dn

          |  +--ro id                   nrm-type:t_dn

          |  +--rw userLabel           string

          |  +--rw vnfParametersList

          |  |  +--rw vnfInstanceId    string

          |  |  +--rw vnfdId          string

          |  |  +--rw flavourId       string

          |  |  +--rw autoScalable    boolean

          |  +--rw peeParametersList

          |  |  +--rw siteIdentification    string

          |  |  +--rw siteLatitude         decimal64

          |  |  +--rw siteLongitude        decimal64

          |  |  +--rw siteDescription       string

          |  |  +--rw equipmentType         enumeration

          |  |  +--rw environmentType       enumeration

          |  |  +--rw powerInterface        enumeration

          |  +--rw pLMNId* [MCC MNC]

          |  |  +--rw MCC    t_mcc

          |  |  +--rw MNC    t_mnc

          |  +--rw sBIFQDN              inet:domain-name

          |  +--ro sBIService*          string

          |  +--rw s-NSSAI*             nrm-type:t_s-NSSAI

          |  +--rw EP_SBI_X* [id]

          |     +--ro objectClass       string

          |     +--ro objectInstance    nrm-type:t_dn

          |     +--rw id                nrm-type:t_dn

          |     +--rw userLabel        string

          |     +--rw farEndEntity     nrm-type:t_dn

          |     +--rw localAddress

          |     |  +--rw ip_address   inet:ip-address

          |     |  +--rw vlan_id      uint16

          |     +--rw remoteAddress    inet:ip-address

          |     +--ro sBIService*       string

          +--rw NRFFunction

          |  +--ro objectClass          string

          |  +--ro objectInstance       nrm-type:t_dn

          |  +--ro id                   nrm-type:t_dn

          |  +--rw userLabel           string

          |  +--rw vnfParametersList

          |  |  +--rw vnfInstanceId    string

          |  |  +--rw vnfdId          string

          |  |  +--rw flavourId       string

          |  |  +--rw autoScalable    boolean

          |  +--rw peeParametersList

          |  |  +--rw siteIdentification    string

          |  |  +--rw siteLatitude         decimal64

          |  |  +--rw siteLongitude        decimal64

          |  |  +--rw siteDescription       string

          |  |  +--rw equipmentType         enumeration

          |  |  +--rw environmentType       enumeration

          |  |  +--rw powerInterface        enumeration

          |  +--rw pLMNId* [MCC MNC]

          |  |  +--rw MCC    t_mcc

          |  |  +--rw MNC    t_mnc

          |  +--rw sBIFQDN              inet:domain-name

          |  +--ro sBIService*          string

          |  +--rw s-NSSAI*             nrm-type:t_s-NSSAI

          |  +--rw nFProfile* [nfInstanceId]

          |  |  +--rw nfInstanceId     string

          |  |  +--rw nfType           nrm-type:NFType

          |  |  +--rw nfStatus         nrm-type:NFStatus

          |  |  +--rw plmn

          |  |  |  +--rw MCC   t_mcc

          |  |  |  +--rw MNC   t_mnc

          |  |  +--rw sNssais*         nrm-type:t_s-NSSAI

          |  |  +--rw nsi*             string

          |  |  +--rw fqdn            inet:domain-name

          |  |  +--rw interPlmnFqdn   inet:domain-name

          |  |  +--rw ipv4Address*     inet:ipv4-address

          |  |  +--rw ipv6Address*     inet:ipv6-address

          |  |  +--rw ipv6Prefix*      inet:ipv6-prefix

          |  |  +--rw capacity        uint8

          |  |  +--rw load            nrm-type:t_Load

          |  |  +--rw locality        string

          |  |  +--rw priority        uint8

          |  |  +--rw udrInfo

          |  |  |  +--rw groupId                         string

          |  |  |  +--rw supiRange* [start end pattern]

          |  |  |  |  +--rw start      string

          |  |  |  |  +--rw end        string

          |  |  |  |  +--rw pattern    string

          |  |  |  +--rw gpsiRange* [start end pattern]

          |  |  |  |  +--rw start      string

          |  |  |  |  +--rw end        string

          |  |  |  |  +--rw pattern    string

          |  |  |  +--rw externalGroupIdentifiersRange* [start end pattern]

          |  |  |  |  +--rw start      string

          |  |  |  |  +--rw end        string

          |  |  |  |  +--rw pattern    string

          |  |  |  +--rw supportedDataSet*                nrm-type:DataSetId

          |  |  +--rw udmInfo

          |  |  |  +--rw groupId                         string

          |  |  |  +--rw supiRange* [start end pattern]

          |  |  |  |  +--rw start      string

          |  |  |  |  +--rw end        string

          |  |  |  |  +--rw pattern    string

          |  |  |  +--rw gpsiRange* [start end pattern]

          |  |  |  |  +--rw start      string

          |  |  |  |  +--rw end        string

          |  |  |  |  +--rw pattern    string

          |  |  |  +--rw externalGroupIdentifiersRange* [start end pattern]

          |  |  |  |  +--rw start      string

          |  |  |  |  +--rw end        string

          |  |  |  |  +--rw pattern    string

          |  |  |  +--rw routingIndicator                string

          |  |  +--rw ausfInfo

          |  |  |  +--rw groupId            string

          |  |  |  +--rw supiRange* [start end pattern]

          |  |  |  |  +--rw start      string

          |  |  |  |  +--rw end        string

          |  |  |  |  +--rw pattern    string

          |  |  |  +--rw routingIndicator   string

          |  |  +--rw amfInfo

          |  |  |  +--rw amfRegionId            string

          |  |  |  +--rw amfSetId               string

          |  |  |  +--rw guami* [k_id]

          |  |  |  |  +--rw k_id      string

          |  |  |  |  +--rw plmnId

          |  |  |  |  |  +--rw MCC   t_mcc

          |  |  |  |  |  +--rw MNC   t_mnc

          |  |  |  |  +--rw amfId

          |  |  |  |     +--rw AMF-Region-id   t_aMF-Region-id

          |  |  |  |     +--rw AMF-Set-id      t_aMF-Set-id

          |  |  |  |     +--rw AMF-Pointer     t_aMF-Pointer

          |  |  |  +--rw tai* [k_id]

          |  |  |  |  +--rw k_id      string

          |  |  |  |  +--rw plmnId

          |  |  |  |  |  +--rw MCC   t_mcc

          |  |  |  |  |  +--rw MNC   t_mnc

          |  |  |  |  +--rw nRTAC      t_tAC

          |  |  |  +--rw backupInfoAmfFailure* [k_id]

          |  |  |  |  +--rw k_id      string

          |  |  |  |  +--rw plmnId

          |  |  |  |  |  +--rw MCC   t_mcc

          |  |  |  |  |  +--rw MNC   t_mnc

          |  |  |  |  +--rw amfId

          |  |  |  |     +--rw AMF-Region-id   t_aMF-Region-id

          |  |  |  |     +--rw AMF-Set-id      t_aMF-Set-id

          |  |  |  |     +--rw AMF-Pointer     t_aMF-Pointer

          |  |  |  +--rw backupInfoAmfRemoval* [k_id]

          |  |  |     +--rw k_id      string

          |  |  |     +--rw plmnId

          |  |  |     |  +--rw MCC   t_mcc

          |  |  |     |  +--rw MNC   t_mnc

          |  |  |     +--rw amfId

          |  |  |        +--rw AMF-Region-id   t_aMF-Region-id

          |  |  |        +--rw AMF-Set-id      t_aMF-Set-id

          |  |  |        +--rw AMF-Pointer     t_aMF-Pointer

          |  |  +--rw smfInfo

          |  |  |  +--rw dnn*       nrm-type:t_Dnn

          |  |  |  +--rw tai* [k_id]

          |  |  |  |  +--rw k_id      string

          |  |  |  |  +--rw plmnId

          |  |  |  |  |  +--rw MCC   t_mcc

          |  |  |  |  |  +--rw MNC   t_mnc

          |  |  |  |  +--rw nRTAC      t_tAC

          |  |  |  +--rw pgwFqdn   inet:domain-name

          |  |  +--rw upfInfo

          |  |  |  +--rw sNssaiUpfInfo* [sNssai]

          |  |  |  |  +--rw sNssai        t_s-NSSAI

          |  |  |  |  +--rw dnnUpfInfo* [dnn]

          |  |  |  |     +--rw dnn    t_Dnn

          |  |  |  +--rw smfServingArea     string

          |  |  |  +--rw interfaceUpfInfo* [k_id]

          |  |  |     +--rw k_id               string

          |  |  |     +--rw interfaceType     UPInterfaceType

          |  |  |     +--rw (address)

          |  |  |     |  +--:(ipv4Address)

          |  |  |     |  |  +--rw ipv4Address       inet:ipv4-address

          |  |  |     |  +--:(ipv6Address)

          |  |  |     |  |  +--rw ipv6Address       inet:ipv6-address

          |  |  |     |  +--:(ipv6Prefix)

          |  |  |     |  |  +--rw ipv6Prefix        inet:ipv6-prefix

          |  |  |     |  +--:(endpointFqdn)

          |  |  |     |     +--rw endpointFqdn      inet:domain-name

          |  |  |     +--rw networkInstance   string

          |  |  +--rw pcfInfo

          |  |  |  +--rw dnn*   nrm-type:t_Dnn

          |  |  +--rw bsfInfo

          |  |  |  +--rw ipv4AddressRange* [start end]

          |  |  |  |  +--rw start    inet:ipv4-address

          |  |  |  |  +--rw end      inet:ipv4-address

          |  |  |  +--rw ipv6PrefixRange* [start end]

          |  |  |     +--rw start    inet:ipv6-prefix

          |  |  |     +--rw end      inet:ipv6-prefix

          |  |  +--rw nfService* [serviceInstanceID]

          |  |     +--rw serviceInstanceID                  string

          |  |     +--rw serviceName                        string

          |  |     +--rw version

          |  |     |  +--rw apiVersionInUri   string

          |  |     |  +--rw apiFullVersion    string

          |  |     |  +--rw expiry            yang:date-and-time

          |  |     +--rw schema                             string

          |  |     +--rw fqdn                              inet:domain-name

          |  |     +--rw interPlmnFqdn                     inet:domain-name

          |  |     +--rw ipEndPoint* [k_id]

          |  |     |  +--rw k_id           string

          |  |     |  +--rw (address)

          |  |     |  |  +--:(ipv4Address)

          |  |     |  |  |  +--rw ipv4Address   inet:ipv4-address

          |  |     |  |  +--:(ipv6Address)

          |  |     |  |  |  +--rw ipv6Address   inet:ipv6-address

          |  |     |  |  +--:(ipv6Prefix)

          |  |     |  |     +--rw ipv6Prefix    inet:ipv6-prefix

          |  |     |  +--rw transport     t_TransportProtocol

          |  |     |  +--rw port          uint16

          |  |     +--rw apiPrefix                         string

          |  |     +--rw defaultNotificationSubscription* [notificationType]

          |  |     |  +--rw notificationType      NotificationType

          |  |     |  +--rw callbackUri          inet:uri

          |  |     |  +--rw n1MessageClass       N1MessageClass

          |  |     |  +--rw n2InformationClass   N2InformationClass

          |  |     +--rw allowedPlmn* [MCC MNC]

          |  |     |  +--rw MCC    t_mcc

          |  |     |  +--rw MNC    t_mnc

          |  |     +--rw allowedNfType*                     nrm-type:NFType

          |  |     +--rw allowedDomain*                     string

          |  |     +--rw allowedNssais*                     nrm-type:t_s-NSSAI

          |  |     +--rw capacity                          uint8

          |  |     +--rw load                              nrm-type:t_Load

          |  |     +--rw supportedFeatures                 nrm-type:SupportedFeatures

          |  +--ro nSIId*               nrm-type:t_NsiId

          |  +--rw EP_N27

          |  |  +--ro objectClass       string

          |  |  +--ro objectInstance    nrm-type:t_dn

          |  |  +--rw id                nrm-type:t_dn

          |  |  +--rw userLabel        string

          |  |  +--rw farEndEntity     nrm-type:t_dn

          |  |  +--rw localAddress

          |  |  |  +--rw ip_address   inet:ip-address

          |  |  |  +--rw vlan_id      uint16

          |  |  +--rw remoteAddress    inet:ip-address

          |  +--rw EP_SBI_X* [id]

          |     +--ro objectClass       string

          |     +--ro objectInstance    nrm-type:t_dn

          |     +--rw id                nrm-type:t_dn

          |     +--rw userLabel        string

          |     +--rw farEndEntity     nrm-type:t_dn

          |     +--rw localAddress

          |     |  +--rw ip_address   inet:ip-address

          |     |  +--rw vlan_id      uint16

          |     +--rw remoteAddress    inet:ip-address

          |     +--ro sBIService*       string

          +--rw NSSFFunction

          |  +--ro objectClass          string

          |  +--ro objectInstance       nrm-type:t_dn

          |  +--ro id                   nrm-type:t_dn

          |  +--rw userLabel           string

          |  +--rw vnfParametersList

          |  |  +--rw vnfInstanceId    string

          |  |  +--rw vnfdId          string

          |  |  +--rw flavourId       string

          |  |  +--rw autoScalable    boolean

          |  +--rw peeParametersList

          |  |  +--rw siteIdentification    string

          |  |  +--rw siteLatitude         decimal64

          |  |  +--rw siteLongitude        decimal64

          |  |  +--rw siteDescription       string

          |  |  +--rw equipmentType         enumeration

          |  |  +--rw environmentType       enumeration

          |  |  +--rw powerInterface        enumeration

          |  +--rw pLMNId* [MCC MNC]

          |  |  +--rw MCC    t_mcc

          |  |  +--rw MNC    t_mnc

          |  +--rw sBIFQDN              inet:domain-name

          |  +--ro sBIService*          string

          |  +--rw s-NSSAI*             nrm-type:t_s-NSSAI

          |  +--ro nSIId*               nrm-type:t_NsiId

          |  +--rw EP_N22

          |  |  +--ro objectClass       string

          |  |  +--ro objectInstance    nrm-type:t_dn

          |  |  +--rw id                nrm-type:t_dn

          |  |  +--rw userLabel        string

          |  |  +--rw farEndEntity     nrm-type:t_dn

          |  |  +--rw localAddress

          |  |  |  +--rw ip_address   inet:ip-address

          |  |  |  +--rw vlan_id      uint16

          |  |  +--rw remoteAddress    inet:ip-address

          |  +--rw EP_N31

          |  |  +--ro objectClass       string

          |  |  +--ro objectInstance    nrm-type:t_dn

          |  |  +--rw id                nrm-type:t_dn

          |  |  +--rw userLabel        string

          |  |  +--rw farEndEntity     nrm-type:t_dn

          |  |  +--rw localAddress

          |  |  |  +--rw ip_address   inet:ip-address

          |  |  |  +--rw vlan_id      uint16

          |  |  +--rw remoteAddress    inet:ip-address

          |  +--rw EP_SBI_X* [id]

          |     +--ro objectClass       string

          |     +--ro objectInstance    nrm-type:t_dn

          |     +--rw id                nrm-type:t_dn

          |     +--rw userLabel        string

          |     +--rw farEndEntity     nrm-type:t_dn

          |     +--rw localAddress

          |     |  +--rw ip_address   inet:ip-address

          |     |  +--rw vlan_id      uint16

          |     +--rw remoteAddress    inet:ip-address

          |     +--ro sBIService*       string

          +--rw SMSFFunction

          |  +--ro objectClass          string

          |  +--ro objectInstance       nrm-type:t_dn

          |  +--ro id                   nrm-type:t_dn

          |  +--rw userLabel           string

          |  +--rw vnfParametersList

          |  |  +--rw vnfInstanceId    string

          |  |  +--rw vnfdId          string

          |  |  +--rw flavourId       string

          |  |  +--rw autoScalable    boolean

          |  +--rw peeParametersList

          |  |  +--rw siteIdentification    string

          |  |  +--rw siteLatitude         decimal64

          |  |  +--rw siteLongitude        decimal64

          |  |  +--rw siteDescription       string

          |  |  +--rw equipmentType         enumeration

          |  |  +--rw environmentType       enumeration

          |  |  +--rw powerInterface        enumeration

          |  +--rw pLMNId* [MCC MNC]

          |  |  +--rw MCC    t_mcc

          |  |  +--rw MNC    t_mnc

          |  +--rw EP_N20

          |  |  +--ro objectClass       string

          |  |  +--ro objectInstance    nrm-type:t_dn

          |  |  +--rw id                nrm-type:t_dn

          |  |  +--rw userLabel        string

          |  |  +--rw farEndEntity     nrm-type:t_dn

          |  |  +--rw localAddress

          |  |  |  +--rw ip_address   inet:ip-address

          |  |  |  +--rw vlan_id      uint16

          |  |  +--rw remoteAddress    inet:ip-address

          |  +--rw EP_N21

          |  |  +--ro objectClass       string

          |  |  +--ro objectInstance    nrm-type:t_dn

          |  |  +--rw id                nrm-type:t_dn

          |  |  +--rw userLabel        string

          |  |  +--rw farEndEntity     nrm-type:t_dn

          |  |  +--rw localAddress

          |  |  |  +--rw ip_address   inet:ip-address

          |  |  |  +--rw vlan_id      uint16

          |  |  +--rw remoteAddress    inet:ip-address

          |  +--rw EP_MAP_SMSC

          |     +--ro objectClass       string

          |     +--ro objectInstance    nrm-type:t_dn

          |     +--rw id                nrm-type:t_dn

          |     +--rw userLabel        string

          |     +--rw farEndEntity     nrm-type:t_dn

          |     +--rw localAddress

          |     |  +--rw ip_address   inet:ip-address

          |     |  +--rw vlan_id      uint16

          |     +--rw remoteAddress    inet:ip-address

          +--rw LMFFunction

          |  +--ro objectClass          string

          |  +--ro objectInstance       nrm-type:t_dn

          |  +--ro id                   nrm-type:t_dn

          |  +--rw userLabel           string

          |  +--rw vnfParametersList

          |  |  +--rw vnfInstanceId    string

          |  |  +--rw vnfdId          string

          |  |  +--rw flavourId       string

          |  |  +--rw autoScalable    boolean

          |  +--rw peeParametersList

          |  |  +--rw siteIdentification    string

          |  |  +--rw siteLatitude         decimal64

          |  |  +--rw siteLongitude        decimal64

          |  |  +--rw siteDescription       string

          |  |  +--rw equipmentType         enumeration

          |  |  +--rw environmentType       enumeration

          |  |  +--rw powerInterface        enumeration

          |  +--rw pLMNId* [MCC MNC]

          |  |  +--rw MCC    t_mcc

          |  |  +--rw MNC    t_mnc

          |  +--rw EP_NLS

          |     +--ro objectClass       string

          |     +--ro objectInstance    nrm-type:t_dn

          |     +--rw id                nrm-type:t_dn

          |     +--rw userLabel        string

          |     +--rw farEndEntity     nrm-type:t_dn

          |     +--rw localAddress

          |     |  +--rw ip_address   inet:ip-address

          |     |  +--rw vlan_id      uint16

          |     +--rw remoteAddress    inet:ip-address

          +--rw NGEIRFunction

          |  +--ro objectClass          string

          |  +--ro objectInstance       nrm-type:t_dn

          |  +--ro id                   nrm-type:t_dn

          |  +--rw userLabel           string

          |  +--rw vnfParametersList

          |  |  +--rw vnfInstanceId    string

          |  |  +--rw vnfdId          string

          |  |  +--rw flavourId       string

          |  |  +--rw autoScalable    boolean

          |  +--rw peeParametersList

          |  |  +--rw siteIdentification    string

          |  |  +--rw siteLatitude         decimal64

          |  |  +--rw siteLongitude        decimal64

          |  |  +--rw siteDescription       string

          |  |  +--rw equipmentType         enumeration

          |  |  +--rw environmentType       enumeration

          |  |  +--rw powerInterface        enumeration

          |  +--rw pLMNId* [MCC MNC]

          |  |  +--rw MCC    t_mcc

          |  |  +--rw MNC    t_mnc

          |  +--rw sBIFQDN              inet:domain-name

          |  +--ro sBIService*          string

          |  +--rw s-NSSAI*             nrm-type:t_s-NSSAI

          |  +--rw EP_N17

          |  |  +--ro objectClass       string

          |  |  +--ro objectInstance    nrm-type:t_dn

          |  |  +--rw id                nrm-type:t_dn

          |  |  +--rw userLabel        string

          |  |  +--rw farEndEntity     nrm-type:t_dn

          |  |  +--rw localAddress

          |  |  |  +--rw ip_address   inet:ip-address

          |  |  |  +--rw vlan_id      uint16

          |  |  +--rw remoteAddress    inet:ip-address

          |  +--rw EP_SBI_X* [id]

          |     +--ro objectClass       string

          |     +--ro objectInstance    nrm-type:t_dn

          |     +--rw id                nrm-type:t_dn

          |     +--rw userLabel        string

          |     +--rw farEndEntity     nrm-type:t_dn

          |     +--rw localAddress

          |     |  +--rw ip_address   inet:ip-address

          |     |  +--rw vlan_id      uint16

          |     +--rw remoteAddress    inet:ip-address

          |     +--ro sBIService*       string

          +--rw SEPPFunction

          |  +--ro objectClass          string

          |  +--ro objectInstance       nrm-type:t_dn

          |  +--ro id                   nrm-type:t_dn

          |  +--rw userLabel           string

          |  +--rw vnfParametersList

          |  |  +--rw vnfInstanceId    string

          |  |  +--rw vnfdId          string

          |  |  +--rw flavourId       string

          |  |  +--rw autoScalable    boolean

          |  +--rw peeParametersList

          |  |  +--rw siteIdentification    string

          |  |  +--rw siteLatitude         decimal64

          |  |  +--rw siteLongitude        decimal64

          |  |  +--rw siteDescription       string

          |  |  +--rw equipmentType         enumeration

          |  |  +--rw environmentType       enumeration

          |  |  +--rw powerInterface        enumeration

          |  +--rw pLMNId* [MCC MNC]

          |  |  +--rw MCC    t_mcc

          |  |  +--rw MNC    t_mnc

          |  +--rw sBIFQDN              inet:domain-name

          |  +--ro sBIService*          string

          |  +--rw EP_N32

          |  |  +--ro objectClass       string

          |  |  +--ro objectInstance    nrm-type:t_dn

          |  |  +--rw id                nrm-type:t_dn

          |  |  +--rw userLabel        string

          |  |  +--rw farEndEntity     nrm-type:t_dn

          |  |  +--rw localAddress

          |  |  |  +--rw ip_address   inet:ip-address

          |  |  |  +--rw vlan_id      uint16

          |  |  +--rw remoteAddress    inet:ip-address

          |  +--rw EP_SBI_IPX* [id]

          |     +--ro objectClass       string

          |     +--ro objectInstance    nrm-type:t_dn

          |     +--rw id                nrm-type:t_dn

          |     +--rw userLabel        string

          |     +--rw farEndEntity     nrm-type:t_dn

          |     +--rw localAddress

          |     |  +--rw ip_address   inet:ip-address

          |     |  +--rw vlan_id      uint16

          |     +--rw remoteAddress    inet:ip-address

          |     +--ro sBIService*       string

          +--rw NWDAFunction

             +--ro objectClass          string

             +--ro objectInstance       nrm-type:t_dn

             +--ro id                   nrm-type:t_dn

             +--rw userLabel           string

             +--rw vnfParametersList

             |  +--rw vnfInstanceId    string

             |  +--rw vnfdId          string

             |  +--rw flavourId       string

             |  +--rw autoScalable    boolean

             +--rw peeParametersList

             |  +--rw siteIdentification    string

             |  +--rw siteLatitude         decimal64

             |  +--rw siteLongitude        decimal64

             |  +--rw siteDescription       string

             |  +--rw equipmentType         enumeration

             |  +--rw environmentType       enumeration

             |  +--rw powerInterface        enumeration

             +--rw pLMNId* [MCC MNC]

             |  +--rw MCC    t_mcc

             |  +--rw MNC    t_mnc

             +--rw sBIFQDN              inet:domain-name

             +--ro sBIService*          string

             +--rw s-NSSAI*             nrm-type:t_s-NSSAI

             +--rw EP_SBI_X* [id]

                +--ro objectClass       string

                +--ro objectInstance    nrm-type:t_dn

                +--rw id                nrm-type:t_dn

                +--rw userLabel        string

                +--rw farEndEntity     nrm-type:t_dn

                +--rw localAddress

                |  +--rw ip_address   inet:ip-address

                |  +--rw vlan_id      uint16

                +--rw remoteAddress    inet:ip-address

                +--ro sBIService*       string

	Next change


H.4.3.14
NGC submodule, "ngc-SMFFunction.yang"

submodule ngc-SMFFunction {


belongs-to ngc { prefix ngc; }


import EP_RP { prefix ep-rp; revision-date "2018-07-31"; }

    import ManagedFunction { prefix mf; revision-date "2018-07-31"; }

    import nrm-types-3gpp { prefix nrm-type; revision-date "2018-07-31"; }

    import ietf-inet-types { prefix inet; revision-date "2010-09-24"; }  

    description "SMFFunction derived from basic ManagedFunction";

    revision 2018-08-07 {

        description "Initial revision";

    }

    grouping SMFFunction {

        uses mf:ManagedFunction; 



list pLMNId {

            min-elements "1";

            description "a list of PLMN-Id, PLMN-Id= Mobile Country Codes (MCC)|| Mobile Network Codes(MNC) ";

            config "true";

            key "MCC MNC";

            uses nrm-type:pLMNId;

        }

        leaf sBIFQDN {

            mandatory "true";

            config "true";

            description "";

            type inet:domain-name;

        }

        leaf-list sBIService {

            min-elements "1";

            config "false";

        
type string; 

        }

        leaf-list nRTAC {

            min-elements "1";

            config "false";

        
type nrm-type:t_tAC; 

        }

        leaf-list s-NSSAI {

            min-elements "0";

            config "true";

            description "It represents the list of S-NSSAI the managed object is capable

                    of supporting, an S-NSSAI is comprised of a SST (Slice/Service

                    type) and an optional SD (Slice Differentiator) field, (Ref. 3GPP

                    TS 23.003 [13]). ";

            reference "3GPP TS 23.003";

        
type nrm-type:t_s-NSSAI; 

        }

     
container EP_N4 { uses ep-rp:EP_N4; }

     
container EP_N7 { uses ep-rp:EP_N7; }

     
container EP_N10 { uses ep-rp:EP_N10; }

     
container EP_N11 { uses ep-rp:EP_N11; }

     
container EP_N16 { uses ep-rp:EP_N16; }

     
container EP_S5C { uses ep-rp:EP_S5C; }

    
list EP_SBI_X {

     

key id;

    

uses ep-rp:EP_SBI_X;

    
}

     }

}

	Next change


H.4.3.19
NGC submodule, "ngc-UPFFunction.yang"

submodule ngc-UPFFunction {


belongs-to ngc { prefix ngc; }


import EP_RP { prefix ep-rp; revision-date "2018-07-31"; }

    import ManagedFunction { prefix mf; revision-date "2018-07-31"; }

    import nrm-types-3gpp { prefix nrm-type; revision-date "2018-07-31"; }

    description "UPFFunction derived from basic ManagedFunction";

    revision 2018-08-07 {

        description "Initial revision";

    }

    grouping UPFFunction {

        uses mf:ManagedFunction; 



list pLMNId {

            min-elements "1";

            description "a list of PLMN-Id, PLMN-Id= Mobile Country Codes (MCC)|| Mobile Network Codes(MNC) ";

            config "true";

            key "MCC MNC";

            uses nrm-type:pLMNId;

        }

        leaf-list nRTAC {

            min-elements "1";

            config "false";

        
type nrm-type:t_tAC; 

        }

        leaf-list s-NSSAI {

            min-elements "0";

            config "true";

            description "It represents the list of S-NSSAI the managed object is capable

                    of supporting, an S-NSSAI is comprised of a SST (Slice/Service

                    type) and an optional SD (Slice Differentiator) field, (Ref. 3GPP

                    TS 23.003 [13]). ";

            reference "3GPP TS 23.003";

        
type nrm-type:t_s-NSSAI; 

        }



     
container EP_N3 { uses ep-rp:EP_N4; }

     
container EP_N4 { uses ep-rp:EP_N7; }

     
container EP_N9 { uses ep-rp:EP_N10; }

     
container EP_N6 { uses ep-rp:EP_N11; }

     
container EP_S5U { uses ep-rp:EP_S5C; }

     }

}

	Next change


I.4.3
XML schema "sliceNrm.xsd"

<?xml version="1.0" encoding="UTF-8"?>

<!--

  3GPP TS 28.541 network slice Network Resource Model

  XML schema definition

  sliceNrm.xsd

-->

<schema xmlns="http://www.w3.org/2001/XMLSchema" 

xmlns:xn="http://www.3gpp.org/ftp/specs/archive/28_series/28.623#genericNrm" 

xmlns:sl="http://www.3gpp.org/ftp/specs/archive/28_series/28.541#sliceNrm" 

xmlns:nn="http://www.3gpp.org/ftp/specs/archive/28_series/28.541#nrNrm" 

xmlns:ngc="http://www.3gpp.org/ftp/specs/archive/28_series/28.541#ngcNrm" 

xmlns:en="http://www.3gpp.org/ftp/specs/archive/28_series/28.659#eutranNrm" 

xmlns:sm="http://www.3gpp.org/ftp/specs/archive/28_series/28.626#stateManagementIRP" 

targetNamespace="http://www.3gpp.org/ftp/specs/archive/28_series/28.541#sliceNrm" elementFormDefault="qualified">

  <import namespace="http://www.3gpp.org/ftp/specs/archive/28_series/28.623#genericNrm"/>

  <import namespace="http://www.3gpp.org/ftp/specs/archive/28_series/28.541#nrNrm"/>

  <import namespace="http://www.3gpp.org/ftp/specs/archive/28_series/28.541#ngcNrm"/>

  <import namespace="http://www.3gpp.org/ftp/specs/archive/28_series/28.659#eutranNrm"/>

  <import namespace="http://www.3gpp.org/ftp/specs/archive/28_series/28.626#stateManagementIRP"/>

  <simpleType name="MobilityLevel">

    <restriction base="string">

      <enumeration value="STATIONARY"/>

      <enumeration value="NOMADIC"/>

      <enumeration value="RESTRICTED MOBILITY"/>

      <enumeration value="FULLY MOBILITY"/>

    </restriction>

  </simpleType>

  <simpleType name="SharingLevel">

    <restriction base="string">

      <enumeration value="SHARED"/>

      <enumeration value="NON-SHARED"/>

    </restriction>

  </simpleType>

  <complexType name="PerfReq">

    <!-- Refer to definitions in TS 22.261-->

    <sequence>

    
<choice minOccurs="0" maxOccurs="1">

        <element name="perfReqEMBB" type="sl:PerfReqEmbb"/>

        <element name="perfReqUrllc" type="sl:PerfReqUrllc"/>

      </choice>

    </sequence>

  </complexType>

  <complexType name="PerfReqEmbb">

    <sequence>

      <element name="expDataRateDL" type="integer" minOccurs="0"/>

      <element name="expDataRateUL" type="integer" minOccurs="0"/>

      <element name="areaTrafficCapDL" type="integer" minOccurs="0"/>

      <element name="areaTrafficCapUL" type="integer" minOccurs="0"/>

      <element name="userDensity" type="integer" minOccurs="0"/>

      <element name="activityFactor" type="integer " minOccurs="0"/>

      <element name="uESpeed" type="integer" minOccurs="0"/>

      <element name="coverage" type="string" minOccurs="0"/>

    </sequence>

  </complexType>

  <complexType name="PerfReqUrllc">

    <sequence>

      <element name="e2eKatency" type="integer" minOccurs="0"/>

      <element name="jitter" type="integer" minOccurs="0"/>

      <element name="survivalTime" type="integer" minOccurs="0"/>

      <element name="cSAvailability" type="float" minOccurs="0"/>

      <element name="reliability" type="float" minOccurs="0"/>

      <element name="expDataRate" type="integer " minOccurs="0"/>

      <element name="payloadSize" type="integer" minOccurs="0"/>

      <element name="trafficDensity" type="string" minOccurs="0"/>

      <element name="connDensity" type="float" minOccurs="0"/>

      <element name="serviceDimension" type="string " minOccurs="0"/>

    </sequence>

  </complexType>

  <complexType name="ServiceProfile">

    <sequence>

      <element name="serviceProfileId" type="string"/>

      <element name="sNSSAIList" type="ngc:SNssaiList"/>

      <element name="pLMNId" type="en:PLMNId"/>

      <element name="perfReq" type="sl:PerfReq"/>

      <element name="maxNumberofUEs" type="long" minOccurs="0"/>

      <element name="coverageAreaTAList" type="ngc:NrTACList" minOccurs="0"/>

      <element name="latency" type="integer" minOccurs="0"/>

      <element name="uEMobilityLevel" type="integer" minOccurs="0"/>

      <element name="resourceSharingLevel" type="integer" minOccurs="0"/>

    </sequence>

  </complexType>

  <complexType name="ServiceProfileList">

    <sequence>

      <element name="serviceProfile" type="sl:ServiceProfile"/>

    </sequence>

  </complexType>

  <complexType name="SliceProfile">

    <sequence>

      <element name="sliceProfileId" type="string"/>

      <element name="sNSSAIList" type=" ngc:SNssaiList"/>

      <element name="pLMNId" type="en:PLMNId"/>

      <element name="perfReq" type="sl:PerfReq"/>

      <element name="maxNumberofUEs" type="long" minOccurs="0"/>

      <element name="coverageAreaTAList" type="ngc:NrTACList" minOccurs="0"/>

      <element name="latency" type="integer" minOccurs="0"/>

      <element name="uEMobilityLevel" type="sl: MobilityLevel" minOccurs="0"/>

      <element name="resourceSharingLevel" type="integer" minOccurs="0"/>

    </sequence>

  </complexType>

  <complexType name="SliceProfileList">

    <sequence>

      <element name="sliceProfile" type="sl:SliceProfile"/>

    </sequence>

  </complexType>

  <complexType name="NsInfo">

    <!-- Refer to definitions in subclause 8.3.3.2.2 of ETSI NFV IFA013 -->

    <sequence>

      <element name="nsInstanceId" type="string"/>

      <element name="nsName" type="string"/>

      <element name="description" type="string"/>

    </sequence>

  </complexType>

  <element name="NetworkSlice" substitutionGroup="xn:SubNetworkOptionallyContainedNrmClass">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes">

              <complexType>

                <all>

                  <!-- Inherited attributes from SubNetwork -->

                  <element name="dnPrefix" type="string" minOccurs="0"/>
                  <element name="userLabel" type="string"/>

                  <element name="userDefinedNetworkType" type="string"/>
                  <element name="setOfMcc" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from SubNetwork -->

                  <element name="nSSIId" type="xn:dn"/>

                  <element name="operationalState" type="sm:operationalStateType"/>

                  <element name="administrativeState" type="sm:administrativeStateType"/>

                  <element name="serviceProfileList" type="sl:ServiceProfileList"/>

                  <element name="sst" type="ngc:Sst"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="sl:NetworkSliceSubnet"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

  <element name="NetworkSliceSubnet" substitutionGroup="xn:SubNetworkOptionallyContainedNrmClass">

    <complexType>

      <complexContent>

        <extension base="xn:NrmClass">

          <sequence>

            <element name="attributes">

              <complexType>

                <all>

                  <!-- Inherited attributes from SubNetwork -->

                  <element name="dnPrefix" type="string" minOccurs="0"/>
                  <element name="userLabel" type="string"/>

                  <element name="userDefinedNetworkType" type="string"/>
                  <element name="setOfMcc" type="string" minOccurs="0"/>

                  <!-- End of inherited attributes from SubNetwork -->

                  <element name="mFIdList" type="xn:dnList"/>

                  <element name="ConstituentNSSIIdList" type="xn:dnList"/>

                  <element name="State" type="sm:operationalStateType"/>

                  <element name="nsInfo" type="sl:NsInfo" minOccurs="0"/>

                  <element name="sliceProfileList" type="sl:SliceProfileList"/>

                  <element name="sst" type="ngc:Sst"/>

                </all>

              </complexType>

            </element>

            <choice minOccurs="0" maxOccurs="unbounded">

              <element ref="sl:NetworkSliceSubnet"/>

            </choice>

          </sequence>

        </extension>

      </complexContent>

    </complexType>

  </element>

</schema>

	Next change


J.3.2
Attributes mapping

Mapping from the attributes of IOCs defined in the information model to SS equivalent definitions are listed in the following table.

	Object Attributes
	 JSON definitions' Name
	JSON Type

	nSSIId
	nSSIId
	genericNrm:dn

	serviceProfileId
	serviceProfileId
	string

	sliceProfileId
	sliceProfileId
	string

	constituentNSSIIdList
	constituentNSSIIdList
	genericNrm:dnList

	mFList
	mFList
	genericNrm:dnList

	operationalState
	operationalState
	stateManagementNrm: operationalStateType

	administrativeState
	administrativeState
	stateManagementNrm: administrativeStateType

	nsInfo
	nsInfo
	NsInfo

	pLMNId
	pLMNId
	eutranNrm:PLMNId

	perfReq
	perfReq
	PerfReq

	sNSSAIList
	sNSSAIList
	nrNrm:sNssaiList

	maxNumberofUEs
	maxNumberofUEs
	number

	coverageAreaTAList
	coverageAreaTAList
	ngcNrm:NrTACList

	latency
	latency
	number

	uEMobilityLevel
	uEMobilityLevel
	number

	resourceSharingLevel
	resourceSharingLevel
	number

	serviceProfileList
	serviceProfileList
	object

	sliceProfileList
	sliceProfileList
	object

	sST
	sST
	ngcNrm:SST


	Next change


J.4.3
JSON schema "sliceNrm.json"
{


"$schema": "http://json-schema.org/draft-04/schema#"


"id": "http://3gpp.org/28541/sliceNrm.json",


"description": "JSON based solution set definitions for network slice and network slice subnet",


"_referenced_schema":"http://3gpp.org/28623/genericNrm.json",


"_referenced_schema":"http://3gpp.org/28626/stateManagementNrm.json",


"_referenced_schema":"http://3gpp.org/28541/nrNrm.json",


"_referenced_schema":"http://3gpp.org/28541/ngcNrm.json",


"definitions": {



"networkSlice": {




"type": "object",




"properties": {





"dnPrefix": {






"type": "string"





},





"userLabel": {






"type": "string"





},





"userDefinedNetworkType": {






"type": "string"





},





"setOfMcc": {






"type": "string"





},





"nSSIId": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/dn"





},





"operationalState": {






"$ref": "http://3gpp.org/28659/stateManagementNrm.json#definitions/operationalState"





},





"administrativeState": {






"$ref": "http://3gpp.org/28659/stateManagementNrm.json#definitions/administrativeState"





},





"serviceProfileList": {






"$ref": "#/definitions/ServiceProfileList"





},





"sst": {






"$ref": "http://3gpp.org/28541/ngcNrm.json#definitions/Sst"





}




},




"required": [





"userLabel",





"userDefinedNetworkType",





"nSSIId",





"operationalState",





"administrativeState",





"serviceProfileList",





"sst"




]



}



"networkSliceSubnet": {




"type": "object",




"properties": {





"dnPrefix": {






"type": "string"





},





"userLabel": {






"type": "string"





},





"userDefinedNetworkType": {






"type": "string"





},





"setOfMcc": {






"type": "string"





},





"mFIdList": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/dnlist"





},





"constituentNSSIIdList": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/dnlist"





},





"state": {






"$ref": "http://3gpp.org/28659/stateManagementNrm.json#definitions/operationalState"





},





"nsInfo": {






"$ref": "#/definitions/NsInfo"





},





"sliceProfileList": {






"$ref": "#/definitions/ServiceProfileList"





},





"sst": {






"$ref": "http://3gpp.org/28541/ngcNrm.json#definitions/Sst"





}




},




"required": [





"userLabel",





"pLMNIdList",





"mFIdList",





"constituentNSSIIdList",





"state"





"sliceProfileList",





"sst"




]



},



"MobilityLevel": {

    


"type": "string",




"enum": [





"STATIONARY",





"NOMADIC",





"RESTRICTED MOBILITY",





"FULLY MOBILITY",




]



},



"SharingLevel": {

    


"type": "string",




"enum": [





"SHARED",





"NON-SHARED"




]



},



"PrefReq": {

    


"type": "object",




"properties": {





"prefReqEmbb": {






"$ref": "#/definitions/PrefReqEmbb"





},





"prefReqUrllc": {






"$ref": "#/definitions/PrefReqUrllc"





}




}



},

  

"PerfReqEmbb":{

    


"type": "object",




"properties": {





"expDataRateDL": {






"type": "number"





},





"expDataRateUL": {






"type": "number"





},





"areaTrafficCapDL": {






"type": "number"





},





"areaTrafficCapUL": {






"type": "number"





},





"userDensity": {






"type": "number"





},





"activityFactor": {






"type": "number"





},





"uESpeed": {






"type": "number"





},





"coverage": {






"type": "string"





}




}



},

  

"PerfReqUrrlc":{

    


"type": "object",




"properties": {





"e2eLatency": {






"type": "number"





},





"jitter": {






"type": "number"





},





"survivalTime": {






"type": "number"





},





"areaTrafficCapUL": {






"type": "number"





},





"cSAvailability": {






"type": "number"





},





"reliability": {






"type": "number"





},





"expDataRate": {






"type": "number"





},





"payloadSize": {






"type": "number"





}





"trafficDensity": {






"type": "string"





},





"connDensity": {






"type": "number"





},





"serviceDimension": {






"type": "string"





}




}



},



"ServiceProfile": {

    


"type": "object",




"properties": {





"serviceProfileId": {






"type": "string"





},





"sNSSAIList": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/SNssaiList"





},





"pLMNId": {






"$ref": "http://3gpp.org/28659/eutranNrm.json#definitions/PLMNId"





},





"perfReq": {






"$ref": "#/definitions/PrefReq"





},





"maxNumberofUEs": {






"type": "number"





},





"coverageAreaTAList": {






"$ref": "http://3gpp.org/28541/ngcNrm.json#definitions/NrTACList"





},





"latency": {






"type": "number"





},





"uEMobilityLevel": {






"type": "number "





}





"resourceSharingLevel": {






"type": "integer "





}




}



},



"ServiceProfileList": {

    


"type": "array",




"item": {





"$ref": "#/definitions/ServiceProfile"




}



}



"SliceProfile": {

    


"type": "object",




"properties": {





"sliceProfileId": {






"type": "string"





},





"sNSSAIList": {






"$ref": "http://3gpp.org/28541/nrNrm.json#definitions/SNssaiList"





},





"pLMNId": {






"$ref": "http://3gpp.org/28659/eutranNrm.json#definitions/PLMNId"





},





"perfReq": {






"$ref": "#/definitions/PrefReq"





},





"maxNumberofUEs": {






"type": "number"





},





"coverageAreaTAList": {






"$ref": "http://3gpp.org/28541/ngcNrm.json#definitions/NrTACList"





},





"latency": {






"type": "number"





},





"uEMobilityLevel": {






"type": "number "





}





"resourceSharingLevel": {






"type": "integer "





}




}



},



"SliceProfileList": {

    


"type": "array",




"item": {





"$ref": "#/definitions/SliceProfile"




}



}



"NsInfo": {

    


"type": "object",




"properties": {





"nsInstanceId": {






"type": "string"





},





"nsName": {






"type": "string"





},





"description ": {






"type": "string"





}




}



}


}

}
	End


	End


