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	1st modified section


4.3.4
NRCellCU
4.3.4.1
Definition

This IOC represents the information required by CU that is responsible for the management of inter-cell mobility and neighbor relations via ANR. 

The nCGI attribute, holding the NR Cell Global identifier (NCGI), see subclause 8.2 of TS 38.300 [3], serves as the ‘link’ between this IOC instance and a NRCellDU IOC instance holding the same NCGI in its nCGI attribute.
4.3.4.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	nCGI
	M
	T
	T
	F
	T

	pLMNIdList
	M
	T
	T
	F
	T

	sNSSAIList
	CM
	T
	T
	F
	T

	rRMPolicyType
	CM
	T
	T
	F
	T

	rRMPolicyNSSIId
	CM
	T
	T
	F
	T

	rRMPolicyRatio
	CM
	T
	T
	F
	T

	rRMPolicy
	CM
	T
	T
	F
	T

	Attribute related to role
	
	
	
	
	


Note 1: Void
Note 2: Void
4.3.4.3
Attribute constraints

	Name
	Definition

	sNSSAIList Support Qualifier
	Condition: Network slicing feature is supported.

	rRMPolicy Support Qualifier
	Condition: Network slicing feature is supported.


4.3.4.4
Notifications

The common notifications defined in subclause 4.5 are valid for this IOC, without exceptions or additions.
4.3.5
NRCellDU
4.3.5.1
Definition

This IOC represents the information of a cell known by DU. The procedure for cell setup is initiated from the DU, thus requiring a notion of a cell. The DU owns the resources realizing the cell, thus requiring a notion of a cell owning the specific resources instances. 
The nCGI attribute, holding the NR Cell Global identifier (NCGI), see subclause 8.2 of TS 38.300 [3], serves as the ‘link’ between this IOC instance and a NRCellCU IOC instance holding the same NCGI in its nCGI attribute.
An NR cell transmits SS/PBCH block and always requires downlink transmission at a certain carrier frequency with a certain channel bandwidth. Transmission may be performed from multiple sector-carriers using different transmission points, and these may be configured with different carrier frequencies and channel bandwidths, as long as they are aligned to the cell’s downlink resource grids as defined in subclause 4.4 in TS 38.211 [32]. The values of arfcnDL and bsChannelBwDL attributes define the resource grids which each sector-carrier needs to be aligned to. See TS 38.104, subclauses 5.3 and 5.4.2 for definitions of BS channel bandwidth and NR-ARFCN, respectively.

An NR cell requires an uplink in order to provide initial access. In case of TDD, the values of arfcnUL and bsChannelBwUL must always be set to the same values as for the corresponding DL attributes. For both FDD and TDD, the arfcnUL and bsChannelBwUL define uplink resource grids to which each sector-carrier needs to align to.

An NR cell can in addition be configured with a supplementary uplink, which has its own arfcnSUL and bsChannelBwSUL, which define resource grids for supplementary uplink sector-carriers.

Each of downlink, uplink and supplementary uplink (if configured) need an initial bandwidth part (BWP), which defines resources to be used by UEs during and immediately after initial access. Additional BWPs can be either configured or calculated by gNB internally and be applied to UEs dynamically by gNB based on e.g. UE capability and bandwidth need of each UE.
4.3.5.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	nCGI
	M
	T
	T
	F
	T

	operationalState 
	M
	T
	F
	F
	T (see Note 1)

	administrativeState 
	M
	T
	T
	F
	T (see Note 1)

	availabilityStatus 
	M
	T
	F
	F
	T (see Note 1)

	cellState 
	M
	T
	F
	F
	T (see Note 1)

	pLMNIdList
	M
	T
	T
	F
	T

	sNSSAIList
	CM
	T
	T
	F
	T

	nRPCI
	M
	T
	T
	F
	T

	nRTAC
	M
	T
	T
	F
	T

	arfcnDL
	M
	T
	T
	F
	T

	arfcnUL
	CM
	T
	T
	F
	T

	arfcnSUL
	CM
	T
	T
	F
	T

	bSChannelBwDL 
	M
	T
	T
	F
	T

	bSChannelBwUL
	CM
	T
	T
	F
	T

	bsChannelBwSUL
	CM
	T
	T
	F
	T

	Attribute related to role
	
	
	
	
	

	nRSectorCarrier
	M
	T
	T
	F
	T

	bWP
	M
	T
	T
	F
	T


Note 1: No state propagation isimplied.

Note 2: Void
4.3.5.3
Attribute constraints

	Name
	Definition

	sNSSAIList Support Qualifier
	Condition: Network slicing feature is supported.

	arfcnUL Support Qualifier
	Condition: The cell has an uplink (FDD or TDD)

	arfcnSUL Support Qualifier
	Condition: The cell has a supplementary uplink

	bsChannelBwUL Support Qualifier
	Condition: The cell has an uplink (FDD or TDD)

	bsChannelBwSUL Support Qualifier
	Condition: The cell has a supplementary uplink


4.3.5.4
Notifications

The common notifications defined in subclause 4.5 are valid for this IOC, without exceptions or additions.

	2nd modified section


A.2 
Combined state diagram for gNB cell

This is the Combined state diagram for gNB cell.


[image: image2.png]11

Unlocked

le

12

Disabled 4 Enabled
a
7 -5 —»
Idle Idle | __| Inactive | __| Active
8 6 .
1 2 19 19
2a
Shutting Down
Inactive «—g— Active
Enabled
[
2 4 2a 23,10
Locked
A 4 A 4
Idle 2 Idle [
Disabled Enabled

11

Initial and Final state





Figure A.2.1: Combined gNB cell state diagram

	End of modified section
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