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[bookmark: _Toc527637362]6.1.1.3	Charging data response message
Table 6.1.1.3.1 illustrates the basic structure of a Charging Data Response message from the CHF as used for 5G data connectivity converged charging. 
Table 6.1.1.3.1: Charging Data Response message contents
	Information Element
	Category
	Description

	Session Identifier
	OC
	Described in TS 32.290 [57]

	Invocation Timestamp
	M
	Described in TS 32.290 [57]

	Invocation Result
	OCM
	Described in TS 32.290 [57]

	Invocation Result codeCode
	OCM
	Described in TS 32.290 [57]

	Failed parameter
	OC
	Described in TS 32.290 [57]

	Failure Handling
	OC
	Described in TS 32.290 [57]

	Invocation Sequence Number
	M
	Described in TS 32.290 [57]

	Session Failover
	OC
	Described in TS 32.290 [57]

	Multiple Unit information
	OC
	Described in TS 32.290 [57]
This field is not applicable to QBC.

	Result Code
	OC
	Described in TS 32.290 [57]

	Rating Group
	M
	Described in TS 32.290 [57]

	UPF ID
	OC
	This field holds the UPF identifier used for quota granted per UPF by CHF 

	Granted Unit
	OC
	Described in TS 32.290 [57]

	Validity Time
	OC
	Described in TS 32.290 [57]

	Final Unit Indication
	OC
	Described in TS 32.290 [57]

	Time Quota Threshold 
	OC
	Described in TS 32.290 [57]

	Volume Quota Threshold 
	OC
	Described in TS 32.290 [57]

	Unit Quota Threshold 
	OC
	Described in TS 32.290 [57]

	Quota Holding Time
	OC
	Described in TS 32.290 [57]

	Triggers
	OC
	This field is described in TS 32.290 [57] and holds the 5G data connectivity specific triggers described in clause 5.2.1.

	Quota Consumption Time
	OC
	Described in TS 32.290 [57]

	Triggers  
	OC
	This field is described in TS 32.290 [57] and holds the 5G data connectivity specific triggers described in clause 5.2.1.

	PDU Session Charging Information
	OM
	This field holds the 5G data connectivity specific information described in clause 6.2.

	Roaming QBC information
	OM
	This field holds the roaming QBC specific information defined in clause 6.2.1.4
This field is not applicable to FBC.
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