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1
Decision/action requested

The group is asked to discuss and agree on the proposal.
2
References

[1]
3GPP TR 28.900 Study on integration of ONAP and 3GPP management for 5G networks v0.6.0.
[2]
3GPP TS 28.531 Management and orchestration; Provisoning v15.0.0.

3
Rationale

In TS 28.531, the following aspects describes the interaction between 3GPP MnS Provider and MANO (i.e. NFVO and VNFM):
-
In Clause 7.3 Procedure of Network Slice Subnet Instance Allocation, if the NSSI to be created contains virtualisation part (i.e. VNF or VL). NSSMS_P invokes the NS instantiation request to MANO.
- In Clause 7.10 Procedure of NF instance creation, If NF instance to be created contains virtualized part, The NFMS_P invokes VNF lifecycle management with requirements for VNF instance to MANO.

So, in service based management architecture, the 3GPP MnS Provider (i.e. Management Function) needs to use the interface provided by management system (e.g. MANO) which is responsible for virtualization management.
In ONAP architecture, Virtual Function Controller (VF-C) leverages ETSI NFV MANO architecture and information model as a reference, and implements full life cycle management and FCAPS of VNF and NS.
So the 3GPP MnS Provider may need to consumer the interface provided by VF-C for lifecycle management of VNF and NS.
This contribution proposes to add an example of 3GPP MnS Provider using interface provided by ONAP VF-C.
4
Detailed proposal

It is proposed to make the following changes to TR 28.900[1].
	1st Change


6.3.X
An example of 3GPP management system using interface provided by ONAP VF-C
Figure 6.3.X shows an example of 3GPP management system using interfaces provided by OANP VF-C. In this example, in order to support provisioning MnS in the virtualization environment, the 3GPP management system which provide provisioning MnS as ONAP VF-C consumer may use some interfaces (e.g. Network Service lifecycle management interface and VNF lifecycle management interface) provided by ONAP VF-C for the lifecycle management of Network Service and VNFs.
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Figure 6.3.X: An example of 3GPP MnF using some interfaces provided by ONAP VF-C

Note: In this example, the 3GPP MnF is used to provide the provisioning MnS.
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