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1
Decision/action requested

The group is asked to discuss and agree on the proposal.
2
References

[1]
3GPP TR 28.812 Study on Scenarios for Intent driven management services for mobile networks v0.2.0.
3
Rationale

This contribution proposes to add intent driven NE deployment scenario. In this scenario, the Consumer only needs to express his intent that deploy a new virtualized NE in the specified area to support 5 million UE(s) with the performance requirement that the average latency should be less than 2ms to the Provider without detailed deployment requirements (e.g. network configuration parameters and virtualized resource requirements).
4
Detailed proposal

It is proposed to make the following changes to TR 28.812 [1].
	1st Change


5.X
Scenario X: Intent driven virtualized NE deployment 
5.X.1
Pre-condition
The operator wants to deploy a new virtualized NE (e.g. UPF) to support certain number of UE(s) (e.g. 5 million) with specified performance requirements (average latency should be less than 2ms).
5.X.2
Description
Due to network planning, the operator wants to deploy a new virtualized NE in the specified area to support certain number of UE(s) (e.g. 5 million) with specified performance requirements (average latency should be less than 2ms). So the operator as MnS Consumer expresses his intent that deploy a new virtualized NE to support certain number of UE(s) with specified performance requirements to the MnS Provider.
MnS Provider translates the received intent to the detailed configuration requirements (e.g. create and configure corresponding MOI (e.g. MF, EP_RP) and virtualized infrastructure resource requirements (e.g. VNFD and flavour Id).
MnS Provider deployed the virtualized NE based on the derived network configuration requirements and virtualized infrastructure resource requirements.
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Figure 5.X.2-1 Intent driven virtualized NE deployment scenario
5.X.3
Post-condition

A new virtualized Node is deployed which can support certain number of UE(s) with specified performance requirements.
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