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1	Decision/action requested
The group is asked to discuss and approve the contribution.
2	References
[bookmark: _GoBack][1]	3GPP TR 28.812 Study on Scenarios for Intent driven management services for mobile networks v0.2.0.
[2]	3GPP TS 28.531: "Management and orchestration; Provisioning".


3	Rationale
This pCR proposes to add a scenario of intent-driven network slice resource capacity planning.
4	Detailed proposal
It is proposed to make the following changes to TR 28.812 [1].

	[bookmark: _Toc384916784][bookmark: _Toc384916783]1st Change



[bookmark: _Toc375223047][bookmark: _Toc525057307]5.X	Scenario X: Intent driven NSI resource capacity planning scenario
[bookmark: _Toc525057308]5.X.1	Pre-condition
The NSI consumer (e.g. vertical slice customer etc.) wants the NSI provider to plan the NSI resource in an optimal status to satisfy the NSI consumer’s intent (e.g., NSI resource capacity utilization over 90%, frequency (daily, weekly, monthly, etc.), scope (IDs of target NSIs))
The NSI provider analyzes the intent and triggers the requested NSI capacity planning operation. 

[bookmark: _Toc525057309]5.X.2	Description
The NSI consumer as MnS consumer expresses his intent for a NSI resource capacity planning by providing high level requirements (e.g., desired utilization ratio of the target NSI, indication of pre-emption of existing provisioned resources, frequency (daily, weekly, monthly, etc.), scope (target NSIs), etc.) to MnS provider. The NSI consumer doesn’t care about what capacity planning optimization algorithm is used. 
The MnS provider translates the intent from the MnS consumer to the implementable NSI resource capacity planning related requirements (e.g., topology of the target network, capacity used in links of the target network, available capacity for the links of the target network, throughput, packet loss rate, link delay, etc.). According to these capacity planning related requirements, the MnS provider provides the network operator to satisfy the intent of the MnS consumer, using the NSI capacity planning procedure described in clause 7 in TS 28.531[2].
[image: ]
Figure 5.X.2-1 An example of intent driven NSI resource capacity planning scenario

[bookmark: _Toc525057310]5.X.3	Post-condition
The requested NSI resource capacity planning requirements as expressed in the intent from the NSI consumer is fulfilled.
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