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1
Decision/action requested

The group is asked to discuss and approve the proposals.
2
References

[1] 
3GPP TR 28.803 “Study on management aspects of edge computing”

[2] 
3GPP TS 23.501 “System Architecture for the 5G System; Stage 2”
3
Rationale
This contribution proposes a use case of performance measurements related related to end-to-end QoS for TR 28.803 [1].
4
Detailed proposal
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5
Use cases
5.x
Performance measurements related to end-to-end QoS  
5.x.1
Introduction
3GPP networks support edge computing to enable UEs to communicate with applications hosted in the local data network that are closer to the UE's access point of attachment in order to achieve an efficient service delivery through the reduced end-to-end latency and load on the transport network (see clause 5.13 in TS 28.501 [2]). Therefore, it is necessary to monitor the performance measurements (e.g. latency, data volume) for connections from UE to UPF and the N6 interface to insure the end-to-end QoS requirements are met. 
5.x.2
Pre-conditions

3GPP network functions supporting the edge computing have been deployed.

Edge computing related in local data network have been deployed.

Edge computing applications have been deployed. 

5.x.3
Description

3GPP management system collects the performance measurements (e.g. latency, data volume) for connections from UE to UPF the N6 interface.
3GPP management system reports the performance measurements related to end-to-end QoS to the authroized consumer (e.g. edge computing management system). 

5.x.4
Post-conditions

The performance measurements have been reported to to the authroized consumer (e.g. edge computing management system).  
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6
Potential requirements
REQ-ECM_CON-x The 3GPP management system should have a capability to collect the performance measurements (e.g. latency, data volume) for connections from UE to UPF and the N6 interface.
REQ-ECM_CON-y The 3GPP management system should have a capability to report the performance measurements related to end-to-end QoS to the authorized consumer.
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