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1
Decision requested

SA5 is asked to agree the content as technical proposal in this pCR.

In this box give a very clear / short /concise statement of what is wanted.
2
References

[1]
3GPP TR 28.804
[2]
3GPP TS 28.533
[3]
3GPP TS 23.501
3
Rationale

On of the objectives of TR 28.804 is: 

· Identify necessary management capabilities that could be needed to coordinate various tenancy concepts between 3GPP management system and non-3GPP management system (e.g. primarily ETSI NFV MANO and ONAP).
To be able to study the potential coordinations between various tenancy concepts, we first need to understand the related non-3GPP management system tenancy use case. This contribution is to provide a use case for 3GPP network as tenant accessing and consuming virtual resources and management capabilities (e.g. LCM of NSs and VNFs). 
4
Detailed proposal

	Modified Section in 28.804


5.y
3GPP network represented as tenant in NFV MANO
5.y.1



Assumptions

3GPP network is partially deployed in virtual resource environment.
5.y.1.1
Pre-conditions

ETSI NFV MANO is able to expose management capabilities to 3GPP management system. Virtual resources include virtual compute, memory and networking resource.
5.y.1.2
Description
Part of 3GPP network that is deployed in virtualization environment may be represented as tenant in ETSI NFV MANO, where tenant is associated with NSs and VNFs that are accessing and consuming virtual resources, and management capabilities (e.g. LCM of NSs and VNF).
5.y.1.3
Post-conditions

3GPP network is accessing and consuming virtual resources and management capabilities from ETSI NFV MANO as a tenant.
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