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1
Decision/action requested

The group is asked to discuss and agree on the proposal.
2
References

[1]
3GPP TR 28.890 Study on integration of ONAP and 3GPP management for 5G networks 

3
Rationale

Add the description of 3GPP provisioning management service.
4
Detailed proposal

It proposes to make the following changes to TR 28.890[1].
	1st Change


6.1.2
3GPP provisioning service 

Management services for provisioning of networks and network slicing are defined in [3]. The management services for /NS/NSS/NF/network and subnetwork provisioning are listed in following tables
Table 6.1.2-1: Management services for network slice provisioning 

	MnS Name
	MnS Component Type A
(operations and notifications)
	MnS Component Type B
(information model)
	Note

	Provisioning for NSI
	Operations defined in clause 5 of TS 28.532 [10]:

-
createMOI operation

-
deleteMOI operation

-
getMOIAttributes operation

-
modifyMOIAttributes operation

Operations defined in clause 6.5:

-
allocateNsi operation

-
deallocateNsi operation


	NSI information model defined in clause 6.3 of TS 28.541 [4]


	This management service enables its consumer to request allocating, deallocating, or modifying an NSI.

The typical scenario is "Network Slices as NOP internals" model where this MnS is consumed by operators.

	Provisioning data report for NSI
	Notification defined in clause 5 of TS 28.532 [10]:

notifyProvisioning notification
	NSI information model defined in clause 6.3 of TS 28.541 [4]

	This management service enables its consumer to obtain notifications about NSI Information model data.

The typical scenario is "Network Slices as NOP internals" model where this MnS is consumed by operators

	Provisioning exposure for NSI
	Operations defined in clause 5 of TS 28.532 [10]:

-
createMOI operation

-
deleteMOI operation

-
getMOIAttributes operation

-
modifyMOIAttributes operation

Operations defined in clause 6.5:
-
allocateNsi operation

-
deallocateNsi operation


	NSI information model defined in clause 6.3 of TS 28.541 [4]


	This management service enables its consumer to request allocating, deallocating or modifying an NSI.

The typical scenario is NSaaS model where this MnS is consumed by vertical industry.

	Provisioning data report exposure for NSI
	Notifications defined in clause 5 of TS 28.532 [10]:

-
notifyProvisioning notification


	NSI information model defined in clause 6.3 of TS 28.541 [4]

	This management service enables its consumer to obtain notifications about NSI Information model data.

 The typical scenario is NSaaS model where this MnS is consumed by vertical industry.


Table 6.1.2-2: Management services for NSS provisioning

	MnS Name
	MnS Component of type A (Operations and notifications)
	MnS Component of type B (information model)

	Provisioning for NSSI
	Operations defined in clause 5 of TS 28.532 [10]:

-
createMOI operation

-
modifyMOIAttributes operation

-
getMOIAttributes operation

-
deleteMOI operation

Operations defined in clause 6.5:

-
allocateNssi operation

-
deallocateNssi operation


	NSSI information model defined in clause 6.3 of TS 28.541 [4]



	Provisioning data report for NSSI
	Notifications defined in clause 5 of TS 28.532 [10]:

notifyProvisioning notification
	NSSI information model defined in clause 6.3 of TS 28.541 [4]




Table 6.1.2-3: Management services for NF provisioning

	MnS Name
	MnS Component of type A (Operations and notifications)
	MnS Component of type B (information model)

	Provisioning for NF
	Operations defined in clause 5 of TS 28.532 [10]:
-
createMOI operation

-
modifyMOIAttributes operation

-
getMOIAttributes operation

-
deleteMOI operation


	NF(s)/ME(s) information model defined in TS 28.541 [4]


	Provisioning data report for NF
	Notifications defined in clause 5 of TS 28.532 [10]:
notifyProvisioning notification
	NF(s)/ME(s) information model defined in TS 28.541 [4]




Table 6.1.2-4: Management services for network and sub-network provisioning

	MnS name
	MnS Component of type A (Operations and notifications)
	MnS Component of type B (information model)

	Provisioning for network and sub-networks
	Operations defined in clause 5 of TS 28.532 [10]:
-
createMOI operation

-
modifyMOIAttributes operation

-
getMOIAttributes operation

-
deleteMOI operation

Operation defined in clause 6.5:

-
AllocateNetwork operation
	IOC(s) of sub-network, as defined in TS 28.541 [4]

	Provisioning data report for sub-networks
	Notifications defined in clause 5 of TS 28.532 [10]:
notifyProvisioning notification
	IOC(s) of sub-network, as defined in TS 28.541 [4]




	End


