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6.1.6.2.2.6	Type PDUSessionChargingInformation
Table  6.1.6.2.2.6-1: Definition of type PDUSessionChargingInformation
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	chargingId
	ChargingId
	OC
	0..1
	Charging identifier for correlation between different records of a single PDU session
	

	userInformation
	UserInformation
	M
	1
	including information of user equipment, user location
	

	userLocationinfo
	UserLocation

	OC
	0..1
	provides information on the location
	

	userLocationTime
	DateTime
	OC
	0..1
	the time at which the UE was last known to be in the location.
	

	presenceReportingAreaInformation
	map(PresenceInfo)
	OC
	0..N
	When the data type is present in response message, it includes the PRA information provisioned by the CHF, in which case the "presenceState" attribute within the PresenceInfo data type shall not be supplied. When the data type is present in request message, it’s used to report user presence reporting area status.
The praId attribute within the PresenceInfo data type shall be the key of the map. 
	

	uetimeZone
	TimeZone
	OC
	0..1
	the UE Timezone the UE is currently located
	

	pduSessionInformation
	PDUSessionInformation
	M
	1
	PDU session level information, including PDU session ID, PDU type, SSC Mode, QoS, network slicing etc.
	

	unitCountInactivityTimer
	DurationSec
	OC
	0..1
	threshold for the time period resource idle
Upon the initial interaction with the CHF, the SMF use this attribute to provide pre-configured threshold to CHF.
when present in response message, it contains the threshold supplied by CHF in response of initial request to override existing threshold in SMF.
It’s only present when unit count inactivity timer trigger is active.
	

	rANSecondaryRATUsageReport
	RANSecondaryRATUsageReport
	OC
	0..1N
	Secondary RAT usage reported from NG-RAN. 
	



	Next change



6.1.6.2.2.17	Type RANSecondaryRATUsageReport
Table 6.1.6.2.2.17-1: Definition of type RANSecondaryRATUsageReport 
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	rANSecondaryRATType
	RatType
	OM
	0..1
	RAT type associated to the reported usage on secondary RAT.
The following values are applicable:
-     "NR"
-    "EUTRA"

	 

	[bookmark: _Hlk530095694]qosFlowsUsage Reports
	Array(QosFlowsUsageReport)
	OM
	0..1N
	list of containers per QFI with volumes reported.
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