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1
Decision/action requested

Discuss and approve the text proposal.
2
References

[1]
3GPP TR 28.804 Study on tenancy concept in 5G network and network slicing management

[2]
3GPP TS 28.533 Management and orchestration; Architecture framework 
3
Rationale

This contribution provide two use cases:

- Multiple tenants consuming dedicated managed data (e.g. performance information);
- Multiple tenants consuming shared managed data (e.g. performance information).
4
Proposal

	Start of change 


5.x
Tenants consuming dedicated performance information
5.x.1

Assumptions 

There are multiple tenants in 3GPP network that consume communication services, provided by the network operator, and performance information through specified service interface(s), provided by 3GPP management system.
5.x.1.1
Pre-conditions

3GPP management system provides a tenant with acces to specified service interface(s) offering performance information.
5.x.1.2
Description
Tenant is authorized to access specified service interface(s) for consuming performance information as single MnS consumers. In such use case, the consumed performance information by tenant can be identified in 3GPP management system as dedicated performance information. Tenant dedicated performance information can be further detailed, for example, by providing performance measurements on different levels (e.g. on NSI and NF levels). 
5.x.1.3
Post-conditions

Tenant is accessing standardized service interface(s) for consuming dedicated performance information.

5.y
Tenants consuming shared performance information
5.y.1

Assumptions 
There are multiple tenants in 3GPP network that consume communication services, provided by the network operator, and consume performance management service through specified service interface(s), provided by 3GPP management system.
5.y.1.1
Pre-conditions
3GPP management system provides multiple tenants with acces to specified service interface(s) offering performance information.
5.y.1.2
Description
Multiple tenants are authorized to access specified service interface(s) for consuming performance information as single MnS consumer. In such use case, the consumed performance information by multiple tenants can be identified in 3GPP management system as shared performance information. Multiple tennats shared performance information can be further detailed, for example, by providing performance measurements (e.g. on NSI levels). 
5.y.1.3
Post-conditions

Multiple tenants are accessing standardized service interface(s) for consuming shared performance information.
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