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	First change


6.1.6.2.1.2
Type ChargingDataResponse

Table 6.1.6.2.1.2-1: Definition of type ChargingDataResponse
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	invocationTimestamp
	DateTime
	M
	1
	This field holds the timestamp of the charging service response from the CHF.
	

	invocationResult
	InvocationResult 
	OC
	0..1
	This field holds the result of charging service invocation by the NF consumer 
	

	invocationSequenceNumber
	Uint32
	M
	1
	This field contains the sequence number of the charging service invocation by the NF consumer.
	

	sessionFailover
	SessionFailover
	OC
	0..1
	This field indicates whether alternative CHF is supported for ongoing charging service failover handling by NF consumer.
	

	multipleUnitInformation
	array(MultipleUnitInformation)
	OC
	0..N
	This field holds the parameters for the quota management and/or usage reporting information. It may have multiple occurrences.
	

	triggers
	array(Trigger)
	OC
	0..N
	This field identifies the chargeable event(s) supplied by CHF to override/activate the existing chargeable event(s) in NF consumer.
The presence of the triggers attribute without any triggerType is used by CHF to disable all the triggers except rating group level triggers.
	


	Next change


6.1.6.2.1.6
Type InvocationResult

Table 6.1.6.2.1.6-1: Definition of type InvocationResult

	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	error
	ProblemDetails
	OC
	0..1
	More information on the error shall be provided in the "cause" attribute of the "ProblemDetails" structure in case of unsuccessful charging service invocation by the NF consumer.
	

	failureHandling
	FailureHandling 
	OC
	0..1
	This field holds the failure handling to be performed by the NF consumer when temporarily prevented due to a network problem. The provided value always override any already existing value in NF consumer. 
In case of failure, it indicates which action to be performed by the NF consumer.

In case of success, it indicates which action to be performed by the NF consumer in case subsequent charging service invocation are temporarily prevented.
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