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1
Decision/action requested

The group is asked to discuss and agree on the proposal.
2
References

[1] TR 28.804
Telecommunication management; Study on tenancy concept in 5G networks and network slicing management 
3
Rationale

4
Detailed proposal

This document proposes to add the following text to TR 28.804 [1].

	1st change


5
Use cases and potential requirements 
5.1
Management capabilities provided to tenant by network slice management  

5.1.1
Description

3GPP management system supports network slice and network slice subnet management for 5G network according to TS 28.530 [2] and TS 38.531 [3]. 3GPP management system should support network slice and network slice subnet management for a tenant in multiple tenant environment.
According to TS 28.805, when 3GPP management creates a CSI, 3GPP system may create MOI and corresponding management resource to provide management capabilities to consumer of this CSI and identify these CSI consumer is a tenant to 3GPP management system. 

Network slice management function may provide performance metrics through performance management service for a CSI consumer (as a tenant to 3GPP management system). Network slice management function may provide fault alarm through fault management service for a CSI consumer (as a tenant to 3GPP management system).

5.1.2
Potential requirements

REQ-TenM_Slice_MnS-01 The 3GPP management system shall be capable to provide performance measurements for network slice to MnS consumer for a tenant. 
REQ-TenM_Slice_MnS-02 The 3GPP management system shall be capable to provide fault alarms for network slice to MnS consumer for a tenant.. 
REQ-TenM_Slice_MnS-03 The 3GPP management system shall be capable to support network slice and network slice subnet lifecycle management (e.g. creation, modification and termination) for a tenant. 
5.2
Management capabilities provided to tenant by network function management  

5.2.1
Description

Network function management function (NFMF) should identify the MnS instance that provides the monitoring metrics and fault alarms for a tenant. Since the 5G Core NF may be shared by multiple network slice instances, NF performance measurement and fault alarm for a tenant can be provided with the network slice instance information (e.g. S-NSSAI) by NFMF. 
5.2.2
Potential requirements

REQ-TenM_NFM_MnS-01 The 3GPP management system shall be capable to provide NF performance measurements to a tenant. 
REQ-TenM_NFM_MnS-02 The 3GPP management system shall be capable to provide NF fault alarms to a tenant. 
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