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	Start of 1st modified section in TS 28.533


6.1	Use cases
6.1.X	Ability to request change in MnS access information
	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	MnS consumer is able to request access to a particular MnS 
	

	Actors and Roles
	MnS access information provider and MnS consumer.
	

	Telecom resources
	3GPP management system, MnS access information provider.
	

	Assumptions
	MnS access information provider offers discovery of MnS access information (i.e. FQDN, IP address).
	

	Pre-conditions
	MnS access information provider is known by MnS consumer. 
	

	Begins when 
	MnS consumer wants to consume a particular  MnS to which it currently has no access authorization.
	

	Step 1 (M)
	MnS consumer sends a request (i.e. request for MnS access) to MnS access information provider for access a particular MnS.
	

	Step 2 (M)
	MnS access information provider receives the request and checks with the appropriate approval authority if it is ok to approve this change in access request.
	

	Step 3 (M)
	MnS access information provider receives an approval from the appropriate  approval authority
	

	Step 4 (M)
	MnS access information provider sends the MnS access information and approval related information to MnS consumer 
	

	Ends when
	MnS consumer is able to access the particular MnS 
	

	Exceptions
	One of the steps identified above fails.
	

	Post-conditions
	MnS consumer consumes a particular MnS.
	

	Traceability
	REQ-5GDMS-FUN-X.
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[bookmark: _Toc532455291]6.2.1	Requirements for MnS discovery service
REQ-5GDMS-FUN-X	MnS instance access information provider shall have the capability of accepting requests for a change in MnS instance access information from a MnS Consumer.
	End of modification in TS 28.533





