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	[bookmark: _Toc532894859][bookmark: _Toc523517601]First change


Table 5.2.1.6.1: Default Chargeable events in SMF for QBC 
	[bookmark: _Hlk520480080]Chargeable event
	Trigger level
	Default category

	CHF allowed to change category 
	CHF allowed to enable and disable
	Message when "immediate reporting" category

	Start of PDU session
	PDU session  
	Immediate
	Not Applicable
	Not Applicable
	Charging Data Request [Initial]

	Start of a QoS Flow
	QoS Flow  
	Deferred
	Not Applicable
	Not Applicable
	Charging Data Request [Update]


	Change of Charging conditions
	

	QoS change
	QoS Flow
	Deferred
	Yes
	Yes
	

	User Location change
	PDU session
	Deferred
	Yes
	Yes
	

	Serving NodeAMF change
	PDU session
	Deferred
	Yes
	Yes
	

	Change of UE presence in Presence Reporting Area(s)
	PDU session
	Deferred
	Yes
	Yes
	

	Change of 3GPP PS Data off Status
	PDU session
	Deferred
	Yes
	Yes
	

	Tariff time change
	PDU session
	Deferred
	No
	No
	

	UE time zone change
	PDU session
	Immediate
	Yes
	Yes
	

	PLMN change
	PDU session
	Immediate
	Yes
	Yes
	

	RAT type change
	PDU session
	Immediate
	Yes
	Yes
	

	Session-AMBR change
	PDU session
	Immediate
	Yes
	Yes
	

	Addition of UPF 
	PDU session
	Immediate
	Yes
	Yes
	

	Removal of UPF 
	PDU session
	Immediate
	Yes
	Yes
	

	Limit per PDU session
	

	Expiry of data time limit per PDU session
	PDU session
	Immediate
	Yes

	Yes
	

	Expiry of data volume limit per PDU session
	PDU session
	Immediate
	Yes
	Yes
	

	Expiry of data event limit per PDU session
	PDU session
	Immediate
	Yes
	Yes
	

	Expiry of limit of number of charging condition changes
	PDU session
	Immediate
	Yes
	Yes
	

	Limit per QoS Flow
	

	Expiry of data time limit per QoS Flow
	QoS Flow  
	Deferred
	Yes
	Yes
	

	Expiry of data volume limit per QoS Flow
	QoS Flow  
	Deferred
	Yes
	Yes
	

	Others
	

	End of QoS Flow
	QoS Flow  
	Deferred
	Yes
	Yes
	

	Management intervention
	PDU session
	Immediate
	No
	No
	

	End of PDU session 
	PDU session
	Immediate
	No
	No
	Charging Data Request [Termination]

	Abort request is received from the CHF
	PDU session
	Immediate
	No
	No
	




	Second change


Table 5.2.1.6.2: Chargeable events and their related actions in SMF for QBC
	Chargeable event
	Conditions
	SMF action

	Start of PDU session
	
	Charging Data Request [Initial]

	Start of a QoS Flow
	Start of the QoS Flow associated with the default QoS rule
	Charging Data Request [Update].

	
	Start of a QoS Flow
	Start new counts with time stamps.

	End of a QoS Flow
	
	Close the counts with time stamps for the QoS flows

	End of PDU session 
	
	Charging Data Request [Termination]
Close the counts with time stamps

	Change of charging condition in the SMF (e.g. QoS change, Session-AMBR change, user location change, Radio access type change, PLMN change, Serving NodeAMF change, UE Timezone change, change of UE presence in Presence Reporting Area(s), change of 3GPP PS Data Off status)
	If the corresponding trigger is enabled
	Close the counts and start new counts with time stamps for all active QoS flows.

	
	If the corresponding trigger is enabled and the category is set to "immediate reporting"
	Charging Data Request [Update]

	Addition of UPF
	
	Charging Data Request [Update].

	Removal of UPF
	
	Close the counts with time stamps for the removed UPF

	Expiry of time limit per QoS Flow
	If the corresponding trigger is enabled
	Close the counts with time stamps.

	
	If the category is set to "immediate reporting"
	Charging Data Request [Update]

	
	If the QoS Flow is still active
	Start new counts with time stamps

	Expiry of data volume limit per QoS Flow
	If the corresponding trigger is enabled
	Close the counts with time stamps

	
	If the category is set to "immediate reporting"
	Charging Data Request [Update]

	
	If the QoS Flow is still active
	Start new counts with time stamps

	Expiry of time limit per PDU session
	If the corresponding trigger is enabled
	Close the counts with time stamps for all QoS flows.

	
	If the category is set to "immediate reporting"
	Charging Data Request [Update]

	
	If the PDU session is still active
	Start new counts with time stamps for all active QoS flows

	Expiry of data volume limit per PDU session
	If the corresponding trigger is enabled
	Close the counts with time stamps for all QoS flows.

	
	If the category is set to "immediate reporting"
	Charging Data Request [Update]

	
	If the PDU session is still active
	Start new counts with time stamps for all active QoS flows

	Expiry of a limit of number of charging condition changes per PDU session
	If the corresponding trigger is enabled
	Close the counts with time stamps for all QoS flows.

	
	If the category is set to "immediate reporting"
	Charging Data Request [Update]

	
	If the PDU session is still active
	Start new counts with time stamps for all active QoS flows

	Management intervention
	
	Charging Data Request [Update]
Close the counts with time stamps for all QoS Flows

	
	If the PDU session is still active
	Start new counts with time stamps

	Abort
	
	Charging Data Request [Termination]
Close the counts with time stamps




	Third change


Table 5.2.3.2.2.1: Triggers for CHF CDR charging information addition
	Trigger Conditions

	Change of Charging conditions

	QoS change

	User Location change

	Serving NodeAMF change

	Change of UE presence in Presence Reporting Area(s)

	Change of 3GPP PS Data off Status

	Limit per Rating Group

	Expiry of data time limit per RG

	Expiry of data volume limit per RG

	Expiry of data event limit per RG

	Quota management triggers

	Time threshold reached

	Volume threshold reached

	Unit threshold reached

	Time quota exhausted

	Volume quota exhausted

	Unit quota exhausted

	Expiry of quota validity time

	Re-authorization request by CHF




	Fourth change


Table 5.2.3.3.2.1: Triggers for  CHF CDR charging information addition for roaming QBC
	Trigger Conditions

	Change of Charging conditions

	QoS change

	User Location change

	Serving NodeAMF change

	Change of UE presence in Presence Reporting Area(s)

	Change of 3GPP PS Data off Status

	Limit per QoS Flow

	Expiry of data time limit per QoS Flow

	Expiry of data volume limit per QoS Flow

	Others

	End of QoS Flow



	
End of change



