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1
Decision/action requested

Approve the proposal.
2
References

-

3
Rationale

Include QMCJob.
4
Detailed proposal
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2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 32.150: "Telecommunication management; Integration Reference Point (IRP) Concept and definitions".

[3]
3GPP TS 28.307: " Telecommunication management; Quality of Experience (QoE) measurement collection Integration Reference Point (IRP); Information Service (IS)".

[4]
3GPP TS 26.247: "Transparent end-to-end Packet-switched Streaming Service (PSS); Progressive Download and Dynamic Adaptive Streaming over HTTP (3GP-DASH)".

[5]
3GPP TS 28.622: "Generic Network Resource Model (NRM) Integration Reference Point (IRP); Information Service (IS)".

[6]
3GPP TS 32.302: "Configuration Management (CM); Notification Integration Reference Point (IRP); Information Service (IS)".

[7]
3GPP TS 32.342: "File Transfer (FT) Integration Reference Point (IRP); Information Service (IS)".

[8]
3GPP TS 32.602: "Configuration Management (CM); Basic CM Integration Reference Point (IRP); Information Service (IS)".

[x]
3GPP TS 26.114: "IP Multimedia Subsystem (IMS); Multimedia Telephony; Media handling and interaction".
[xy]
3GPP TS 28.404: "Quality of Experience (QoE) measurement collection; Concepts, use cases and requirements"
[xyz]
3GPP TS 28.307:"Management of Quality of Experience (QoE) measurement collection Integration Reference Point (IRP); Requirements"
 [yy]
3GPP TS 32.312:"Generic Integration Reference Point (IRP) management; Information Service (IS)".
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3
Definitions, symbols and abbreviations



3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].

Definition format (Normal)

<defined term>: <definition>.

example: text used to clarify abstract rules by applying them literally.





3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].


QoE
Quality of Experiance

QMC
QoE Measurement Collection
	3rd modified section


5.3
Class definitions



5.3.a


QMCJob


5.3.a.1
Definition



It represents a task that controls the QMC and collects data from the applications in the UE (i.e. collects the QMCReportContainer of multiple ManagedEntity instances). The QoEReference is a unique ID, which identifies the network request session that has been created by the QMCJob and activated to one or multiple ManagedEntity instance(s).

When a QMCJob is created, none of attributes be modified via the Itf-N:

If for any reason the QMCIRP determines that a QMC session has been activated in its ManagedEntity(ies) the QMCIRP shall emit the "noitfyQMCSessionLocalActivation"  notification to the subscribed IRPManagers to inform the active QMC Sessions. The IRPManagers can decide whether they deactivate the QMC session or keep the QMC session active. (E.g. if the QoEReference is colliding with an existing QMCJob’s QoEReference, the IRPManager may decide to immediately deactivate the QMC session in that ManagedEntity.)

The QMCJob shall use its information to activate and configure QMC session(s) in the requested ManagedEntity instance(s). When the QMCIRP determines that there are available QMCReport files, it shall emit a notification to all subscribed IRPManagers informing the availability of the files. The method and the notification of the available files is described in the File Transfer IRP (3GPP TS 32.342 [7]).

If a QMCJob receives an indication from one of its ManagedEntity that starting a network request session is failed for any reason, the "notifyNetworkRequestSessionFailure" notification may be emitted to inform all subscribed IRPManagers that there was a network request session  that was not started in the ManagedEntity.

	Referenced TS
	Requirement label
	Comment

	3GPP TS 28.404 [xy]
	REQ-EUSPC-CON-1
	

	3GPP TS 28.404 [xy]
	REQ-EUSPC-CON-4
	

	3GPP TS 28.404 [xy]
	REQ-EUSPC-CON-5
	

	3GPP TS 28.307 [xyz]
	REQ-EUSPC-FUN-1
	

	3GPP TS 28.307 [xyz]
	REQ-EUSPC-FUN-2
	


5.3.a.2
Attributes





	
	
	
	
	
	

	
	
	
	
	
	



	
	
	
	
	
	

	
	
	
	
	
	



	
	
	
	
	
	

	
	
	
	
	
	



	Attribute name
	Support Qualifier
	isReadable 
	isWritable
	isInvariant
	isNotifyable

	serviceType
	M
	T
	T
	T
	F

	area
	M
	T
	T
	T
	F

	mCEAddress
	M
	T
	T
	T
	F

	pLMNTarget
	M
	T
	T
	T
	F

	qoETarget
	M
	T
	T
	T
	F

	qoEReference
	M
	T
	T
	T
	F

	measurementConfigFile
	M
	T
	T
	T
	F

	Attribute related to role
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	



5.3.a.3
Attribute constraints



	
	

	
	

	
	

	
	

	
	


None.
5.3.a.4
Notifications
The common notifications defined in subclause 5.5 are valid for this IOC, without exceptions or additions.















5.3.a.5
State diagram

None.
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