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Attachments:


1. Overall Description:

SA5 thanks SA2 for the liaison on User Data Congestion Analytics in S5-195050(S2-1906797).
SA5 would like to ask SA2 to clarify the concept of “user data congestion”, and the principle for defining the user data congestion levels. 
SA5 believes that the following information may be of interest for SA2:

· The measurements related to RAN network has been specified in TS 28.552. For example, PDCP data volume measurements, RF measurements, UE throughput measurements etc. are related to measure RAN network load. In addition, the MDT data and trace data specified in TS 32.422 could help to measure the load information on per UE basis. However, there may need more information to provide the indication of congestion.
· For the reporting mechanism of the network performance measurements, file based reporting mechanism has been captured in TS 28.532. In Rel-16 SA5 is working on the streaming PM reporting mechanism in TS 28.550 and streaming trace reporting mechanisms in TR 28.806 which could be used to assist near-real-time analytics.
2. Actions:

To SA2 group.

ACTION: SA5 kindly asks SA2 to clarify the concept of user data congestion and the principle for defining the user data congestion levels, and take into account of the above information
3. Date of Next TSG-SA WG5 Meetings:

SA5#127
14-18 October 2019
Sophia Antipolis (France)

SA5#128
18-22 November 2019
Zhu Hai (China)
