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1
Decision/action requested

The group is asked to discuss and agree on the proposal.
2
References

[1]
3GPP TR 28.812 Telecommunication management; Study on Scenarios for Intent driven management services for mobile networks v0.6.0.
3
Rationale

Intent Driven Action (IDA) is a part of the intent expression. In order to reduce the complexity of management, the expression of IDA should be limited to an appropriate scope. This contribution proposes an outline of the expression of IDA and provides some examples. 
4
Detailed proposal

It is proposed to make the following changes to TR 28.812 [1].

	1st Change


6.3
Intent Expression

6.3.1 
Description
Intent Expression represents the intent including network models and operation action, which enable consumer describe their requirements for network and service management.
Each Intent is described by IntentDrivenAction(IDA) and IntentDrivenObject(IDO) as follows:


[image: image1.emf] 文档名称  文档密级     <IntentDrivenAction> , <IntentDrivenObject>  


6.3.2 
Intent Driven Object
Intent Driven Object provides the management object information according to intent requirements. An IntentDrivenObject is described by IntentDrivenObjectName and a limited set of attributes which are necessary to identify the object. 
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6.3.3 
Intent Driven Action
Intent Driven Action provides abstract and simplified network and operation information according to intent requirements. An IntentDrivenAction is described by IntentDrivenActionName and a limited set of related properties.


[image: image3.emf] 文档名称  文档密级     <IntentDrivenAction Name >   { < IntentDriven ActionP roperties   > }  


For configuration intents, IDA properties should include configure information of IDO. For example, in the cell rehoming scenario, the identifiers of the source parent IDO and the destination parent IDO should be included. If the attributes of rehomed cell needs to be updated (e.g. pci), attribute modification information also should be included.
For optimization intents, IDA properties should include specific performance requirements for network/service. The performance requirement may be optimization goals customized by IDMS consumer. For example, in the scenario of area-based user throughput optimization, IDA may include a target value of average DL user throughput and a target value of the percentage of users with throughput under 5Mbps for a specific area. In addition, IDA properties may also include some general-purpose condition information under which the optimization is executed, e.g. periodicity, duration. 
	End
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