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	Reason for change:
	Supporting of deployments topologies with specific SMF Service Areas was described in 23.501. It is necessary to add the CDR trigger condition for change of I-SMF.

	
	

	Summary of change:
	This contribution is to add text in CDR trigger condition for change of I-SMF, include three trigger types:
· Insertion of I-SMF
· Re-allocation of I-SMF
· Removal of I-SMF

	 
	

	Consequences if not approved:
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	1st change to TS 32.255



[bookmark: _Toc20205530]5.2.3.2.2	Triggers for CHF CDR charging information addition
When the CHF receives Charging Data Request[Update], with the change conditions identified in Table 5.2.3.2.2.1 the charging information shall be added in the PDU session charging CHF CDR, and the CDR shall remain open, as the default supported mechanism.
Table 5.2.3.2.2.1: Triggers for CHF CDR charging information addition
	Trigger Conditions
	Applicable for converged charging
	Applicable for offline only charging

	Change of Charging conditions
	
	

	QoS change
	Yes
	Yes

	User Location change
	Yes
	Yes

	Serving Node change
	Yes
	Yes

	Change of UE presence in Presence Reporting Area(s)
	Yes
	Yes

	Change of 3GPP PS Data off Status
	Yes
	Yes

	Change of I-SMF
	Yes
	Yes

	Limit per Rating Group
	
	

	Expiry of data time limit per RG
	Yes
	Yes

	Expiry of data volume limit per RG
	Yes
	Yes

	Expiry of data event limit per RG
	Yes
	Yes

	Quota management triggers 
	
	

	Time threshold reached
	Yes
	No

	Volume threshold reached
	Yes
	No

	Unit threshold reached
	Yes
	No

	Time quota exhausted 
	Yes
	No

	Volume quota exhausted 
	Yes
	No

	Unit quota exhausted
	Yes
	No

	Expiry of quota validity time
	Yes
	No

	Re-authorization request by CHF
	Yes
	No
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