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6.2a.1.2.1	Charging Data Request message
Table 6.2a.1.2.1.1 illustrates the basic structure of a Charging Data Request message as used for SMS converged charging.
Table 6.2a.1.2.1.1: Charging Data Request message contents
	Information Element
	Category
	Description

	Session Identifier
	OC
	Described in TS 32.290 [57]

	Subscriber Identifier
	OM
	Described in TS 32.290 [57]

	NF Consumer Identification
	M
	Described in TS 32.290 [57]

	NF Functionality
	M
	Described in TS 32.290 [57]

	NF Name
	OC
	Described in TS 32.290 [57]

	NF Address
	OC
	Described in TS 32.290 [57]

	NF PLMN ID
	OC
	Described in TS 32.290 [57]

	Invocation Timestamp
	M
	Described in TS 32.290 [57]

	Invocation Sequence Number
	M
	Described in TS 32.290 [57]

	Notify URI
	OC
	This field is not applicable.

	Triggers
	OC
	This field is described in TS 32.290 [57] and holds the SMS specific triggers described in clause 5.x

	Multiple Unit Usage 
	OC
	This field is present when the number of units is beyond one (i.e. more than one SMS) 

	Uniqueness message identifier
	OC
	Described in TS 32.290 [57]

	SMS Charging Information
	OM
	This field holds the SMS specific information described in clause 6.x
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