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1
Decision/action requested

This is a pCR to TS 28.201 Adding charging data request and respons message
2
References

[1]
3GPP TS 28.201 "Charging management; network slice performance and analytics charging in 5G System; Stage 2".
3
Rationale

· Adding information for the request and respons messages, together with an editors note.

4
Detailed proposal

	First change


6.1.1.x
Charging Data Request message
Table 6.1.1.x.1 illustrates the basic structure of a Charging Data Request message as used for network slice performance and analytics converged charging.

Table 6.1.1.x.1: Charging Data Request message contents
	Information Element
	Category
	Description

	Session Identifier
	OC
	Described in TS 32.290 [50]

	Network Slice Information
	OM
	Contains information used to identify the network slice i.e. S-NSSAI

	NF Consumer Identification
	M
	Described in TS 32.290 [50]

	NF Functionality
	M
	Described in TS 32.290 [50]

	NF Name
	OC
	Described in TS 32.290 [50]

	NF Address
	OC
	Described in TS 32.290 [50]

	NF PLMN ID
	OC
	Described in TS 32.290 [50]

	Invocation Timestamp
	M
	Described in TS 32.290 [50]

	Invocation Sequence Number
	M
	Described in TS 32.290 [50]

	One-time Event
	OC
	Described in TS 32.290 [50]

	One-time Event Type
	OC
	Described in TS 32.290 [50]

	Triggers
	OC
	This field is described in TS 32.290 [50] and holds the network slice performance and analyics specific triggers described in clause 5.x

	Multiple Unit Usage 
	OC
	This field is present when the number of units is beyond one (e.g. more than one notify event) 

	Rating Group
	M
	Described in TS 32.290 [50]

	Requested Unit
	OC
	Described in TS 32.290 [50]

	Used Unit Container
	OC
	This field holds charging information when more than one notify event is reported. It may have multiple occurrences.

	Network Slice Performance and Analytics Charging Information
	OM
	This field holds the network slice performance and analytics specific information described in clause 6.x


Editor’s note: The exact content of the request is FFS.

	Second change


6.1.1.y
Charging Data Response message

Table 6.1.1.y illustrates the basic structure of a Charging Data Response message as used for network slice performance and analytics converged charging. 

Table 6.1.1.y: Charging Data Response Message Contents
	Information Element
	Category
	Description

	Session Identifier
	OC
	Described in TS 32.290 [50]

	Invocation Timestamp
	M
	Described in TS 32.290 [50]

	Invocation Result
	OC
	Described in TS 32.290 [50]

	Result code
	OC
	Described in TS 32.290 [50]

	Failed parameter
	OC
	Described in TS 32.290 [50]

	Failure Handling
	OC
	Described in TS 32.290 [50]

	Invocation Sequence Number
	M
	Described in TS 32.290 [50]

	Session Failover
	OC
	Described in TS 32.290 [50]


Editor’s note: The exact content of the response is FFS.
	End of changes


