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	First change


[bookmark: _Toc28709464][bookmark: _Toc27749537][bookmark: _Toc20227305][bookmark: _Toc523498181]6.1.6.2.2.8	Type PDUSessionInformation
Table 6.1.6.2.2.8-1: Definition of type PDUSessionInformation
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	networkSlicingInfo
	NetworkSlicingInfo 
	OM
	0..1
	information of network slice serving the PDU session
	

	pduSessionID
	PduSessionId
	M
	1
	
	

	pduType
	PduSessionType
	OM
	0..1
	type of the PDU session
	

	sscMode
	SscMode
	OC
	0..1
	information of SSC Mode type.
	

	hPlmnId
	PlmnId
	OC
	0..1
	PLMN identifier of the home network
	

	servingNetworkFunctionID
	ServingNetworkFunctionID
	Oc
	0..1
	This field holds serving Network Function identifier.
	

	servingCNPlmnId
	PlmnId

	Oc
	0..1
	Serving Core Network Operator PLMN ID selected by the UE in shared networks.
	

	ratType
	RatType
	OC
	0..1
	the RAT Type of the PDU session
	

	dnnId
	Dnn
	M
	1
	a Data Network Name
	

	dnnSelectionMode
	DnnSelectionMode
	OC
	0..1
	This field indicates how the DNN was selected.
	

	chargingCharacteristics
	string
	OC
	0..1
	the Charging Characteristics for this PDU session.
	

	chargingCharacteristicsSelectionMode
	ChargingCharacteristicsSelectionMode
	OC
	0..1
	information about how the "Charging Characteristics" was selected.  
	

	startTime
	DateTime
	OC
	0..1
	the time in UTC format which represents the start of a PDU session at the SMF
	

	stopTime
	DateTime
	OC
	0..1
	the time in UTC format which represents the stop of a PDU session at the SMF
	

	3gppPSDataOffStatus
	3GPPPSDataOffStatus
	OC 
	0..1
	This field holds the 3GPP Data off Status when UE’s 3GPP Data Off status is Activated or Deactivated.
	

	sessionStopIndicator
	boolean
	OC
	0..1
	This field indicates to the CHF that the PDU session has been terminated.
	

	pduAddress
	PDUAddress
	OC
	0..1N
	Group of user ip address/prefix
	

	diagnostics
	Diagnostics
	OC
	0..1
	provides a more detailed cause value from SMF.
	

	authorizedQoSInformation
	AuthorizedDefaultQos
	OC
	0..1
	This field holds the authorized QoS applied to PDU session.
	

	subscribedQoSInformation
	SubscribedDefaultQos
	OC
	0..1
	This field holds the subscribed Default QoS  
	

	authorizedSessionAMBR
	Ambr
	OC
	0..1
	This field holds the authorized session-AMBR.
	

	subscribedSessionAMBR
	Ambr
	OC
	0..1
	This field holds the subscribed session-AMBR.
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