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	Summary of change:
	Add I-SMF in Enumeration NodeFunctionality.
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[bookmark: _Toc20227309][bookmark: _Toc27749541][bookmark: _Toc28709468]6.1.6.2.2.12	Type ServingNetworkFunctionID
Table 6.1.6.2.2.12-1: Definition of type ServingNetworkFunctionID
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	servingNetworkFunctionInformation
	NFIdentification
	M
	0..1
	Serving Network Function information: i.e. AMF, I-SMF, SGW, or V-SMF.
For I-SMF and V-SMF, the NFIdentification.nodeFunctionality shall be have the value SMF.
	

	aMFId
	AmfId
	OC
	0..1
	AMF identifier
	



	
Second change


[bookmark: _Toc20227330][bookmark: _Toc27749571][bookmark: _Toc28709498]6.1.6.3.4	Enumeration: NodeFunctionality
Table 6.1.6.3.4-1: Enumeration NodeFunctionality
	Enumeration value
	Description
	Applicability

	SMF
	This field identifies that NF is a SMF.
	

	AMF
	This field identifies that NF is a AMF.
	

	SMSF
	This field identifies that NF service consumer is a SMSF.
	

	SGW
	This field identifies that node is an SGW, only applicable for interworking with EPC.
	

	I_SMF
	This field identifies that node is an I-SMF, only applicable for PDU session served by SMF + I-SMF.
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