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	The nesting scenario of MF occurs both in EUTRANCell, NRCellCU and NRCellDU, bu it is not specified in TS28.622. So in 5G, if a MF (NRCellCU, NRCellDU) could be contained by another MF (gNBCUCPFunction, gNBDUFunction) need to be clarified
To clarify the utility of MF, propose to update the description of MF defined in TS28.622 to support above scenario.

	
	

	Summary of change:
	Add clarification in TS28.622, secton4.3.4.1 for the nested MF

	
	

	Consequences if not approved:
	The concept of MF nesting is missing

	
	

	Clauses affected:
	4.3.4.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


First change
4.3.4 ManagedFunction
[bookmark: _Toc20150400][bookmark: _Toc27479648]4.3.4.1	Definition
This IOC is provided for sub-classing only. It provides attribute(s) that are common to functional IOCs. Note that a ManagedElement may contain several managed functions, a managed function may contain other managed functions as specified for the specific subclass.. The ManagedFunction may be extended in the future if more common characteristics to functional objects are identified.
This IOC can represent a telecommunication function either realized by software running on dedicated hardware or realized by software running on NFVI. Each ManagedFunction instance communicates with a manager (directly or indirectly) over one or more management interfaces exposed via its containing ME instance.
End of change
