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1
Decision/action requested

This is a pCR to TS 28.202 to clarify eCTF and CSIF naming
2
References

 [1]
3GPP TS 28.202 "Charging management; Network slice management charging in the 5G System (5GS); Stage 2".   
3
Rationale

This pCR proposes to clarify of eCTF and CSIF naming.
4
Detailed proposal

	First change


3.3
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

CSIF
Charging Subscribing and Interaction Function
MnS
Management Service

NSI
Network Slice Instance

NSSAI
Network Slice Selection Assistance Information

S-NSSAI
Single Network Slice Selection Assistance Information
	Next change


4.2.2
Converged charging architecture

Network Slice Management converged charging can be achieved under the two alternative options of the architecture depicted in figure 4.2.2.1.
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Figure 4.2.2.1: Network Slice Management converged charging architecture (option1)
The Charging Trigger Function is specified in TS 32.240 [1].
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Figure 4.2.2.2: Network Slice Management converged charging architecture (option2)

The CSIF encompasses following functionalities:

-
Charging Trigger Function as specified in TS 32.240 [1].

-
Nchf consumer.

-
MnS consumer.

The Service Producer(s) represent the MnS producer(s) of the management services specified in TS 28.532 [253] which are used for Network Slicing Management. 
Details on the interfaces and functions can be found in TS 32.240 [1] for the general architecture components. Ga is described in clause 5.2.4 and Bnsm in clause 5.2.5 of the present document, and Nchf is described in TS 32.290 [50].

 
Editor's Note: CSIF naming are ffs
	Next change


5.1.2

Requirements 

The following are high-level charging requirements specific to the Network Slice Management charging:

-
The CSIF shall support converged charging.

-
The CSIF shall collect charging information per NSI Allocation.

-
The CSIF shall collect charging information per NSI Modification.

-
The CSIF shall collect charging information per NSI Deallocation.
	End of change
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