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	1st Change



5.2.2.11.x			Handover from EPC/ePDG to 5GS
The following figure 5.2.2.11.x.1 describes a PDU session charging handover from EPC/ePDG to 5GS for non-roaming scenario. 


Figure 5.2.2.11.x.1: PDU session charging handover from EPC/ePDG to 5GS
0. One or more PDN Connections have been established between the UE and the EPC/ePDG via untrusted non-3GPP access as specified in clauses 7.2.4 and 7.6.3 of TS 23.402 with some modification described in 4.11.4.3.3 and 4.11.4.3.5 in TS 23.502.
1. UE register to 5GC via NG RAN.
2. The UE initiates a UE requested PDU Session Establishment via 3GPP Access acording to clause 4.3.2.2 of TS 23.502 and includes the "Existing PDU Session" indication or "Existing Emergency PDU Session" and the PDU Session ID.
2ch-a. PGW-C+SMF sends Charging Data Request [Update] to CHF with RAT type change and serving node change of 5GS.
2ch-b. The CHF updates for this PDU session
2ch-c. The CHF acknowledges by sending Charging Data Response [Update] to the PGW-C+SMF.
NOTE: The RAT type change triggers, if enabled, applied during the PDU session establishment via the 3GPP access network.
3. Step 10-14, in procedure of UE requested PDU Session Establishment as described in clause 4.3.2.2 of TS 23.502.
4. The combined PGW+SMF/UPF initiates a PDN GW initiated Resource Allocation Deactivation with GTP on S2b as described in TS 23.402 clause 7.9.2 to release the EPC and ePDG resources when S6b is used.


5.2.2.11.y			Handover from 5GS to EPC/ePDG
The following figure 5.2.2.11.y.1 describes a PDU session charging handover from 5GS to EPC/ePDG for non-roaming scenario.


Figure 5.2.2.11.y.1: PDU session charging handover from 5GS to EPC/ePDG
0. One or more PDU Sessions have been established between the UE and the SMF/UPF via NG-RAN.
1. UE selects ePDG as specified in TS 23.502.
2. Step A1 in procedure of the UE initiates a Handover Attach procedure as described in TS 23.402 clause 8.6.2.1.
2ch-a. PGW-C+SMF sends Charging Data Request [Update] to CHF with RAT type change and serving node change of 5GS.
2ch-b. The CHF updates for this PDU session.
2ch-c. The CHF acknowledges by sending Charging Data Response [Update] to the PGW-C+SMF.
NOTE: The RAT type change triggers, if enabled, applied during the PDU session establishment via the 3GPP access network.
3. Step C1, in procedure of the UE initiates a Handover Attach procedure as described in TS 23.402 clause 8.6.2.1, except step 11 of referenced figure 8.2.3-1 that corresponds to the release of resources.
4. The combined PGW+SMF/UPF initiates a network requested PDU Session Release via 3GPP access as described in clause 4.11.4.2 step 3 of TS 23.502.

	End of change
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