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	Reason for change:
	Operators must be offered various capabilities to manage the closed loops running in the operator environment. One such capability is the ability to pause the exectuion of a closed loop to review the actions to be commiitted. 

	
	

	Summary of change:
	Add new use case and requirement to pause execution of closed loop
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	The capability of an operator to pause a closed loop may not be standardized across vendor equipment. 

	
	

	Clauses affected:
	

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR. CR XXX 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1



	
1st Modified Section



[bookmark: _Toc43213056][bookmark: _Toc43290117]4.1.2.3	Class definitions
[bookmark: _Toc43213057][bookmark: _Toc43290118]4.1.2.3.1	AssuranceControlLoop
[bookmark: _Toc43213058]4.1.2.3.1.1	Definition
This IOC represents the capabilities of a control loop, these include:
-	to automatically adjust a ManagedEntity (for example a network slice) to meet the objective described in AssuranceControlLoopGoal 
-	to report the effectiveness of an AssuranceControlLoop 
-	state management of an AssuranceControlLoop
-	to keep track of the lifecycle of an AssuranceControlLoop
[bookmark: _Toc43213059]4.1.2.3.1.2	Attributes
	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	operationalState
	M
	T
	F
	F
	T

	administrativeState
	M
	T
	T
	F
	T

	controlLoopLifeCyclePhase
	M
	T
	T
	F
	T

	observationTimePeriod
	M
	T
	T
	F
	T

	assuranceGoalStatus
	M
	T
	F
	F
	T

	availablePausePoints
	M
	T
	T
	F
	F




	
2nd Modified Section




4.1.2.3	Class definitions
4.1.2.3.x AvailablePausePoints
4.1.2.3.x.1	Definition
This IOC represents the information associated with pause points associated with an assurance loop, including: 
· the enabledStatus of the pause point: enabled or disabled 
· the list of available IOCs at the pause point availableIOCList. 
· a text description of the pause point
[bookmark: _GoBack]Editor’s Note: To be updated based on use case particularly relating to logging and notification.
4.1.2.3.x.2 	Attributes 
	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	enabledStatus
	M
	T
	T
	F
	T

	availableIOCList
	M
	T
	F
	T
	F

	description
	M
	T
	F
	T
	F



[bookmark: _Toc43213075]4.1.2.3.X.3	Attribute constraints
No constraints have been defined for this release.
[bookmark: _Toc43213076]4.1.2.3.X.4	Notifications
The common notifications defined in subclause 4.1.2.5 are valid for this IOC, without exceptions or additions.

	End of modifications



