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	[bookmark: _Toc4400892][bookmark: _Toc10625909][bookmark: _Toc10625906]First Modified Sections


[bookmark: _Toc19888233][bookmark: _Toc27405120][bookmark: _Toc35878310][bookmark: _Toc36220126][bookmark: _Toc36474224][bookmark: _Toc36542496][bookmark: _Toc36543317][bookmark: _Toc36567555]
[bookmark: _Toc50705724][bookmark: _Toc50991595]7	Management services for SON
[bookmark: _Toc50991596][bookmark: _Toc50705725]7.1	Management services for D-SON management 
[bookmark: _Toc50705726][bookmark: _Toc50991597]7.1.1	RACH Optimization (Random Access Optimisation)
[bookmark: _Toc50705727][bookmark: _Toc50991598]7.1.1.1	MnS component type A
	MnS Component Type A
	Note

	Operations and notifications defined in clause 11.1.15 of TS 28.532 [3]: 
- createMOI operation
- getMOIAttributes operation
- modifyMOIAttributes operation
- deleteMOI operation
- notifyMOIAttributeValueChanges operation
- notifyMOICreation
- notifyMOIDeletion
- notifyMOIChanges
	It is supported by Provisioning MnS for NF, as defined in 28.531 [11].

	Operations defined in clause 11.3.1.1.1 in TS 28.532 [3] and clause 6.2.3 of TS 28.550 [12]:
- notifyFileReady operation
- reportStreamData operation
	It is supported by Performance Assurance MnS for NFs, as defined in 28.550 [12].
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[bookmark: _Toc50705734][bookmark: _Toc50991605]7.1.2	MRO (Mobility Robustness Optimisation)
[bookmark: _Toc50705735][bookmark: _Toc50991606]7.1.2.1	MnS component type A
	MnS Component Type A
	Note

	Operations and notifications defined in clause 11.1.15 of TS 28.532 [3]:
- createMOI operation
- getMOIAttributes operation
- modifyMOIAttributes operation
- deleteMOI operation
- notifyMOIAttributeValueChanges operation
- notifyMOICreation 
- notifyMOIDeletion 
- notifyMOIChanges
	It is supported by Provisioning MnS for NF, as defined in TS 28.531 [11].

	Operations defined in clause 11.3.1.1.1 in TS 28.532 [3] and clause 6.2.3 of TS 28.550 [12]:
- notifyFileReady operation
- reportStreamData operation
	It is supported by Performance Assurance MnS for NFs, as defined in TS 28.550 [12].
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[bookmark: _Toc50705742][bookmark: _Toc50991613]7.1.3	PCI configuration
[bookmark: _Toc50705743][bookmark: _Toc50991614]7.1.3.1	MnS component type A
	MnS Component Type A
	Note

	Operations and notifications defined in clause 11.1.15 of TS 28.532 [3]:
- createMOI operation
- getMOIAttributes operation
- modifyMOIAttributes operation
- deleteMOI operation
- notifyMOIAttributeValueChanges operation
- notifyMOICreation 
- notifyMOIDeletion 
- notifyMOIChanges
	It is supported by Provisioning MnS for NF, as defined in 28.531 [11].
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