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1	Decision/action requested
The group is asked to discuss and agree on the proposal.
2	References
[1]	Draft TR 28.813 0.2.0: Study on new aspects of Energy Efficiency (EE) for 5G

3	Rationale
This pCR proposes enhancements to the already existing potential solution #3 Network Slice Performance definition for MIoT type of network slice for the draft TR 28.813 [1].

4	Detailed proposal
This document proposes the following changes in TR 28.813 [1].
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[bookmark: OLE_LINK10]
[bookmark: _Toc49528522]4.4.2.3.2	Solution based on the number of active UEs
[bookmark: _Toc49528523]4.4.2.3.2.1	Introduction
Editor's Note:	This clause describes briefly the potential solution at a high-level.This potential solution focuses on the number of active UEs to the MIoT type of network slice.
In this potential solution, the Network Slice Performance (NSP) for MIoT type of network slice is obtained by summing up the number of active UEs in the DL per cell and the number of active UEs in the UL per cell of the considered network elements over the measurement period, on a per S-NSSAI basis. The samples are aggregated at the NG-RAN node level.

[bookmark: _Toc49528524]4.4.2.3.2.2	Description
Editor's Note:	This clause further details the potential solution and any assumptions made.
The Network Slice Performance (NSP) for MIoT type of network slice, based on the number of active UEs in the DL per cell and the number of active UEs in the UL per cell, on a per S-NSSAI basis, is defined as:

The following measurements, defined in TS 28.552 [4], are used:
- DRB.MeanActiveUeDl.SNSSAI, where SNSSAI identifies the S-NSSAI, as defined in TS 28.552 [4] clause 5.1.1.23.1.
- DRB.MeanActiveUeUl.SNSSAI, where SNSSAI identifies the S-NSSAI, as defined in TS 28.552 [4] clause 5.1.1.23.3.
The final Network Slice EE KPI definition, based on summing up the number of active UEs in the DL per cell and the number of active UEs in the UL per cell of the considered network elements over the measurement period, for MIoT type of slice, would be defined as follows:
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