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[bookmark: _Toc51676017][bookmark: _Toc51684261][bookmark: _Toc44341639][bookmark: _Toc36567907][bookmark: _Toc36543669][bookmark: _Toc36542848][bookmark: _Toc36474576][bookmark: _Toc36220478][bookmark: _Toc35878662][bookmark: _Toc27405472][bookmark: _Toc19888554]6.3.4.1	Definition
This data type represents the properties of network slice subnet related requirement that should be supported by the network slice subnet instance in a 5G network.To support different requirements for each domain, there are two different sliceProfiles for core network and access network respectively.
[bookmark: _Toc51684262][bookmark: _Toc51676018][bookmark: _Toc44341640][bookmark: _Toc36542849][bookmark: _Toc36567908][bookmark: _Toc36543670][bookmark: _Toc36474577][bookmark: _Toc36220479][bookmark: _Toc35878663][bookmark: _Toc27405473][bookmark: _Toc19888555]6.3.4.2	Attributes
	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	sliceProfileId
	M
	T
	F
	T
	T

	sNSSAIList
	M
	T
	T
	F
	T

	pLMNIdList
	M
	T
	T
	F
	T

	perfReq
	M
	T
	T
	F
	T

	maxNumberofUEs
	O
	T
	T
	F
	T

	coverageAreaTAList
	O
	T
	T
	F
	T

	latency
	O
	T
	T
	F
	T

	uEMobilityLevel
	O
	T
	T
	F
	T

	resourceSharingLevel
	O
	T
	T
	F
	T

	availability
	O
	T
	T
	F
	T

	dLThptPerSlice
	O
	T
	T
	F
	T

	dLThptPerUE
	O
	T
	T
	F
	T

	uLThptPerSlic
	O
	T
	T
	F
	T

	uLThptPerUE
	O
	T
	T
	F
	T

	maxPktSize
	O
	T
	T
	F
	T

	maxNumberofConns
	O
	T
	T
	F
	T

	supportedAccessTech
	O
	T
	T
	F
	T

	activityFactor
	O
	T
	T
	F
	T

	uESpeed
	O
	T
	T
	F
	T

	jitter
	O
	T
	T
	F
	T

	survivalTime
	O
	T
	T
	F
	T

	reliability
	O
	T
	T
	F
	T
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For access network sliceProfile:
	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	sliceProfileId
	M
	T
	F
	T
	T

	sNSSAIList
	M
	T
	T
	F
	T

	pLMNIdList
	M
	T
	T
	F
	T

	perfReq
	M
	T
	T
	F
	T

	coverageAreaTAList
	O
	T
	T
	F
	T

	latency
	O
	T
	T
	F
	T

	uEMobilityLevel
	O
	T
	T
	F
	T

	resourceSharingLevel
	O
	T
	T
	F
	T

	availability
	O
	T
	T
	F
	T

	dLThptPerUE
	O
	T
	T
	F
	T

	uLThptPerUE
	O
	T
	T
	F
	T

	maxPktSize
	O
	T
	T
	F
	T

	supportedAccessTech
	O
	T
	T
	F
	T

	termDensity
	O
	T
	T
	F
	T

	activityFactor
	O
	T
	T
	F
	T

	uESpeed
	O
	T
	T
	F
	T

	jitter
	O
	T
	T
	F
	T

	survivalTime
	O
	T
	T
	F
	T

	reliability
	O
	T
	T
	F
	T






6.3.4.3	Attribute constraints
None.
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The subclause 6.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.

