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1
Decision/action requested

To approve the specification level use case.
2
References

3
Rationale

To provide a specification level use case for TS 28.555

4
Detailed proposal

It proposes to make the following changes to TS 28.555
	1st Change


6.2
Use cases

6.2.X
Policy Conflicts Notification

	Use Case Stage
	Evolution / Specification
	<<Uses>>

Related use 

	Goal
	To report policy conflicts
	

	Actors and Roles
	Policy Management Service Consumer as a user
	

	Telecom resources
	3GPP management system.
	

	Assumptions
	There are two policies in the Policy Management Service Producer. For example, the policy A is to scale a VNF,the policy B is to delete the same VNF
	

	Pre-conditions
	The systems is correctly configured and normally running.
	

	Begins when 
	The Policy Management Service Consumer makes a decision to run a network policy-B according to the network requirements while another network policy-A is running and the policies A & B have conflicting actions.
	

	Step 1 (M)
	The Policy Management Service Consumer executed network policy-A based on some triggers.
	

	Step 2 (M)
	The Policy Management Service Consumer makes a decision to run a network policy-B based on changes in the network conditions. The Policy Management Service Producer reports the policy conflicts to the Policy Management Service Consumer
	

	Ends when
	Ends when the Policy Management Service Consumer is informed about the result of the processor when an exception occurs.
	

	Exceptions
	One of the steps identified above fails.
	

	Post Conditions
	The policy conflicts notifacation is returned to the Policy Management Service Consumer.
	

	Traceability 
	REQ-POM-FUN -07、REQ-POM-FUN -08
	


	End of changes


