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	1st  Change


9.1.1.2	Operation allocateNsi
This operation is to allocate a network slice instance provided by the service provider, the network slice instance may be new or existing.
Table 9.1.2-1: Mapping of IS operation input parameters to SS equivalents (HTTP POST)
	IS operation parameter name
	SS parameter location
	SS parameter name
	SS parameter type
	Qualifier

	attributeListIn
	request body
	n/a
	n/a
	M



Table 9.1.2-2: Mapping of IS operation output parameters to SS equivalents (HTTP POST)
	IS operation parameter name
	SS parameter location
	SS parameter name
	SS parameter type
	Qualifier

	attributeListOut
	response body
	n/a
	n/a
	M

	status
	response status codes
	n/a
	n/a
	M

	
	response body
	error
	ErrorResponse
	O

	networkSliceDN
	response body
	n/a
	Resource
	M



The message flow for allocation is as follows:
1.	The MnS consumer sends a HTTP POST request to the MnS producer.
- The target URI is equal to the concatenation of URI of the parent resource of resource to be created, and the resource (in this case ServiceProfile) to be created.
- The message body shall carry the complete representation of the resource to be created. The resource identifier shall be absent or carry null semantics.
2.	The MnS producer sends a HTTP POST response to the MnS consumer.
- On success, "201 Created" shall be returned. Thehe Location header shall carry the URI of the new resource (in this case ServiceProfile) and the message body shall contain the complete representation of the ServiceProfile and networkSliceDN identifying the NetworkSlice MOI created.
- On failure, an appropriate error code shall be returned. The response message body may provide additional error information.
	Next  Change



9.1.1.3	Operation deallocateNsi
This operation deallocate a service profile in an NSI. The provider may terminate the requested NSI or modify the requested NSI without termination to satisfy the request.
Table 9.1.1.3-1: Mapping of IS operation input parameters to SS equivalents (HTTP DELETE)
	IS operation parameter name
	SS parameter location
	SS parameter name
	SS parameter type
	Qualifier

	networkSliceDN
	request body
	n/a
	Resource
	M

	serviceProfileId
	Request body
	n/a
	Resource
	M



Table 9.1.1.3-2: Mapping of IS operation output parameters to SS equivalents (HTTP DELETE)
	IS operation parameter name
	SS parameter location
	SS parameter name
	SS parameter type
	Qualifier

	status
	response status codes
	n/a
	n/a
	M

	
	response body
	error
	ErrorResponse
	O



The message flow for deallocation is as follows:
1.	The MnS consumer sends a HTTP DELETE request to the MnS producer.
- The target URI is equal to the concatenation of URI of the parent resource and the resource (in this case ServiceProfile) to be deleted. 
- The message body shall contain the networkSliceDN identifying the NetworkSlice MOI.
2.	The MnS producer sends a HTTP DELETE response to the MnS consumer.
- On success, "201 Created" shall be returned.
- On failure, an appropriate error code shall be returned. The response message body may provide additional error information.
	Next  Change



[bookmark: _Toc97824043]9.2.1.2	Operation allocateNssi
This operation is to allocate a network slice instance provided by the service provider, the network slice subnet instance may be new or existing.
Table 9.2.1.2-1: Mapping of IS operation input parameters to SS equivalents (HTTP POST)
	IS operation parameter name
	SS parameter location
	SS parameter name
	SS parameter type
	Qualifier

	attributeListIn
	request body
	n/a
	Resource
	M



Table 9.2.1.2-2: Mapping of IS operation output parameters to SS equivalents (HTTP POST)
	IS operation parameter name
	SS parameter location
	SS parameter name
	SS parameter type
	Qualifier

	attributeListOut
	response body
	n/a
	Resource
	M

	status
	response status codes
	n/a
	n/a
	M

	
	Response body
	error
	ErrorResponse
	O

	networkSliceSubnetDN
	response body
	n/a
	Resource
	M



The message flow for allocation is as follows:
1.	The MnS consumer sends a HTTP POST request to the MnS producer.
- The target URI is equal to the concatenation of URI of the parent resource of resource to be created, and the resource (in this case SliceProfile) to be created.
- The message body shall carry the complete representation of the resource to be created. The resource identifier shall be absent or carry null semantics.
2.	The MnS producer sends a HTTP POST response to the MnS consumer.
- On success, "201 Created" shall be returned. Thehe Location header shall carry the URI of the new resource (in this case SliceProfile) and the message body shall contain the complete representation of the SliceProfile and networkSliceSubnetDN identifying the NetworkSliceSubnet MOI created.
- On failure, an appropriate error code shall be returned. The response message body may provide additional error information.

	Next  Change



[bookmark: _Toc97824044]9.2.1.3	Operation deallocateNssi
This operation deallocate a slice profile in an NSSI. The provider may terminate the requested NSSI or modify the requested NSSI without termination to satisfy the request.
Table 9.2.1.3-1: Mapping of IS operation input parameters to SS equivalents (HTTP DELETE)
	IS operation parameter name
	SS parameter location
	SS parameter name
	SS parameter type
	Qualifier

	networkSliceSubnetDN
	request body
	n/a
	Resource
	M

	sliceProfileId
	request body
	n/a
	Resource
	M



Table 9.2.1.3-2: Mapping of IS operation output parameters to SS equivalents (HTTP DELETE)
	IS operation parameter name
	SS parameter location
	SS parameter name
	SS parameter type
	Qualifier

	status
	response status codes
	n/a
	n/a
	M

	
	response body
	error
	ErrorResponse
	O



The message flow for deallocation is as follows:
1.	The MnS consumer sends a HTTP DELETE request to the MnS producer.
- The target URI is equal to the concatenation of URI of the parent resource and the resource (in this case SliceProfile) to be deleted. 
- The message body shall contain the networkSliceSubnetDN identifying the NetworkSliceSubnet MOI.
2.	The MnS producer sends a HTTP DELETE response to the MnS consumer.
- On success, "201 Created" shall be returned.
- On failure, an appropriate error code shall be returned. The response message body may provide additional error information. 

	End of  Changes
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