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	1st modified section



[bookmark: _Toc20132335][bookmark: _Toc27473384][bookmark: _Toc35956055][bookmark: _Toc44492044][bookmark: _Toc51689973][bookmark: _Toc51750665][bookmark: _Toc51774925][bookmark: _Toc51775539][bookmark: _Toc51776155][bookmark: _Toc58515541][bookmark: _Toc83137940]5.1.3.5	UE Context Release
[bookmark: _Toc91063587]5.1.3.5.1	UE Context Release Request (gNB-DU initiated) 
a)	This measurement provides the number of UE CONTEXT Release initiated by gNB-DU for each release cause.
b)	SI
c)	Transmission of an UE CONTEXT RELEASE REQUEST message initiated by gNB-DU. Each release request is to be added to the relevant cause measurement. This measurement is also counted to the SSB beam which the UE connects to when the UE CONTEXT RELEASE REQUEST message is transmitted. The possible causes are defined in 38.473 [6]. The sum of all supported per causes measurements shall equal the total number of UE CONTEXT Release initiated by gNB-DU. In case only a subset of per cause measurements is supported, a sum subcounter will be provided first.
d)	Each measurement is an integer value. The number of measurements is equal to the number of causes plus a possible sum value identified by the .sum suffix.
e)	The measurement name has the form UECNTX.RelReq.Cause 
	where Cause identifies the release cause.
[bookmark: _Toc91063588]f)	NRCellDU
Beam
g)	Valid for packet switched traffic 
h)	5GS
i)	One usage of this performance measurements is to support MDA.
5.1.3.5.2	Number of UE Context Release Requests (gNB-CU initiated) 
a)	This measurement provides the number of UE CONTEXT RELEASE initiated by gNB-CU for each release cause.
b)	SI
c)	Transmission of an UE CONTEXT RELEASE  COMMAND message initiated by gNB-CU. Each release request is to be added to the relevant cause measurement. This measurement is also counted to the SSB beam which the UE connected to when the UE CONTEXT RELEASE COMMAND message is transmitted. The possible causes are defined in 38.473 [6]. The sum of all supported per causes measurements shall equal the total number of UE CONTEXT Release initiated by gNB-CU. In case only a subset of per cause measurements is supported, a sum subcounter will be provided first.
d)	Each measurement is an integer value. The number of measurements is equal to the number of causes plus a possible sum value identified by the .sum suffix.
e)	The measurement name has the form UECNTX.RelCmd.Cause where Cause identifies the release cause.
f)	NRCellCU
Beam
g)	Valid for packet switched traffic 
h)	5GS
i)	One usage of this performance measurements is to support MDA.
	Next modified section


[bookmark: _Toc20132531][bookmark: _Toc27473657][bookmark: _Toc35956335][bookmark: _Toc44492345][bookmark: _Toc51690278][bookmark: _Toc51750978][bookmark: _Toc51775248][bookmark: _Toc51775862][bookmark: _Toc51776478][bookmark: _Toc58515864][bookmark: _Toc98861409]A.5	Monitoring of UE Context Release Request (gNB-DU initiated) 
In order to monitor the stability of the network and detect the service/connection interruption caused by NGRAN, monitoring the UE Context Release Request initiated by gNB-DU is an effective method. Collecting the measurements for these events information of the message and analysing the releasing cause conveyed in the message, operators could detect the stability of NG-RAN, and could decide a specific means to improve the NG-RAN performance. Moreover, measuring the UE Context Releases on the SSB beam from where the UE CONTEXT is released is useful for analyzing the coverage problem.
	Next modified section


[bookmark: _Toc20132534][bookmark: _Toc27473660][bookmark: _Toc35956338][bookmark: _Toc44492348][bookmark: _Toc51690281][bookmark: _Toc51750981][bookmark: _Toc51775251][bookmark: _Toc51775865][bookmark: _Toc51776481][bookmark: _Toc58515867][bookmark: _Toc98861412]A.8	Monitoring of UE Context Release (gNB-CU initiated)
In order to monitor the stability of the network and detect the service/connection interruption caused by NG-RAN, monitoring the UE Context Release Request initiated by gNB-DU and UE Context Release Command initiated by gNB-CU is an effective method. Collecting the measurements information of the messagefor these events and analysing the releasing cause conveyed in the message, operators could detect the stability of NG-RAN, and could decide a specific means to improve the NG-RAN performance. Moreover, measuring the UE Context Releases on the SSB beam from where the UE CONTEXT is released is useful for analyzing the coverage problem.
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