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1	Decision/action requested
For approval
2	References
[1] 	3GPP TS28.104, v1.1.0, Management and orchestration; Management Data Analytics (MDA).
3	Rationale
 This pCR proposes some changes and corrections into clause 7.3.2 obtaining MDA Output.
4	Detailed proposal
	[bookmark: _Toc384916784][bookmark: _Toc384916783]1st modification


[bookmark: _Toc101256101]7.3.2	Obtaining MDA Output
[bookmark: _Toc101256102]7.3.2.1	Description
Following a successful MDA request any authorized MDA MnS consumer can obtain management data analytics from the corresponding MDA MnS producer. The MDA MnS consumer can control the MDA output by modifying the attributes related to the MDA request at any point in time.
7.3.2.2	Use case
The MDA MnS producer allow consumers tocan obtain MDA output when the conditions indicated in the MDA request are met. The level of details and granularity of MDA output results would depend on the MDA request and nature of MDA capability. Therefore Aan MDA output can vary in complexity and may contain one or more MDA results, which may be: (i) numeric, e.g., average, etc., (ii) recommendation options, e.g., potential handover target cells, or (iii) root cause analysis, e.g., alarm prediction. These results may be related to one or more MDA types, which correspond to MDA capabilities, and can also contain information regarding the time schedule or the validity time of the provided MDA output. 

MDA MnS producer may allow consumers canto request and obtain different MDA output results.  The MDA MnS producer may also allow consumers may alsoto obtain information regarding the geographical location and/or the target objects, e.g., managed elements, related to the provided MDA result – from the corresponding element.
The MDA MnS producer may allow consumers mayoptions to obtain MDA output results either by pulling or pushing mechanisms. Any MDA output may be obtained once it is prepared or when the specified MDA request and control conditions are met.
[bookmark: _Toc101256103]7.3.2.3	Requirements
	Requirement label
	Description
	Related use case(s)

	REQ-MDA_REP-01
	The MDA MnS producer shall have a capability allowing MDA MnS consumers to obtain analytics output from the MnS producerper the MDA request.
	All use cases

	REQ-MDA_REP-02
	The MDA MnS producer shall have a capability allowing MDA MnS consumers to indicate if produced analytics output shall be pushed to the MDA MnS consumer or whether the MDA MnS consumer pulls the data.
	All use cases

	REQ-MDA_REP-03
	The MDA MnS producer shall allow MDA MnS consumer to obtain the geographical location and/or the target objects related to the MDA output if applicable.
	All use cases

	REQ-MDA_REP-04
	The MDA MnS producer shall allow MDA MnS consumer to obtain time schedule information related to the MDA output.
	All use cases




	End of modifications
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