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1	Decision/action requested
This pCR is to introduce a new solution for Key issue#6 - NWDAF based NS charging
2	References
[1]		3GPP TR 32.847 "Study on Charging Aspects for Network Slicing Phase 2"

3	Rationale
This pCR is to introduce a new solution for Key issue#6 – NWDAF based NS charging  
4	Detailed proposal
The following changes are proposed to be incorporated into TR 32.847 [1]  
	[bookmark: _Hlk99114320]First change



[bookmark: _Toc100656028]6.6.x	Solution#6.x  NWDAF based Network slice charging  
[bookmark: _Toc100656029]6.6.x.1	General description
This solution addresses the Key Issue#6 for REQ-NSCH-01, and REQ-NSCH-11 potential requirements and is similar as solution#6.1, where the NWDAF is used instead of Mns Producer for NS-Tenant Charging information.

[bookmark: _Toc100656030]6.6.x.2	Architecture description


Figure 6.6.x.2-1: NWDAF based Network slice charging 

[bookmark: _Toc100656031]6.6.x.3	Flow description
The flows are the same as:
· Figure 6.6.2.3-1: UE PDU session converged Charging influenced by Network slice converged charging  
· Figure 6.6.2.3-2: UE Registration converged Charging influenced by Network slice converged charging
With the difference the NWDAF/CEF is used for steps 1ch and 2ch, instead of MnS Producer/CEF for the purpose of NS charging collection of S-NSSAI charging information (KPIs...).    

	End of changes
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