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1
Decision/action requested

The group is asked to discuss and approval.
2
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Rationale

One of the objective of the FS_eIDMS_MN SID [3] is to investigate the new requirements for intent driven management for 3gpp network and services in the multi-vendor environment.
In TS 28.312 [2], the radio network expectation is defined in clause 6.2.2.1.1, the following aspects needs be enhanced:
· Enhancement Aspect1: In existing radio network expectation, only Polygon Area and TAC are specified to represent the coverage area. However, in some scenario, the MnS consumer may express the radio network expectation targets for the coverage area which is represented by a list of Cell (e.g. CGI).

· Enhancement Aspect2: In clause 5.1.5 Intent containing an expectation on RAN UE throughput performance to be assured, the sentence "optional performance scope (e.g. specific service type, specific UE groups)" is described, which means MnS consumer may express the radio network expectation targets for the specific service type or UE groups instead of the whole radio network. 

· Enhancement Aspect3: In existing radio network expectation, only coverage and RAN UE throughput related expectation targets are defined to support coverage performance and RAN UE throughput performance assurance use case. The capacity performance is important for radio network delivering and assurance, so the corresponding radio network capacity performance requirements need to be defined in Radio network expectation.
4
Detailed proposal

	1st  Change


4.X
Issue#4.X: Enhancement of radio network intent expectation
4.X.1
Description
In TS 28.312 [2], the radio network expectation is defined in clause 6.2.2.1.1, which is used to support the use case and requirements for clause 5.1.1 Intent containing an expectation for delivering radio network, clause 5.1.4 Intent containing an expectation on coverage performance to be assured and clause 5.1.5 Intent containing an expectation on RAN UE throughput performance to be assured. Following aspects for radio network expectation need to be enhanced:

· Enhancement Aspect1: In existing radio network expectation, only Polygon Area and TAC are specified to represent the coverage area. However, in some scenario, the MnS consumer may express the radio network expectation targets for the coverage area which is represented by a list of Cell (e.g. CGI).
· Enhancement Aspect2: In clause 5.1.5 Intent containing an expectation on RAN UE throughput performance to be assured, the sentence "optional performance scope (e.g. specific service type, specific UE groups)" is described, which means MnS consumer may express the radio network expectation targets for the specific service type or UE groups instead of the whole radio network. 
· Enhancement Aspect3: In existing radio network expectation, only coverage and RAN UE throughput related expectation targets are defined to support coverage performance and RAN UE throughput performance assurance use case. The capacity performance is important for radio network delivering and assurance, so the corresponding radio network capacity performance requirements need to be defined in Radio network expectation.
4.X.2
Potential solutions
Regarding the Enhancement Aspect 1, it proposes to add attribute "cellContext" in ObjectContext for RadioNetworkExpectation in Clause 6.2.2.1.1.2 to represent the coverage area.
Regarding the Enhancement Aspect 2, it proposes to add attribute "targetedScopeContext" in ObjectContext for RadioNetworkExpectation in Clause 6.2.2.1.1.2. The contextValueRange of "targetedScopeContext" is dataType modelled as tuple [SNSSAI, 5QI]. If MnS consumer only express the expectation targets for specific SNSSAI, then the 5QI of the tuple should be absent. If MnS consumer only express targets for specific 5QI, then the SNSSAI of the tuple should be absent. If MnS consumer express the expectation targets for specific combination of SNSSAI and 5QI, both SNSSAI and 5QI needs to be present.
Regarding the Enhancement Aspect 3, it proposes to add radio network capacity related expectation targets in ExpectationTargets for RadioNetworkExpectation, the radio network capacity related expectation targets can be highUlPrbLoadRatioTarget and highDlPrbLoadRatioTarget.
	End of changes


